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Fitting Instructions
Horizontally fit grommet into cut out (171mm x 61mm) in mounting 
surface, run wire through back of lamp and then push lamp into grommet. 
Please refer to ADR 13/00 for mounting instructions.

Function (Stop/Tail) (Indicator)(Reverse)

Size Grommet 192mm x 85mm x 25mm

Size Lamp 164mm x 57mm x 18mm

Voltage 12-24 Multivolt

LED Qty 7 (20 Reverse)

Cable Part No. 53102

Grommet Part No. 54101

Lens PMMA

Base ABS

Draw Stop Tail Ind Rev

@13.8V 0.30A 0.02A 0.13A 0.13A

Approvals Function Category CRN

ADR Stop/Tail 49/00 50890

ADR Indicator 6/00 2a 50889

ADR Reverse 1/00 50888

CTA Stop/Tail 49/00 CTA-050890

CTA Indicator 6/00 2a CTA-050889

CTA Reverse 1/00 CTA-050888

• Low Profile Recessed Fitting

• ADR Road Approved

• IP67 100% Waterproof

• 12-24 Multivolt

• 5 Year Warranty

Blister 
Includes  

Grommet  
& Plug

Reverse/Reflector
134WMB - Light Only Bulk

Stop/Tail/Reflector
134RMB - Light Only Bulk

Rear Indicator/Reflector
134AMB - Light Only Bulk

Part No. 54101 
Rubber Grommet

Part No. 53102 
Cable Plug

164 Series Single Function Lamps
100% 

Waterproof

ADR 
Approved

5 Year 
Warranty

Part Number
164RM - Single Blister

Part Number
164WM - Single Blister

Part Number
164AM - Single Blister
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