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• Fully Submersible

• Plug in cable kit compatible

• 8 Metre Kit Available

• ADR approved

• IP67 100% Water proof

• 12 Volt Only

• 5 Year Warranty

209 Series Boat Trailer Lamps

Function Stop/Tail/Indicator/Reflector/Licence

Size 210mm x 110mm x 28mm

Voltage 12 Volt Only

LED Qty 20, 3 Licence

Cable 30cm with Plug or 8m

Lens PMMA

Base ABS

Draw Stop Tail Ind

@13.8V 0.117A 0.045A 0.150A

Approvals Function Category CRN

CTA Stop/Tail 49/00 CTA-060158

CTA Indicator 6/00 2a CTA-060158

CTA Licence 47/00 CTA-060158

CTA Reflector 48/00 CTA-060158

209GARLP2 - Twin Blister, LHS/RHS
209GARL4P - Bulk (Licence), RHS
209GAR4P - Bulk, LHS 

Fitting Instructions
Surface mount onto flat surface horizontally with stainless steel bolts 
provided (Max Torque - 85kgf/cm) and run cable through 12mm hole. 
Please refer to ADR 13/00.
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209GARLP2/8M - Twin Blister, LHS/RHS

P/N 209GARLP2 P/N 209GARL4P P/N 209GAR4P P/N 208GARLP2/8M

Wire Colour Code
Brown - Tail
Red - Stop
Yellow - Left Indicator 
Green - Right Indicator
White - Earth


