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• No Lens Design
• Fully Sumbersible
• Inbuilt Reflex Reflector
• ECE Australian Road Approved
• IP68 Rated
• 12 Volt Only
• 10 Year Warranty

211 Series Trailer Lamp

Function Stop/Tail/Indicator/Reflector

Size 100mm x 100mm x 20mm

Voltage 12 Volt

LED Qty 18x Stop/Tail, 18x Indicator

Cable 400mm
Base Polycarbonate

Fittings Stainless Steel

Draw Stop Tail Indicator

@13.8V 0.10A 0.01A 0.11A

IP68 
Protection

10 Year 
Warranty

ECE 
Approved

Approvals Function Approval No.
ECE Stop/Tail E9*148R00/03*1454*00
ECE Indicator E9*148R00/03*1454*00
ECE Reflector E9*148R00/03*1454*00
ECE Reflector E9*150R00/03*1454*00
CTA Stop/Tail/Ind/Ref TBA

Fitting Instructions 
Surface mount onto flat surface horizontally with stainless steel bolts provided in assembly and run 
cable through 12mm hole. Please refer to ADR 13/00.

Wire Colour Code
Z  Yellow - Indicator 

Z  White - Earth
Z  Brown - Tail
Z  Red - Stop

Part No.
211BAR2 - Twin Blister
211BAR - Single Bulk
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