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• Low Profile Design

• High Quality 3M Tape

• ECE Australian Road Approved

• IP67 Rated

• 12 Volt or 12-24 Volt

• 5 Year Warranty

82 Series Singles

Function (Stop/Tail)/Indicator/Reverse

Size 80mm round x 18mm

Voltage 12 Volt or 12-24 Volt

LED Qty 8 (Red/Amber), 16 (White)

Cable 300mm

Lens PMMA

Draw Stop Tail Indicator Reverse

@13.8V 0.1A 0.02A 0.19A 0.24A

@28V 0.06A 0.02 0.08A 0.13A

IP67 
Protection

5 Year 
Warranty

ECE 
Approved

Approvals Function Approval No.
ECE Stop/Tail E9*7R02/27*22499*00
ECE Indicator E9*6R01/29*22319*00
ECE Reverse E9*2R00/22*22127*00
CTA Stop/Tail 49/00 CTA-060157
CTA Indicator 6/00 CTA-060157
CTA Reverse 1/00 CTA-060157

80mm80mm
18mm18mm

12mm12mm

80mm80mm
18mm18mm

12mm12mm

Stop/Tail
82R - 12 Volt, Blister, Coloured Lens
82RB - 12 Volt, Bulk, Coloured Lens
82RMB - 12-24 Volt, Bulk, Coloured Lens

Indicator
82A - 12 Volt, Blister, Coloured Lens
82AB - 12 Volt, Bulk, Coloured Lens
82AMB - 12-24 Volt, Bulk, Coloured Lens

Reverse
82W - 12 Volt, Blister, Clear Lens
82WB - 12 Volt, Bulk, Clear Lens
82WMB - 12-24 Volt, Bulk, Clear Lens

Stop/Tail
82RCB - 12 Volt, Blister, Clear Lens
82RCMB - 12-24 Volt, Bulk, Clear Lens

Indicator
82ACB - 12 Volt, Blister, Clear Lens
82ACMB - 12-24 Volt, Bulk, Clear Lens

Fitting Instructions
Remove backing from 3M tape on back of lens, run wires through hole in mounting surface and align the 
locator nodule on edge of lens downwards. Apply firm hand pressure to ensure lamp adhesion.


