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PEOPLE-DRIVEN PERFORMANCE
We are the safety and productivity partner that builds relationships on trusted performance. At ESG we 
use respect and expertise to build performance across all areas of this business – from products to service. 
This reputation for excellence in all things has made us the world’s largest manufacturer of commercial and 
emergency vehicle warning and safety products. Our mission is to develop safety solutions and emergency 
systems to help protect your most important asset, people.

VEHICLE SAFETY LIGHTING EQUIPMENT
ECCO is the safety products brand driven by pride, performance, and people. While safety is our business, 
building lasting relationships with those who depend on us is our purpose. For over 50 years ECCO safety 
solutions have been helping operators get the job done. The dependable performance of these products 
ensures operators are aware of their surroundings and bystanders are alerted to the presence of working 
equipment. With ECCO on the job, safety is ensured.

HIGH-QUALITY LED AUTOLAMPS
LED Autolamps believes in functional innovation, long-lasting quality and value for money in everything 
we produce to benefit all who are in contact with our company or products. We design, manufacture, and 
guarantee high-quality LED Autolamps at a competitive price for all sectors of the automotive lighting 
industry. We are directly involved with our LED products at every stage of their development to ensure there 
is no compromise on quality or service, alongside the ability to adapt our designs to suit specific client needs.
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EMERGENCY VEHICLE LIGHTING EQUIPMENT
Code 3 products create safer working conditions and new opportunities for public safety guardians to apply 
their skills and ingenuity to tasks with confidence. Code 3 is the brand trusted by more than 20 federal agencies 
in the U.S. and over 100 international law enforcement and emergency services organizations. Code 3 safety 
equipment protects law enforcement and emergency services personnel, enhancing their job performance 
with over 139 patented technologies.

HEAVY DUTY SWITCHES AND ELECTRICAL PRODUCTS
Cole Hersee are a leading manufacturer of electromechanical, electronic and digital switches and connectors, 
designing dependable products for a broad range of vehicles. Since its founding in 1924, Cole Hersee has been 
a pioneer and leader in the development of heavy-duty electrical products for the vehicle industry and has 
earned a reputation for quality and value. Cole Hersee is ISO 9001:2008 certified.

WE MAKE PRODUCTS THAT 
HELP PEOPLE WORK SAFER

3
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DISCLAIMER
LED Autolamps have made every effort to ensure that the information contained in this catalogue is correct and accurate; current information should be checked at 
the time of placing an order and before any manufacturing/installation is to be commenced. Measurements provided are accurate at the time of publication; we advise 
measurements should be confirmed before final decisions/installations are made. LED Autolamps reserves the right to improve, modify, make dimensional design and 
technical changes or discontinue or update designs without prior notice; although we will take all measures to inform our customers if and when possible of any changes made.  
LED Autolamps will not accept liability of any kind due to misuse or abuse of any products not used as intended. Date of Printing November 2023

Visit our website to 
download a PDF copy  

of this Catalogue.
www.ledautolamps.com   

Section Contents
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APPLICATION GUIDE

MARKER/SIDE SIGNAL 
CAB MARKERS 

RUBBER HOUSING 
LICENCE PLATE 

SIDE DIRECTION

REAR SIGNAL LAMPS  
CENTRE MOUNTED STOP LAMPS 

FORWARD FACING LAMPS 
DRIVING LIGHTS/HEADLAMPS 

HEADLIGHT KITS 
FRONT INDICATOR/DRL 

FRONT INDICATOR/POSITION

HAZARD/WARNING/EMERGENCY 
BEACONS 

LIGHTBARS 
STROBE LIGHTS 

FORKLIFT SAFETY 

LIGHTING SOLUTIONS 
WORK/FLOOD 

RECHARGEABLE 
INTERIOR/EXTERIOR 

AWNING/GRAB HANDLE 
READING LAMPS 

COLOURED/COURTESY 

LED GLOBES 
FESTOON/BAYONET 

T10/T15/WEDGE 

MARINE LIGHTING 
SEARCH/NAVIGATION 

FLOOD/COLOURED 
EXTERIOR LIGHTING 

CANBUS/RESISTORS & REFLECTORS 

HARNESS & PATCH SYSTEMS 

SERIES PART NUMBER INDEX
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172-199

200-203

204-209

210-217

218-225
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SMALL TRAILER

SINGLE FUNCTION

SMALL TRAY/TRUCKS

CARAVAN/RV

Series Page 
No

12 Series 49

80 Series 52

98 Series 58

99 Series 59

100 Lifetime 77

100 Series 60

101 Series 78

135 Series 74

150 Lifetime 77

151 Series 78

174 Series 81

200 Series 82

Series Page 
No

201 Series 83

211 Series 46

212 Series 46

235 Series 89

280 Series 100

285 Series 96

DB Series 51

H155 Series 79

Harness System 218

Marker Lamps 18

Series Page 
No

11 Series 48

12 Series 49

25 Series 50

80 Series 52

82/88 Series 54

100 Series 60

102 Series 62

110 Series 64

113 Series 66

125 Series 68

130 Series 70

131 Series 71

133 Series 72

134 Series 73

Series Page 
No

135 Series 74

164 Series 80

174 Series 81

200 Series 82

235 Series 88

280 Series 100

285 Series 96

380 Series 92

460 Series 114

530 Series 120

595 Series 122

5543 Series 130

5940 Series 131

J3 Series 117

Series Page 
No

77 Series 42

80 Series 52

82 Series 54

223 Series 94

235 Series 88

250 Series 94

275 Series 98

280 Series 100

282 Series 102

283 Series 103

284 Series 104

355 Series 105

Series Page 
No

385 Series 108

3851 Series 112

3852 Series 112

3853 Series 109

3854 Series 110

38541 Series 109

3855 Series 113

3856 Series 111

3857 Series 113

595 Series 125

Marker Lamps 18

Maxilamp Series 126

Series Page 
No

10 Series 186

23 Series 194

24 Series 190

80 Series 52

82 Series 56

88 Series 55

100 Series 60

102 Series 62

125 Series 68

200 Series 82

235 Series 88

285 Series 96

380 Series 92

407 Series 107

Series Page 
No

385X Series 108

7515 Series 191

23285 Series 192

GH12 Series 193

Licence Plate 40

Marker Lamps 18

Reflectors 215

RL60 Series 196

RL120 Series 196

RL150 Series 197

RL330 Series 196
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MEDIUM TRUCK  
& TRAILER

BOATING MARINE PATCH  
HARNESS
Page 222

LARGE TRUCK  
& TRAILER

Series Page 
No

82 Series 56

100 Series 61

102 Series 62

125 Series 69

380 Series 93

385 Series 108

3851 Series 112

3852 Series 112

3853 Series 109

3854 Series 110

38541 Series 109

3855 Series 113

Series Page 
No

3856 Series 111

3857 Series 113

420 Series 101

460 Series 115

595 Series 123

Harness System 224

J2 Series 117

Licence Lamps 40

Marker Lamps 18

Maxilamp Series 126

Series Page 
No

10 Series 208

52 Series 205

91 Series 207

98 Series 58

99 Series 59

149 Series 75

207 Series 84

209 Series 85

210 Series 47

215 Series 86

216 Series 87

7312 Series 206

7512 Series 206

7610 Series 209

Series Page 
No

13040 Series 206

13118 Series 208

16606 Series 209

20109 Series 209

Harness System 220

LSL Series 204

Marker Lamps 18

Reflectors 214

Series Page 
No

80 Series 53

82 Series 56

110 Series 64

125 Series 69

130 Series 70

385 Series 108

3851 Series 112

3852 Series 112

3853 Series 109

3854 Series 110

38541 Series 109

3855 Series 113

Series Page 
No

3856 Series 111

3857 Series 113

407 Series 107

420 Series 101

460 Series 115

520 Series 118

530 Series 120

595 Series 123

Harness System 224

J3 Series 117

Marker Lamps 18

Maxilamp Series 126

LARGE  
HARNESS
Page 224
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Download a PDF at  
www.ledautolamps.com  
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•  Fast Moving Range

•  Highly Visible Layouts 

•  Expert Help & Advice

•  New Product Updates

•  Stock Refresh/Turnover 

•  Brand Signage & Displays

When building the perfect retail merchandiser display, our passion and attention to detail 
will provide a great return and help your customers with a rewarding retail experience. We 
also have a dedicated sales team ready to work with your store managers to ensure long-
term success. Our 20 years of retail display experience, quality products and competitive 
pricing will give you the edge.

ECCOSAFETYGROUP.COM.AU
Warning Lighting · Directional Lighting · Lightbars · Worklights · Reversing Safety

POWERHOUSE OF BRANDS
IN MERCHANDISERS

8
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•  Fast Moving Range

•  Highly Visible Layouts 

•  Expert Help & Advice

•  New Product Updates

•  Stock Refresh/Turnover 

•  Brand Signage & Displays

FAST MOVING PRODUCTS
MAXIMISING YOUR SALES

"Enhance Your Retail Store with an Industry 
Proven LED Lighting Product Range, that's 

Customisable to Your Requirements".

**Trailer**

**4x4/Adventure**

**Boating Marine**

**Truck**

9
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LUDB03 - 1200mm, Includes Metal Sign Holder
Part Number

LUDB04 - 1200mm, Includes Metal Sign Holder
Part Number

LUDB02 - 900mm, Includes Metal Sign Holder
Part Number

LUDB01 - 900mm, Includes Metal Sign Holder
Part Number

Cycles through 
all Functions

Perfect for 
Large Displays

An exciting feature for any store merchandiser 
display package is our large harness light up 
display board. By cycling through all lit functions, 
the display not only grabs the attention of the 
customer but also shows the products fitted 
and working. This striking display will reinforce 
the purchaser’s decision and assist in driving 
more sales for your business. Ask us how we can 
implement this engaging light up display board 
into your specific store merchandiser layout.

HARNESS DISPLAY
Part Number

Bonus Cable 
System Display

Highly Visual 
Display

ENGAGE CUSTOMERS  
WITH LIGHT-UP DISPLAYS

LIGHT-UP MERCHANDISER  
STORE SIGNAGE

10
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POSREDHOLD1200 - 1200mm Metal LED/Sign Holder
Part Number

POSCORFLUTESIGN1200 - 1200mm, Requires Metal Sign Holder
Part Number

POSREDHOLD900 - 900mm Metal LED/Sign Holder
Part Number

POSCORFLUTESIGN900 - 900mm, Requires Metal Sign Holder
Part Number

GLOBE-CD

Part Number

Compact 
Counter Display

Popular LED 
Globe Range

Adding our new auto globe desktop display will instantly 
grab the attention of the customer, becoming a talking 
point for your team to capture last minute sales and add 
value to a purchase. The blister packs include important 
product information so selecting the right globe will be 
a breeze. This display is made from highly visible red PVC 
plastic that is durable and designed to go the distance in 
a busy retail environment. All hooks and re order cards 
are also supplied making the task of restocking easy and 
ensuring continued long-term sales for years to come.

Restockable 
Reusable

Fast Moving 
Products

LED GLOBE DESKTOP  
DISPLAY STANDS

CORFLUTE MERCHANDISER  
STORE SIGNAGE

11
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Category Warranty

Reading/Courtesy Lamps 1 Year

Reading Lamps 1 Year

Headlight Kits 2 Years

TIR Driving Lights 2 Years

Interior/Exterior 3 Years 

Rechargeable Lamps 2 Years

Category Warranty

Signal Lighting 5 Years

Maxilamp Range 7 Years

LED Globe Products 10 Years

Bulletproof Range 10 Years

Gen II 100/150/275 Lamps Lifetime (20 Years)

Warranty Guide Warranty Guide

We strive to provide you with the best products and services. However, we understand that there may be instances 
when you need to cancel an order or seek a refund. Please read our Refund and Cancellation Policy carefully:

Warranty Policy

Quality Management Systems
As further testimony to our commitment to achieving excellence across all aspects of the business,  
and operations are certified to ISO9001:2015, the internationally recognised Quality Management Standard. 
Our main production facility is also certified to IATF16949:2016 standards. This is our guarantee to you of the 
conformity of production, exceptional service, technical expertise, and dedicated after sales care.

Australian Office
Certified to ISO9001:2015 
Internationally recognized Quality Management Standard covers the design  
and provision of all products, and encompasses all operations at the Australian Office.

1. Cancellation Policy:
1.1 Order Cancellation: If you wish to cancel your order, please contact our Customer Support team as soon as 
possible. Order cancellations can only be processed before the order is shipped. Once the order has been shipped, it 
cannot be cancelled, and you may need to follow our return process for a refund.
1.2 Custom or Made-to-Order Products: Custom or made-to-order products are exempt from cancellation after 
the order is confirmed, as they are specifically tailored to your requirements.
2. Refund Policy:
2.1 Product Defects or Damages: If you receive a defective or damaged product, please notify us within seven (7) 
days of receiving the order. We will initiate a replacement or issue a full refund, including shipping charges.
2.2 Change of Mind: If you change your mind about a product and wish to return it, you may do so within fourteen 
(14) days of receiving the order. The product must be in its original condition, unused, and in its original packaging. 
Please note that return shipping charges will be the responsibility of the customer, and we may deduct any original 
shipping charges from the refund amount. Change of Mind does not apply to Custom or Made-to-Order Products.
2.3 Wrong Product Delivered: In the rare event that you receive the wrong product, please contact us immediately. 
We will arrange for the correct product to be shipped to you, and any return shipping costs for the incorrect product 
will be covered by us.
2.4 Refund Processing: Refunds will be processed within ten (10) business days after we receive the returned 
product. The refund will be issued to the original payment method used for the purchase.
Refund and Cancellation Policy
3. Exemptions:
3.1 Clearance or Sale Items: Clearance or sale items are nonrefundable and non-cancellable.
3.2 Used or Altered Products: Products that have been used, altered, or damaged by the customer are not eligible 
for refunds.
4. Return Process:
4.1 To initiate a return, please contact our Customer Support team, providing your order details and reason for the 
return. We will guide you through the return process.
4.2 For return shipping, please securely pack the product in its original packaging to prevent damage during transit.
4.3 Once we receive the returned product and verify its condition, we will process the refund according to our Refund Policy.
5. Contact Us:
For any inquiries or to initiate a return, please contact our Customer Support team at esgapcustomerservice@esg.
global or 1800 815 000. Please note that ECCO Safety Group Asia Pacific reserves the right to modify or update this 
Refund and Cancellation Policy at any time without prior notice.

12
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Conformity of Production
Our commitment to research, development, and innovative product design has firmly placed LED Autolamps as one 
of the industry’s fastest-growing brands specialising in LED commercial vehicle lighting. Unsurpassed for quality and 
reliability, all LED Autolamps products come with extended industry-leading warranties. Directly involved at every 
stage of product development, we ensure there is no compromise on quality or service with the ability to adapt our 
designs to suit specific client needs.  

The quality and innovative features of our LED products are tested and trusted by Australian manufacturing 
companies that incorporate our LED brand into their product designs. Our clients put our auto lights through some 
of the harshest conditions before they are used to ensure that their customers are receiving the best product on the 
market that will not fail. We actively defend our products and designs against low-quality imitations to safeguard 
our integrity and that of the Australian automotive industry and proudly distribute our Australian designed products 
throughout the world.

• Product Development from the Ground Up
• Expert Knowledge of all Components and Optics
• Development of Glues and Sealing Process
• Photometric and Electrical Engineering
• PCB Quality Control During Production
• Automated PCB Circuit Placement
• Advanced Gluing Machines
• Automated Optical Inspection
• Approved Photometric Testing 
• Ultra Sonic and Vibration Welding
• Wiring Harness and Cabling

Plastics and Chemical Resistance

Chemicals That Damage Acrylic

Acetaldehyde Aq. Chromic Acid Aq.

Acetic Acid Aq. Citric Acid Aq.

Acetone Ethyl Acetate

Alcohols, Aliphatic Ethylene Glycol Aq.

Amyl Acetate Formic Acid Aq.

Anillne Hydrofluoric Acid Aq

Benzene Methyl Ethyl Ketone

Butyric Acid Aq. Sulphuric Acid Aq.

Butyric Acid Transformer Oil

Chlorosulphonic Acid Aq. Xylene

Chemicals That Damage Polycarbonate

Acetic Acid Aq. Heptane

Acetone Hydrofluoric Acid Aq

Ammonium Carbonate Aq. Lubricating Oils (Petroleum)

Ammonium Chloride Aq. Methyl Ethyl Ketone

Benzene Methyl Chloride

Calcium Hypochlorite Mineral Oils

Chloroform Oleic Acid

Chromic Acid Aq. Ozone

Ethyl Acetate Phosphoric Acid Aq.

Ethylene Glycol Aq. Toluene

Formaldehyde Aq. Turpentine

Citric Acid Zinc Chloride Aq.

Please be aware that certain chemicals have specific reactions to plastics. Below is a list of chemicals that cause 
damage to acrylic and polycarbonate plastics. Do not use any cleaning fluids that contain any of the below table of 
chemicals on any plastic product. This should also include any other products other than LED Autolamps products. 

Important Note: LED Autolamps will not be responsible for damage to any of its products that have come into 
contact with any chemicals listed in the tables below. Further information regarding chemical resistance, as well as 
damaging chemicals, is found on our website under the “Warranty” Tab.

13
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Box Trailer

Boat Trailer

Float or Stock Trailer

Caravan Trailer

ADR 13/00 Lighting Installation Guide
Based on international standards, the requirements for the performance and installation of lamps and 
reflectors have been documented in the third edition Australian Design Rules 13/00 Installation of lighting 
and light signaling devices on other than L-group vehicles. The performance requirements involve tests 
that are carried out in a laboratory to determine compliance. Trailer manufacturers must ensure that 
the lamps and reflectors fitted to their trailers comply with these performance requirements. 

ADR - Harmonisation refers to the automatic acceptance of the latest version of the United Nations 
Economic Commission for Europe (UNECE) regulations that have been adopted as alternative standards 
within the ADRs and have been applied by Australia under the UNECE 1958 agreement. Please refer to 
Department of Infrastructure, transport, cities, and regional Development: www.infrastructure.gov.au/
vehicles/design/adr_online.

We have listed the ADR or ECE approvals and or CRN numbers on all our lights applicable to these standards. 
The following diagrams are a simplified reference only; please refer to ADR 13/00 for detailed lighting 
installation; this is available at the Department of Infrastructure, Transport, Regional Development and 
Communications website at - www.infrastructure.gov.au/infrastructure-transport-vehicles/vehicles/
vehicle-design-regulation/australian-design-rules/third-edition.

14
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No ADR Description

49/00 Rear End Outline

48/00 Licence Plate Lamp

6/00 Cat2 Rear Indicator Lamps

49/00 Rear Position Lamps

49/00 Stop Lamps

47/00 Rear Reflex Reflector

1/00 Reverse Lamps

47/00 Side Reflex Reflector

74/00 (45/01) Side Marker Lamps

No ADR Description

6/00 Supplementary Side Direction 

49/00 Front End Outline

45/01 Cab Marker Lamps

6/00 Cat1 Front Direction Indicator

50/00 Front Fog (Optional)

46/00 Headlamps

49/00 Front Position Lamps

47/00 Front Reflex Reflectors

N/A Driving Lamps (Optional)

Rigid Truck, Semi Trailer

15
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ADR 13/00 Lighting Installation Guide

Bus or Recreational Vehicle

Single Trailer

16
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Ingress Protection (IP) Level Guide

Rating Solids Rating Liquids

X No data available 0 No Protection

0 No Protection 1 Protected from vertical 
falling water drops

1
Protection against solid 
objects of 50mm diameter 
and greater

2
Protects against vertically 
falling water drops when 
the enclosure is tilted up 
to 15 degrees

2
Protection against solid 
objects of 12.5mm 
diameter and greater

3
Protects against spraying 
water 60 degrees from 
vertical

3
Protection against 
solid objects of 2.5mm 
diameter and greater

4 Protects against splashing 
water from any direction

4
Protection against solid 
objects of 1mm diameter 
and greater

5 Protects against water 
jets from any angle

5
Dust protected ( No 
Ingress that will cause 
harm)

6
Protects against powerful 
water jets from any angle 
with (No ingress to cause 
harm)

6 Dust Ingress Protected 7
Ingress protection from 
temporary submersion up 
to 1 metre for 30 minutes

8
Ingress protection  from 1 
Metre submersion for longer  
periods up to manufacturers 
specifications

9k

Ingress protection  against 
close range high pressure 
and high Temperature (80˚C) 
spray.

LiquidsSolids

17
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Function Rear End Outline Marker  
and Reflector

Size 100mm x 38mm x 13mm
Voltage Multivolt 12-24V
Cable 40cm

Draw @13.8V @28V
0.01A 0.01A

Approvals Function Category CTA
ECE Rear End 49/00 060038
ECE Reflector 47/00 060038
ADR - Black Rear End 49/00 TBA
ADR - Black Reflector 47/00 TBA

Function Side Marker and Reflector
Size 100mm x 38mm x 13mm
Voltage Multivolt 12-24V
Cable 40cm

Draw @13.8V @28V
0.01A 0.01A

Approvals Function Category CTA
ECE Side Marker 74/00 060138
ECE Reflector 47/00 060138
ADR - Black Rear End 49/00 TBA
ADR - Black Reflector 47/00 TBA

Function Front End Outline Marker  
and Reflector

Size 100mm x 38mm x 13mm
Voltage Multivolt 12-24V
Cable 40cm

Draw @13.8V @28V
0.01A 0.01A

Approvals Function Category CTA
ECE Front End 49/00 060043
ECE Reflector 47/00 060043
ADR - Black Rear End 49/00 TBA
ADR - Black Reflector 47/00 TBA

EU38RMHD - White Base, Blister
EU38RMHDB - White Base, Bulk
EU38BRMHDB - Black Base/PCB, Bulk

Part Numbers

Black Base

White Base

Black Base

White Base

EU38AMHD - White Base, Blister
EU38AMHDB - White Base, Bulk
EU38BAMHDB - Black Base/PCB, Bulk

Part Numbers

Black Base

White Base

EU38WMHD - White Base, Blister
EU38WMHDB - White Base, Bulk
EU38BWMHDB - Black Base/PCB, Bulk

Part Numbers

100mm

38mm

13mm

EU38 SERIES 
Easy Fit Marker/Reflector

3M Tape Mount
Drill a 10mm hole for the cable. Pull the sheathed cable through 
the hole. Remove the protective film from the 3M tape. Line up the 
lamp and press firmly. The lamp is held securely with the high quality 
3M tape. Please refer to ADR 13/00 for mounting instructions.

100mm

38mm

13mm
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Function Front End Outline Marker
Size 58mm x 16mm x 13mm
Voltage 12 Volt or 24 Volt
Cable 20cm

Draw @13.8V @28V
0.05A 0.03A

Approvals Function Category CTA
ECE Front End 49/00 060172

Function Side Marker
Size 58mm x 16mm x 13mm
Voltage 12 Volt or 24 Volt
Cable 20cm

Draw @13.8V @28V
0.04A 0.03A

Approvals Function Category CTA
ECE Side Marker 74/00 060174

Function Rear End Outline Marker
Size 58mm x 16mm x 13mm
Voltage 12 Volt or 24 Volt
Cable 20cm

Draw @13.8V @28V
0.04A 0.03A

Approvals Function Category CTA
ECE Rear End 49/00 06017316R12-2 - 12V, Twin Blister

16R24-2 - 24V, Twin Blister

Part Numbers

16A12-2 - 12V, Twin Blister
16A24-2 - 24V, Twin Blister

Part Numbers

16W12-2 - 12V, Twin Blister
16W24-2 - 24V, Twin Blister

Part Numbers

16mm

58mm48mm

13mm16mm

58mm48mm

13mm

16 SERIES 
Super Slim and Compact Design

Surface Screw Mount
Mount marker lamp horizontally or vertically onto a flat surface 
with screws provided. Please refer to ADR 13/00 for mounting 
instructions.

Inactive

Inactive

Inactive
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Function Rear End Outline Marker
Size 58mm x 35mm x 21mm
Voltage Multivolt 12-24V
Cable 40cm

Draw @13.8V @28V
0.12A 0.07A

Approvals Function Category CTA
ADR Rear End 49/00 06007735RM - Blister

35RMB - Bulk

Part Numbers

Function Side Direction Indicator
Size 58mm x 35mm x 21mm
Voltage Multivolt 12-24V
Cable 40cm

Draw @13.8V @28V
0.10A 0.07A

Approvals Function Category CTA
ADR Side Direction 6/00/Cat5 06007835AM - Blister

35AMB - Bulk

Part Numbers

Function Front End Outline Marker
Size 58mm x 35mm x 21mm
Voltage Multivolt 12-24V
Cable 40cm or 2m

Draw @13.8V @28V
0.05A 0.04A

Approvals Function Category CTA
ADR Front End 49/00 06007635WM - Blister

35WMB - Bulk
35WM2 - Bulk, 2m Cable

Part Numbers

Function Side Marker
Size 58mm x 35mm x 21mm
Voltage Multivolt 12-24V
Cable 40cm

Draw @13.8V @28V
0.10A 0.07A

Approvals Function Category CTA
ADR Side Marker 45/01 03409935ARM - Blister

 35ARMB - Bulk

Part Numbers

58mm

35mm

28.50mm

21mm

58mm

35mm

28.50mm

21mm

58mm

35mm

28.50mm

21mm

35 SERIES - Black 
18 Years in Production

Bracket Mount - Clip in Lamp
Surface mount bracket, run wires through back and 
clip lens into place. Please refer to ADR 13/00 for 
mounting instructions.

Inactive

Inactive

Inactive

Inactive
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Function Rear End Outline Marker
Size 58mm x 35mm x 21mm
Voltage Multivolt 12-24V
Cable 40cm

Draw @13.8V @28V
0.12A 0.07A

Approvals Function Category CTA
ADR Rear End 49/00 060077

Function Side Direction Indicator
Size 58mm x 35mm x 21mm
Voltage Multivolt 12-24V
Cable 40cm

Draw @13.8V @28V
0.10A 0.07A

Approvals Function Category CTA
ADR Side Direction 6/00/Cat5 060078

Function Front End Outline Marker
Size 58mm x 35mm x 21mm
Voltage Multivolt 12-24V
Cable 40cm

Draw @13.8V @28V
0.05A 0.04A

Approvals Function Category CTA
ADR Front End 49/00 060076

Function Side Marker
Size 58mm x 35mm x 21mm
Voltage Multivolt 12-24V
Cable 40cm

Draw @13.8V @28V
0.10A 0.07A

Approvals Function Category CTA
ADR Side Marker 45/01 034099

58mm

35mm

28.50mm

21mm

58mm

35mm

28.50mm

21mm

58mm

35mm

28.50mm

21mm

35CWM - Clear Lens, Blister 
35CCWM - Clear Lens, Chrome PCB, Blister

Part Numbers

35CARM - Clear Lens, Blister
35CCARM - Clear Lens, Chrome PCB, Blister

Part Numbers

35CCRM - Clear Lens, Chrome PCB, Blister

Part Numbers

Clear Lens

35CAM - Amber Lens, Blister
35CCAM - Clear Lens, Chrome PCB, Blister

Part Numbers

Clear Lens

Coloured Lens

35 SERIES - Chrome 
18 Years in Production

Bracket Mount - Clip in Lamp
Surface mount bracket, run wires through back and 
clip lens into place. Please refer to ADR 13/00 for 
mounting instructions.

Inactive

Inactive

Inactive

Inactive

Inactive
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Function Side Marker
Size 70mm x 35mm x 20mm
Voltage Multivolt 12-24V
Cable 40cm, 40cm with Plug

Draw @13.8V @28V
0.04A 0.04A

Approvals Function Category CTA
ADR Side Marker 45/01 047219

37ARM - Blister
37ARMCSB - 40cm with Plug, Bulk
37CARMB - Chrome, 40cm with Plug, Bulk

Part Numbers

Function Rear End Outline Marker
Size 70mm x 35mm x 20mm
Voltage Multivolt 12-24V
Cable 40cm, 40cm with Plug

Draw @13.8V @28V
0.04A 0.04A

Approvals Function Category CTA
ECE Rear End 49/00 060040

37RM - Blister
37RMCSB - 40cm with Plug, Bulk

Part Numbers

Function Side Marker/Side Direction
Size 70mm x 35mm x 20mm
Voltage Multivolt 12-24V
Cable 40cm, 40cm with Plug

Draw @13.8V @28V
0.04A 0.04A

Approvals Function Category CTA
ECE Side Marker 74/00 060041
ECE Side Direction 6/00/5 060041

37AM - Blister
37AMCSB - 40cm with Plug, Bulk

Part Numbers

Function Front End Outline Marker
Size 70mm x 35mm x 20mm
Voltage Multivolt 12-24V
Cable 40cm, 40cm with Plug

Draw @13.8V @28V
0.04A 0.04A

Approvals Function Category CTA
ECE Front End 49/00 060039

37WM - Blister
37WMCSB - 40cm with Plug, Bulk

Part Numbers

37 SERIES 
Easy to Fit 3M Tape

3M Tape/Serrated Plug - Clip on Bezel
Drill a 10mm hole for the serrated plug. Pull the sheathed cable through the hole. 
Remove the protective film from the 3M tape. Push the serrated plug into the hole. 
Line up the lamp and press firmly. The lamp is held securely with the plug serrations 
and high quality 3M tape. Please refer to ADR 13/00 for mounting instructions.

70mm

35mm
20mm

10mm

Chrome 
Bezel

Inactive

Inactive

Inactive

Inactive
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Function Side Marker & Side Direction Indicator 
with Inbuilt Reflex Reflector

Size 135mm x 38mm x 22mm
Voltage Multivolt 12-24V
Cable 16cm

Draw @13.8V @28V
0.05A 0.06A

Approvals Function Category CTA
ADR Side Marker 74/00 060214
ADR Side Direction 6/00/5 060214
ADR Reflector 47/00 060131

Function Side Marker with Inbuilt Reflex Reflector
Size 135mm x 38mm x 22mm
Voltage Multivolt 12-24V
Cable 16cm

Draw @13.8V @28V
0.05A 0.06A

Approvals Function Category CTA
ADR Side Marker 45/01 060230
ADR Reflector 47/00 060131

38ARM - Blister
38ARMB - Bulk

Part Numbers

135mm

51mm

38mm

22mm

22mm

135mm

51mm

38mm

22mm

22mm

135mm

51mm

38mm

22mm

22mm

Part Number
38AM - Blister

38 SERIES 
Inbuilt Reflex Reflector

Screw Surface Mount - Clip on Bezel
Remove bezel and surface mount lamp horizontally 
onto flat surface with screws provided, run wires 
through back and clip bezel into place. Please refer 
to ADR 13/00 for mounting instructions.

Inactive

Inactive
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74mm

38mm 35mm

50.8mm

28.5mm74mm

38mm 35mm

50.8mm

28.5mm74mm

38mm 35mm

50.8mm

28.5mm

Function Rear End Outline Marker
Size 74mm x 38mm x 35mm
Voltage Multivolt 12-24V
Cable 16cm or 20cm with Plug

Draw @13.8V @28V
0.05A 0.06A

Approvals Function Category CTA
ADR Rear End 49/00 042839

42RM - Blister
42RMB - Bulk Box of 10
42RMCSB - Bulk 20cm with Plug

Part Numbers

Function Side Direction Indicator
Size 74mm x 38mm x 35mm
Voltage Multivolt 12-24V
Cable 16cm or 20cm with Plug

Draw @13.8V @28V
0.05A 0.06A

Approvals Function Category CTA
ADR Side Direction 6/00/5 042836

42AM - Blister
42AMB - Bulk Box of 10
42AMCSB - Bulk 20cm with Plug

Part Numbers

Function Front End Outline Marker
Size 74mm x 38mm x 35mm
Voltage Multivolt 12-24V
Cable 16cm or 20cm with Plug

Draw @13.8V @28V
0.03A 0.03A

Approvals Function Category CTA
ADR Front End 49/00 04284042WM - Blister

42WMB - Bulk Box of 10
42WMCSB - Bulk 20cm with Plug

Part Numbers

Function Side Marker
Size 74mm x 38mm x 35mm
Voltage Multivolt 12-24V
Cable 16cm or 20cm with Plug

Draw @13.8V @28V
0.05A 0.06A

Approvals Function Category CTA
ADR Side Marker 45/01 042837

42ARM - Blister
42ARMB - Bulk Box of 10
42ARMCSB - Bulk 20cm with Plug

Part Numbers

Bracket Mount - Clip in Lamp
Mount bracket horizontally onto flat surface, run wires through 
back and clip lens into place. Please refer to ADR 13/00 for 
mounting instructions. Accessory: P/N. 42BB - Black Bracket, 
P/N. 42BC - Chrome Bracket, P/N. 42BW - White Bracket

42 SERIES - Black 
Classic Truck Style

Inactive

Inactive

Inactive

Inactive
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74mm

38mm 35mm

50.8mm

28.5mm74mm

38mm 35mm

50.8mm

28.5mm74mm

38mm 35mm

50.8mm

28.5mmBracket Mount - Clip in Lamp
Mount bracket horizontally onto flat surface, run wires through 
back and clip lens into place. Please refer to ADR 13/00 for 
mounting instructions. Accessory: P/N. 42BB - Black Bracket, 
P/N. 42BC - Chrome Bracket, P/N. 42BW - White Bracket

42 SERIES - Chrome/White 
Classic Truck Style

Function Rear End Outline Marker
Size 74mm x 38mm x 35mm
Voltage Multivolt 12-24V
Cable 16cm

Draw @13.8V @28V
0.05A 0.06A

Approvals Function Category CTA
ADR Rear End 49/00 042839

Function Side Direction Indicator
Size 74mm x 38mm x 35mm
Voltage Multivolt 12-24V
Cable 16cm

Draw @13.8V @28V
0.05A 0.06A

Approvals Function Category CTA
ADR Side Direction 6/00/5 042836

Function Front End Outline Marker
Size 74mm x 38mm x 35mm
Voltage Multivolt 12-24V
Cable 16cm

Draw @13.8V @28V
0.03A 0.03A

Approvals Function Category CTA
ADR Front End 49/00 042840

Function Side Marker
Size 74mm x 38mm x 35mm
Voltage Multivolt 12-24V
Cable 16cm

Draw @13.8V @28V
0.05A 0.06A

Approvals Function Category CTA
ADR Side Marker 45/01 042837

Part Numbers

42WWMB - White Bezel, Bulk Box of 10

Part Numbers

42CARMB - Bulk Box of 10
42WARMB - White Bezel, Bulk Box of 10

Part Numbers

Part Numbers

White 
Bezel

White 
Bezel

White 
Bezel

Inactive

Inactive

Inactive

Inactive

42CRMB - Bulk Box of 10 (Order 42RMB and 10x 42BC)

42CAMB - Bulk Box of 10 (Order 42AMB and 10x 42BC)

42CWMB - Bulk Box of 10 (Order 42WMB and 10x 42BC)

42WRMB - White Bezel, Bulk Box of 10,  
(Order 42RMB and 10x 42BC)
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Function Rear End Outline Marker
Size 58mm x 35mm x 21mm
Voltage Multivolt 12-24V
Cable 40cm or 300cm or

20cm with plugs

Draw @13.8V @28V
0.12A 0.04A

Approvals Function Category CTA
ADR Rear End 49/00 060029

58RM - 40cm Cable, Blister
58RMB - 40cm Cable, Bulk Box of 10
58RMCSB - 20cm with Plug, Bulk
58RM3 - 300cm Cable, Bulk

Part Numbers

Function Side Direction Indicator/Side Marker*
Size 58mm x 35mm x 21mm
Voltage Multivolt 12-24V
Cable 40cm or 300cm or

20cm with plugs

Draw @13.8V @28V
0.10A 0.04A

Approvals Function Category CTA
ADR Side Direction 6/00/5 060030
ADR (@12V) Side Marker* 74/00 061233

58AM - 40cm Cable, Blister
58AMB - 40cm Cable, Bulk Box of 10
58AMCSB - 20cm with Plug, Bulk
58AM3 - 300cm Cable, Bulk

Part Numbers

Function Front End Outline Marker
Size 58mm x 35mm x 21mm
Voltage Multivolt 12-24V
Cable 40cm or 300cm or

20cm with plugs

Draw @13.8V @28V
0.05A 0.03A

Approvals Function Category CTA
ADR Front End 49/00 060028

58WM - 40cm Cable, Blister
58WMB - 40cm Cable, Bulk Box of 10
58WMCSB - 20cm with Plug, Bulk
58WM3 - 300cm Cable, Bulk

Part Numbers

Function Side Marker
Size 58mm x 35mm x 21mm
Voltage Multivolt 12-24V
Cable 40cm or 300cm or

20cm with plugs

Draw @13.8V @28V
0.10A 0.04A

Approvals Function Category CTA
ADR Side Marker 45/01 036841

58ARM - 40cm Cable, Blister
58ARMB - 40cm Cable, Bulk Box of 10
58ARMCSB - 20cm with Plug, Bulk
58ARM3 - 300cm Cable, Bulk

Part Numbers

58mm

35mm

28.50mm

21mm

58mm

35mm

28.50mm

21mm

58mm

35mm

28.50mm

21mm

Bracket Mount - Clip in Lamp
Surface mount bracket, run wires through back and 
clip lens into place. Please refer to ADR 13/00 for 
mounting instructions.

58 SERIES - Black 
18 Years in Production, Price Competitive

Inactive

Inactive

Inactive

Inactive
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58CRMB - Bulk Box of 10
Part Numbers

58CAM - 40cm Cable,  Blister
58CAMB - 40cm Cable, Bulk Box of 10
58CAM3 - 3m Cable, Bulk

Part Numbers

58CWMB - 40cm Cable, Bulk Box of 10
58CWM3 - 3m Cable, Bulk

Part Numbers

58CARM - 40cm Cable, Blister
58CARMB - 40cm Cable, Bulk Box of 10
58CARM3 - 3m Cable, Bulk

Part Numbers

Function Rear End Outline Marker
Size 58mm x 35mm x 21mm
Voltage Multivolt 12-24V
Cable 40cm

Draw @13.8V @28V
0.12A 0.04A

Approvals Function Category CTA
ADR Rear End 49/00 060029

Function Side Direction Indicator
Size 58mm x 35mm x 21mm
Voltage Multivolt 12-24V
Cable 40cm or 300cm

Draw @13.8V @28V
0.10A 0.04A

Approvals Function Category CTA
ADR Side Direction 6/00/5 060030
ADR (@12V) Side Marker 74/00 061233

Function Front End Outline Marker
Size 58mm x 35mm x 21mm
Voltage Multivolt 12-24V
Cable 40cm or 300cm

Draw @13.8V @28V
0.05A 0.03A

Approvals Function Category CTA
ADR Front End 49/00 060028

Function Side Marker
Size 58mm x 35mm x 21mm
Voltage Multivolt 12-24V
Cable 40cm or 300cm

Draw @13.8V @28V
0.10A 0.04A

Approvals Function Category CTA
ADR Side Marker 45/01 036841

58mm

35mm

28.50mm

21mm

58mm

35mm

28.50mm

21mm

58mm

35mm

28.50mm

21mm

Bracket Mount - Clip in Lamp
Surface mount bracket, run wires through back and 
clip lens into place. Please refer to ADR 13/00 for 
mounting instructions.

58 SERIES - Chrome 
18 Years in Production, Price Competitive

Inactive

Inactive

Inactive

Inactive
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Function Rear End Outline Marker  
with Inbuilt Reflector

Size 100mm x 44mm x 12mm
Voltage Multivolt 12-24V
Cable 50cm, 4m

Draw @13.8V @28V
0.12A 0.04A

Approvals Function Category CTA
ECE Rear End 49/00 060083
ECE Reflector 47/00 060083

44RMEB - Bulk
44RMEB4M - 4m Cable, Bulk

Part Numbers

Function Side Marker with Inbuilt Reflector
Size 100mm x 44mm x 12mm
Voltage Multivolt 12-24V
Cable 50cm

Draw @13.8V @28V
0.12A 0.04A

Approvals Function Category CTA
ECE Side Marker 74/00 060081
ECE Reflector 47/00 060081

44AME - Blister
44AMEB - Bulk

Part Numbers

Function Front End Outline Marker  
with Inbuilt Reflector

Size 100mm x 44mm x 12mm
Voltage Multivolt 12-24V
Cable 50cm

Draw @13.8V @28V
0.02A 0.03A

Approvals Function Category CTA
ECE Front End 49/00 060082
ECE Reflector 47/00 060082

44WMEB - Bulk
44WMECSB - with Plug, Bulk
44WMEB4M - 4m Cable, Bulk

Part Numbers

Function Side Marker with Inbuilt Reflector
Size 100mm x 44mm x 12mm
Voltage Multivolt 12-24V
Cable 50cm

Draw @13.8V @28V
0.12A 0.04A

Approvals Function Category CTA
ADR Left Side 45/01-47/00 046886
ADR Right Side 45/01-47/00 060181

100mm

44mm

84mm
12mm

100mm

44mm

84mm
12mm

100mm

44mm

84mm
12mm

44ARMLB - Left, Bulk
44ARMRB - Right, Bulk
44ARMLCSB - Left, with Plug, Bulk
44ARMRCSB - Right, with Plug, Bulk

Part Numbers

44 SERIES 
Inbuilt Reflex Reflector

Surface Screw Mount
Surface mount onto flat surface horizontally with screws, 
run wire through hole in fixing surface. Please refer to ADR 
13/00 for mounting instructions.

Inactive

Inactive

Inactive

Inactive
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64mm

120mm

22mm

76.5mm

64mm

120mm

22mm

76.5mm

64mm

120mm

22mm

76.5mm

Function Rear End Outline Marker 
Size 120mm x 64mm x 22mm
Voltage Multivolt 12-24V
Cable 30cm

Draw @13.8V @28V
0.03A 0.03A

Approvals Function Category CTA
ECE Rear End 49/00 060080

69RM - Blister

Part Number

Function Side Marker
Size 120mm x 64wmm x 22mm
Voltage Multivolt 12-24V
Cable 30cm

Draw @13.8V @28V
0.05A 0.06A

Approvals Function Category CTA
ECE Side Marker 74/00 060085

69AM - Blister

Part Number

Function Front End Outline Marker 
Size 120mm x 64mm x 22mm
Voltage Multivolt 12-24V
Cable 30cm

Draw @13.8V @28V
0.05A 0.05A

Approvals Function Category CTA
ECE Front End 49/00 060084

69WM - Blister

Part Number

Function Side Marker
Size 120mm x 64mm x 22mm
Voltage Multivolt 12-24V
Cable 30cm

Draw @13.8V @28V
0.05A 0.06A

Approvals Function Category CTA
ADR Side Marker 45/01 060022

69ARM - Blister

Part Number

69 SERIES 
Slimline Design - Globe Type Replacement

Surface Mount - Screw Fit
Surface mount onto flat surface horizontally with screws, 
run wire through hole in fixing surface. Please refer to ADR 
13/00 for mounting instructions. 

Inactive

Inactive

Inactive

Inactive
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Function Rear End Outline Marker
Size 86mm x 31mm x 10mm
Voltage Multivolt 12-24V
Cable 15cm

Draw @13.8V @28V
0.05A 0.06A

Approvals Function Category CTA
ADR Rear End 49/00 046821

86BRM - Clear Lens, Blister
86BRMB - Clear Lens, Bulk

Part Numbers

Function Side Marker
Size 86mm x 31mm x 10mm
Voltage Multivolt 12-24V
Cable 15cm

Draw @13.8V @28V
0.05A 0.06A

Approvals Function Category CTA
ADR Side Marker 74/00 061261

86BAM - Clear Lens, Blister
86BAMB - Clear Lens, Bulk

Part Numbers

Function Front End Outline Marker
Size 86mm x 31mm x 10mm
Voltage Multivolt 12-24V
Cable 15cm

Draw @13.8V @28V
0.01A 0.01A

Approvals Function Category CTA
ADR Front End 49/00 04689786BWM - Blister

86BWMB - Bulk

Part Numbers

Function Side Marker
Size 86mm x 31mm x 16mm
Voltage Multivolt 12-24V
Cable 15cm

Draw @13.8V @28V
0.05A 0.06A

Approvals Function Category CTA
ADR Side Marker 45/01 048024

86BARM - Blister
86BARMB - Bulk

Part Numbers

86mm

31mm

16mm

86mm

31mm

16mm

86mm

31mm

10mm

86 SERIES - Black 
Black Steel Bezel

Surface Mount Lamp - Clip on Bezel
Surface mount horizontally. Remove stainless steel 
bezel and fit with screw, then clip bezel back into place. 
Please refer to ADR 13/00 for mounting instructions.
Accessory: P/N. 86BB - Black Bezel

Inactive

Inactive

Inactive

Inactive
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Function Rear End Outline Marker
Size 86mm x 31mm x 10mm
Voltage Multivolt 12-24V
Cable 15cm

Draw @13.8V @28V
0.05A 0.06A

Approvals Function Category CTA
ADR Rear End 49/00 046821

Function Side Marker
Size 86mm x 31mm x 10mm
Voltage Multivolt 12-24V
Cable 15cm

Draw @13.8V @28V
0.05A 0.06A

Approvals Function Category CTA
ADR Side Marker 74/00 061261

Function Front End Outline Marker
Size 86mm x 31mm x 10mm
Voltage Multivolt 12-24V
Cable 15cm

Draw @13.8V @28V
0.01A 0.01A

Approvals Function Category CTA
ADR Front End 49/00 046897

Function Side Marker
Size 86mm x 31mm x 16mm
Voltage Multivolt 12-24V
Cable 15cm

Draw @13.8V @28V
0.05A 0.06A

Approvals Function Category CTA
ADR Side Marker 45/01 048024

86mm

31mm

16mm

86mm

31mm

16mm

86mm

31mm

10mm

86RM - Clear Lens, Blister
86RMB - Clear Lens, Bulk
86RRM - Red Lens, Blister
86RRMB - Red Lens, Bulk

Part Numbers

86AM - Clear Lens, Blister
86AMB - Clear Lens, Bulk
86AAM - Amber Lens, Blister
86AAMB - Amber Lens, Bulk

Part Numbers

86WM - Blister
86WMB - Bulk

Part Numbers

86ARM - Blister
86ARMB - Bulk

Part Numbers

86 SERIES - Chrome 
Brushed Steel Bezel

Surface Mount Lamp - Clip on Bezel
Surface mount horizontally. Remove stainless steel 
bezel and fit with screw, then clip bezel back into place. 
Please refer to ADR 13/00 for mounting instructions.
Accessory: P/N. 86CB - Steel Bezel

Inactive

Inactive

Inactive

Inactive

Inactive

Inactive
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97AIM - Blister
97AIMB - Bulk
97AIMCSB - Bulk, with Plug

97RIM - Blister
97RIMB - Bulk
97RIMCSB - Bulk, with Plug

99mmClip in Bezel

Clip in Lamp

Mounting Holes

Screw Mount Base

47mm

28mm

Clip in Bezel

Clip in Lamp

Mounting Holes

Screw Mount Base 28mm

28.5mm

99mmClip in Bezel

Clip in Lamp

Mounting Holes

Screw Mount Base

47mm

28mm

Function
Side Marker &  
Side Direction Indicator

Size 99mm x 47mm x 28mm
Voltage Multivolt 12-24V
Cable 40cm, 40cm with Plug

Draw @13.8V @28V
Marker 0.09A 0.01A
Indicator 0.02A 0.02A

Approvals Function Category CTA
ADR Side Marker 74/00 060023
ADR Side Direction 6/00 Cat5/6 060023

Function
Rear End Outline Marker &
Supplemental Rear Indicator

Size 99mm x 47mm x 28mm
Voltage Multivolt 12-24V
Cable 40cm, 40cm with Plug

Draw @13.8V @28V
Marker 0.06A 0.03A
Indicator 0.06A 0.03A

Approvals Function Category CTA
ADR Rear End 49/00 060119

Marker 
Function

Indicator
Function

Function
Side Marker &  
Side Direction Indicator

Size 99mm x 47mm x 28mm
Voltage Multivolt 12-24V
Cable 40cm, 40cm with Plug

Draw @13.8V @28V
Marker 0.09A 0.01A
Indicator 0.02A 0.02A

Approvals Function Category CTA
ADR Side Marker 74/00 060121
ADR Side Direction 6/00 Cat5/6 060121

Marker 
Function

Indicator
Function

Function
Front End Outline Marker & Supplemental 
Front Indicator

Size 99mm x 47mm x 28mm
Voltage Multivolt 12-24V
Cable 40cm, 40cm with Plug

Draw @13.8V @28V
Marker 0.06A 0.06A
Indicator 0.06A 0.06A

Approvals Function Category CTA
ADR Front End 49/00 060118

Marker 
Function

Indicator
Function

97WIMB - Bulk
97WIMCSB - Bulk, with Plug

Part Numbers

Part Numbers

Marker 
Function

Indicator
Function

97 SERIES - Black 
Marker/Indicator Combination

Base Mount - Clip in Lamp
Drill a 10mm hole for the wire and plug, then surface mount 
base using screws provided. Clip lamp in place. Please refer to 
ADR 13/00 for mounting instructions. Accessory: P/N. 97BB - 
Black Bezel, P/N. 97BKT - Black Rail Bracket (Reflector)

97ARIM - Blister
97ARIMB - Bulk
97ARIMCSB - Bulk, with Plug

Part Numbers

Part Numbers
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Base Mount - Clip in Lamp
Drill a 10mm hole for the wire and plug, then surface mount 
base using screws provided. Clip lamp in place. Please refer to 
ADR 13/00 for mounting instructions. Accessory: P/N. 97BB - 
Black Bezel, P/N. 97BKT - Black Rail Bracket (Reflector)

99mmClip in Bezel

Clip in Lamp

Mounting Holes

Screw Mount Base

47mm

28mm

Clip in Bezel

Clip in Lamp

Mounting Holes

Screw Mount Base 28mm

28.5mm

99mmClip in Bezel

Clip in Lamp

Mounting Holes

Screw Mount Base

47mm

28mm

Function
Side Marker &  
Side Direction Indicator

Size 99mm x 47mm x 28mm
Voltage Multivolt 12-24V
Cable 40cm, 40cm with Plug

Draw @13.8V @28V
Marker 0.09A 0.01A
Indicator 0.02A 0.02A

Approvals Function Category CTA
ADR Side Marker 74/00 060023
ADR Side Direction 6/00 Cat5/6 060023

Function
Rear End Outline Marker &
Supplemental Rear Indicator

Size 99mm x 47mm x 28mm
Voltage Multivolt 12-24V
Cable 40cm, 40cm with Plug

Draw @13.8V @28V
Marker 0.06A 0.03A
Indicator 0.05A 0.03A

Approvals Function Category CTA
ADR Rear End 49/00 060119

Function
Side Marker &  
Side Direction Indicator

Size 99mm x 47mm x 28mm
Voltage Multivolt 12-24V
Cable 40cm, 40cm with Plug

Draw @13.8V @28V
Marker 0.09A 0.01A
Indicator 0.02A 0.02A

Approvals Function Category CTA
ADR Side Marker 74/00 060121
ADR Side Direction 6/00 Cat5/6 060121

Function
Front End Outline Marker & Supplemental 
Front Indicator

Size 99mm x 47mm x 28mm
Voltage Multivolt 12-24V
Cable 40cm, 40cm with Plug

Draw @13.8V @28V
Marker 0.06A 0.06A
Indicator 0.06A 0.06A

Approvals Function Category CTA
ADR Front End 49/00 060118

Marker 
Function

Indicator
Function

97CRIM - Blister
97CRIMB - Bulk
97CRIMCSB - Bulk, with Plug

Part Numbers

Marker 
Function

Indicator
Function

97CAIM - Blister
97CAIMB - Bulk
97CAIMCSB - Bulk, with Plug

Part Numbers

Marker 
Function

Indicator
Function

97CWIM - Blister
97CWIMB - Bulk
97CWIMCSB - Bulk, with Plug

Part Numbers

Indicator 
Function

Marker 
Function

97CARIM - Blister
97CARIMB - Bulk
97CARIMCSB - Bulk, with Plug

Part Numbers

97 SERIES - Chrome 
Marker/Indicator Combination
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Function Rear End Outline Marker 
Size 28mm Round x 5mm
Voltage Multivolt 12-24V
Cable 20cm

Draw @13.8V @28V
0.03A 0.03A

Approvals Function Category CTA
ECE Rear End 49/00 060272

Function Side Marker
Size 28mm Round x 5mm
Voltage Multivolt 12-24V
Cable 20cm

Draw @13.8V @28V
0.03A 0.03A

Approvals Function Category CTA
ECE Side Marker 45/01 060271

Function Front End Outline Marker
Size 28mm Round x 5mm
Voltage Multivolt 12-24V
Cable 20cm

Draw @13.8V @28V
0.03A 0.03A

Approvals Function Category CTA
ECE Front End 49/00 060286

181RME - Blister
181RMCSB - 20cm with Plug, Bulk

Part Number

181AME - Blister
181AMCSB - 20cm with Plug, Bulk

Part Number

181WME - Blister
181WMCSB - 20cm with Plug, Bulk

Part Number

5mm72mm

Multivolt Module

28mm

181 SERIES 
Recessed Mini Markers

Recessed Mount
Mount onto flat surface. Drill 20mm hole for cut-out and push 
lamp with rubber housing into the cut-out hole. Please refer to 
ADR 13/00 for mounting instructions.
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Function Side Marker
Size 79mm x 22mm x 3mm
Voltage Multivolt 12-24V
Cable 20cm

Draw @13.8V @28V
0.03A 0.03A

Approvals Function Category CTA
ECE Side Marker 74/00 060101

Function Front End Outline Marker 
Size 79mm x 22mm x 3mm
Voltage Multivolt 12-24V
Cable 20cm

Draw @13.8V @28V
0.03A 0.03A

Approvals Function Category CTA
ECE Front End 49/00 060117

Function Rear End Outline Marker 
Size 79mm x 22mm x 3mm
Voltage Multivolt 12-24V
Cable 20cm

Draw @13.8V @28V
0.03A 0.03A

Approvals Function Category CTA
ECE Rear End 49/00 060100

7922AM2 - Twin Blister
Part Numbers

7922WM2 - Twin Blister
7922WMDTB - Bulk, 2 Pin DT Plug

Part Numbers

79mm

22mm

17mm

3mm

58mm 45mm

79mm

22mm

17mm

3mm

58mm 45mm

79mm

22mm

17mm

3mm

58mm 45mm

7922RM2 - Twin Blister
Part Numbers

7922 SERIES 
Slimline, Low Profile Recessed Design

Recessed Mount
Recessed mount with screws supplied.  
Cut out size 45mm x 17mm. Please refer to ADR 
13/00 for mounting instructions.

Inactive

Inactive

Inactive



36

 M
a
rk

e
r/

S
id

e
 S

ig
n
a
l 
L
a
m

p
s 

Function Rear End Outline Marker
Size 50mm x 25mm x 21mm
Voltage Multivolt 12-24V
Cable 20cm

Draw @13.8V @28V
0.03A 0.03A

Approvals Function Category CTA
ADR Rear End 49/00 047202

5025RM2 - Twin Blister
5025RMCSB - 20cm with Plug, Bulk

Part Numbers

Function Side Marker, Side Direction Indicator 
Front End Outline

Size 50mm x 25mm x 21mm
Voltage Multivolt 12-24V
Cable 20cm

Draw @13.8V @28V
0.03A 0.03A

Approvals Function Category CTA
ADR Side Marker 49/00 060133
ADR Side Direction 6/00/5 060133
ADR Front End 49/00 060133

5025AM2 - Twin Blister
5025AMB - Bulk
5025AMCSB - 20cm with Plug, Bulk

Part Numbers

Function Front End Outline Marker
Size 50mm x 25mm x 21mm
Voltage Multivolt 12-24V
Cable 20cm

Draw @13.8V @28V
0.03A 0.03A

Approvals Function Category CTA
ADR Front End 49/00 047203

5025WM2 - Twin Blister
5025WMB - Bulk
5025WMCSB - 20cm with Plug, Bulk

Part Numbers

Function Side Marker
Size 50mm x 25mm x 21mm
Voltage Multivolt 12-24V
Cable 20cm

Draw @13.8V @28V
0.03A 0.03A

Approvals Function Category CTA
ADR Side Marker 45/01 047212

5025ARM2 - Twin Blister
5025ARMB - Bulk

Part Numbers

50mm

25mm21mm

10mm

5025 SERIES 
Super Compact and Easy to Fit 3M Tape

3M Tape/Serrated Plug
Drill a 10mm hole for the serrated plug. Pull the sheathed cable 
through the hole. Remove the protective film from the 3M tape. Push 
the serrated plug into the hole. Line up the lamp and press firmly. The 
lamp is held securely with the plug serrations and high quality 3M tape. 
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Easy to Fit 3M Tape

CAB MARKERS 
Perfect for Freightliner Trucks

Function Supplementary Cab Marker
Size 77mm x 52mm x 22mm
Voltage Multivolt 9-32V
Cable 30cm

Draw @13.8V @28V
0.12A 0.08A

Approvals Function Category CRN
Nil N/A N/A N/A

Function Supplementary Cab Marker
Size 146mm x 46mm x 27mm
Voltage 8-16V
Cable 11cm

Draw @13.8V
TBA

Approvals Function Category CRN
Nil N/A N/A N/A

77WCM - Blister
Part Number

CAB12B - Single Box
Part Number

CABC26B - Single Box
Part Number

77ACM - Blister
Part Number

77mm

52mm 22mm

Ø10mm

77mm

52mm 22mm

Ø10mm

3M Tape/Serrated Plug
Drill 10mm hole into flat surface 
and mount with 3M Tape and 
serrated plug. 

Surface Mount - Screw Fit
Surface mount with screws, run wire 
through hole in fixing surface. 

Inactive

146mm

125mm

46mm

27mm

Inactive Inactive

Inactive
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Function Side Marker 
Size 101mm x 66mm x 82mm
Voltage Multivolt 12-24V
Cable 40cm

Draw @13.8V @28V
Red 0.03A 0.06A
Amber 0.04A 0.06A

Approvals Function Category CTA
ADR Side Marker 45/01 060201

Function Side Marker
Size 193mm x 169mm x 66mm
Voltage Multivolt 12-24V
Cable 40cm from lens

Draw @13.8V @28V
Red 0.03A 0.06A
Amber 0.04A 0.06A

Approvals Function Category CTA
ADR Side Marker 45/01 060201

1004ARMB - Bulk
Part Numbers

1004R - Right Side, Bulk

Part Number

1004L - Left Side, Bulk

Part Number

101mm

69mm

66mm
82mm

169mm 66mm

193mm

101mm

69mm

66mm
82mm

169mm 66mm

193mm

1004 SERIES
Rubber Housing Marker Lamps

Surface Mount
Fix to flat surface, amber facing forward and red facing to the rear 
with two bolts supplied. Please refer to ADR 13/00 for mounting 
instructions.

Surface Mount
Fix to flat surface, amber facing forward and red facing to the rear 
with two bolts supplied. Please refer to ADR 13/00 for mounting 
instructions.
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Function Side Marker/ 
Cat 5 Side Direction Indicator

Size 183mm x 131mm x 52mm
Voltage Multivolt 12-24V
Cable 30cm

Draw @13.8V @28V
Marker 0.04A 0.05A
Indicator 0.04A 0.05A

Approvals Function Category CTA
ADR Side Marker 74/00 060021
ADR Side Direction 6/00 Cat5 060021

Function Side Marker/ 
Cat 5 Side Direction Indicator

Size 103mm x 70mm x 52mm
Voltage Multivolt 12-24V
Cable 30cm

Draw @13.8V @28V
Marker 0.04A 0.05A
Indicator 0.04A 0.05A

Approvals Function Category CTA
ADR Side Marker 74/00 060021
ADR Side Direction 6/00 Cat5 060021

800ARIM-2 - Twin Blister
800ARIML - LHS, Bulk
800ARIMR - RHS, Bulk

Part Numbers

805ARIM-2 - Twin Blister
805ARIML - LHS, Bulk
805ARIMR - RHS, Bulk

Part Numbers

110mm 131mm183mm

52mm36mm 70mm 70mm52mm36mm

103mm

110mm 131mm183mm

52mm36mm 70mm 70mm52mm36mm

103mm

Indicator 
Function

Indicator 
Function

Marker 
Function

Marker 
Function

800/805 SERIES 
Rubber Housing Marker/Indicator Lamps

Surface Mount
Fix to flat surface, amber facing forward and red facing to the rear 
with two bolts supplied. Please refer to ADR 13/00 for mounting 
instructions.

Surface Mount
Fix to flat surface, amber facing forward and red facing to the rear 
with two bolts supplied. Please refer to ADR 13/00 for mounting 
instructions.
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Function Licence Plate Lamp
Size 65mm x 30mm x 24mm
Voltage Multivolt 12-24V
Cable 14cm

Draw @13.8V @28V
0.02A 0.03A

Approvals Function Category CTA
ADR Licence (2 Required) 48/00 040511

30BLM - Twin Blister
6434BWM - Single Bulk

Part Numbers

372mm

125mm

134mm Top Mount

372mm

240mm Side Mount
65mm

30mm

24mm

65mm

30mm

24mm

Function Licence Plate Lamp
Size 76mm x 42mm x 30mm
Voltage Multivolt 12-24V
Cable 10cm/40cm/1m

Draw @13.8V @28V 
0.04A 0.04A

Approvals Function Category CTA
ADR Licence (1 Required) 48/00 060024

35BLM - 40cm Cable, Blister
35BLMB - 40cm Cable, Bulk
35BLM1P - 1m Cable, Blister
35BLMCSB - 10cm with Plug, Bulk

Part Numbers

Function Licence Plate Lamp
Size 70mm x 42mm x 40mm
Voltage Multivolt 12-24V
Cable 23cm/50cm/10cm with plug

Draw @13.8V @28V
0.05A 0.04A

Approvals Function Category CTA
ECE Licence 48/00 060032

41BLM - 23cm Cable, Blister
41BLMB - 23cm Cable, Bulk 
41BLMCSB - 10cm with Plug, Bulk
41BLM50B - 50cm Cable

Part Numbers

40mm

134mm

372mm

270mm

Top Mount134mm

40mm40mm

372mm

Side Mount70mm 45mm

40mm42mm

70mm 45mm

40mm42mm

LICENCE PLATE LAMPS
Compact Designs, Road Approved

Surface Screw Mount
Run wires through hole, fix using screws 
supplied. Two Lamps required. Please refer to 
ADR 13/00 for mounting instructions.

134mm

27mm

372mm

Top Mount134mm

23.6mm23.6mm

372mm

Side Mount
76mm

42mm

30mm

64mm

76mm

42mm

30mm

64mm

Surface Screw Mount
Fit onto flat surface with 20mm raised 
blocks. Please refer to ADR 13/00 for 
mounting instructions. 

Surface Screw Mount
Fit onto flat surface with 12mm 
raised blocks. Please refer to ADR 
13/00 for mounting instructions. 

30CLM - Twin Blister
6434CWMCSB - Bulk with Plug

Part Numbers

35CLM - Blister
35CLMB - Bulk
35CLMCSB - Bulk with Plug

Part Numbers

Also available in a white housing P/N: 35WLMB
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43.5mm43.5mm

372mm
40mm40mm

134mm Side Mount

372mm

270mm

134mm

40mm

Top Mount

22mm

10mm

60mm

22mm

10mm

60mm

• Compact Design
• Low Profile
• 5 Year Warranty

 
Licence Plate Lamps
3M Tape Design

Function Licence Plate Lamp Frame
Size 375mm x 173mm x 25mm
Voltage Multivolt 12-24V
Cable 100cm

Draw @13.8V @28V
0.11A 0.07A

Approvals Function Category CRN
ADR Licence 48/00 039611

LP1 - Single Blister
LP1B - Bulk Box

Part Numbers

375mm

173mm

25mm

Function Licence Plate Lamp
Size 60mm x 22mm x 22mm
Voltage Multivolt 12-24V
Cable 10cm/50cm

Draw @13.8V @28V
0.03A 0.03A

Approvals Function Category CTA
ECE Licence 48/00 060188

60BLM - 10cm Cable, Twin Blister
60BLMB - 50cm Cable, Bulk
60BLMCSB - 10cm with Plug, Bulk

Part Numbers

375mm

173mm

25mm

LICENCE PLATE LAMPS
Compact Designs, Road Approved

Surface Mount - 3M Tape and Serrated Plug
Fit onto flat surface with 43.5mm raised blocks. Drill a 
10mm hole, pull the cable through. Remove film from the 
3M tape & push serrated plug into the hole and press firmly.

Surface Screw Mount
LP1 - Fixes into same screw pattern as standard Australian licence plates. Also plugs into back of 100, 150 or 275 lifetime Warranty 
lamps, see page 77 and 99. Please refer to ADR 13/00 for mounting instructions.

LICENCE PLATE LAMPS
Designed to Fit Standard Australian Licence Plates

Licence Plug 
for Lifetime 
Warranty  

Lamps on Page 
77 and 99 
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77ACM2 - Clear Lens, Twin Blister
77ACMB - Clear Lens, Bulk

Part Number

77mm

52mm 22mm

Ø10mm

Function Side Direction Category 6
Size 77mm x 52mm x 22mm
Voltage Multivolt 9-32V
Cable 30cm

Draw @13.8V @28V
0.12A 0.08A

Approvals Function Category CTA
ECE Cat6 Side Direction 6/00 060137

Function Side Direction Category 6
Size 77mm x 52mm x 22mm
Voltage Multivolt 9-32V
Cable 30cm

Draw @13.8V @28V
0.12A 0.08A

Approvals Function Category CTA
ECE Cat6 Side Direction 6/00 060137

77AM2 - Coloured Lens, Twin Blister
Part Number

Suits M2-3, N1 Class Over 
6m and all N2-N3 Class

Suits M2-3, N1 Class Over 
6m and all N2-N3 Class

Trades, recreational, and 4x4 vehicles are increasingly requiring GVM (Gross Vehicle Mass) 
upgrades to enable greater weight capacity. A consequence of this is the need 
to upgrade the side direction lighting from the manufacturer’s 
Category 5 to a Category 6 side direction indicator. This 
is a legal requirement when a vehicle’s GVM exceeds 
3500kg. The sleek, new, compact designed 77 series 
ensures that a vehicle with this GVM upgrade is still 
legally road compliant, without having to use the 
large, bulky Cat 6 markers currently available on the 
market.

Surface Mount 3M Tape and Serrated Plug
Drill 10mm hole into flat surface and mount 
horizontally to the ground with 3M Tape and serrated 
plug. LEDs must be facing the rear of the vehicle. 
Please refer to ADR 13/00 for mounting instructions.

Custom Wiring Kits

We can also professionally custom-fit and supply 
the 77 series with plugs and wiring to patch into 
a specific model vehicle, ask us how.



43

 M
a
rk

e
r/

S
id

e
 S

ig
n
a
l 
L
a
m

p
s 

77 SERIES
Magnetic Template Fitting Guide

3102 SERIES
Category 6 Dide Direction

Function Side Direction Category 6
Size 150mm x 88mm x 30mm
Voltage Multivolt 9-33V
Cable 19cm

Draw @13.8V @28V
0.02A 0.10A

Approvals Function Category CTA
ECE Cat6 Side Direction 6/00 060274

3102BM - Bulk
Part Number

Suits M2-3, N1 Class Over 
6m and all N2-N3 Class

150mm

88mm 30mm

Surface Screw Mount
Surface mount bracket onto flat surface horizontally to the ground 
using three screw points, run wires through back and clip lens into 
place. LEDs must be facing to the rear of the vehicle.

77M-DMAX
Part Number

77M-DMAXRG
Part Number

77M-RANGER
Part Number

77M-RANGER22
Part Number

Our Patch Harness System allows for an easy installation of our latest 77 series Category 6 side direction 
indicators. To ensure the perfect drill position, we have made available the 77M magnetic template alignment 
tools. To install, you find the Vehicles' front indicator plug, disconnect and then install the new patch cable. 
The patch cable includes a quality AMP super seal plug. Please see page 222 for  access to our Patch Cable 
Catalogue or visit our website for more information. 

77M - 77 Series Template
Part Number

P: (03) 9466 7075, E: led@ledtech.com.au, www.ledautolamps.com

77 Series 
Mounting Template

Front of
Vehicle

Driver Side
Up

Passenger Side
Up

The Magnetic Template is used 
to accurately position the lamp 
onto the vehicles guard.

12mm

Vehicle Specific Magnetic Application Guides Available
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Side Direction Indicators

5025AM2 - Twin Blister
5025AMB - Bulk

Part Numbers

58AM - Black, Blister
58AMB - Black, Box of 10
58AM3 - Black, 3m Cable, Bulk
58CAMB - Chrome, Box of 10

Part Numbers

35AM - Black, Blister
35AMB - Black, Bulk
35CAM - Chrome, Blister
35CCAM - Clear Lens, Chrome, Blister

Part Numbers

50mm50mm

25mm25mm
21mm21mm

10mm10mm

50mm50mm

25mm25mm
21mm21mm

10mm10mm

Bracket Mount
Clip in Lens

58mm

35mm

28.50mm

21mm

58mm

35mm

28.50mm

21mm

58mm

35mm

28.50mm

21mm

58mm

35mm

28.50mm

21mm

58mm

35mm

28.50mm

21mm

58mm

35mm

28.50mm

21mm

Function Side Marker, Side Direction Indicator 
Front End Outline

Size 50mm x 25mm x 21mm
Voltage Multivolt 12-24V
Cable 20cm

Draw @13.8V @28V
0.03A 0.03A

Approvals Function Category CTA
ADR Side Direction 6/00/5 060133

3M Tape/Serrated Plug
Drill a 10mm hole for the serrated plug. Pull the sheathed cable 
through the hole. Remove the protective film from the 3M tape. Push 
the serrated plug into the hole. Line up the lamp and press firmly. The 
lamp is held securely with the plug serrations and high quality 3M tape. 

Function Side Direction Indicator
Size 58mm x 35mm x 21mm
Voltage Multivolt 12-24V
Cable 40cm or 300cm or

20cm with plugs

Draw @13.8V @28V
0.10A 0.04A

Approvals Function Category CTA
ADR Side Direction 6/00/5 060030

Bracket Mount - Clip in Lamp
Surface mount bracket, run wires through back and 
clip lens into place. Please refer to ADR 13/00 for 
mounting instructions.

Bracket Mount - Clip in Lamp
Surface mount bracket, run wires through back and 
clip lens into place. Please refer to ADR 13/00 for 
mounting instructions.

Function Side Direction Indicator
Size 58mm x 35mm x 21mm
Voltage Multivolt 12-24V
Cable 40cm

Draw @13.8V @28V
0.10A 0.07A

Approvals Function Category CTA
ADR Side Direction 6/00/Cat5 060078
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Side Direction Indicators

37AM2P - Blister
37AMCSB - Plug, Bulk

Part Numbers

13
5
m
m

13
5
m
m

5
1m

m
5
1m

m

38mm38mm

22mm22mm

135mm135mm

51mm51mm

3
8
m
m

3
8
m
m

2
2
m
m

2
2
m
m

70mm70mm

35mm35mm

20mm20mm

6.0mm6.0mm

10mm10mm

20mm20mm

40mm40mm

70mm70mm

35mm35mm

20mm20mm

6.0mm6.0mm

10mm10mm

20mm20mm

40mm40mm

74mm

38mm 35mm

50.8mm

28.5mm74mm

38mm 35mm

50.8mm

28.5mm74mm

38mm 35mm

50.8mm

28.5mm

Function Side Marker/Side Direction
Size 70mm x 35mm x 20mm
Voltage Multivolt 12-24V
Cable 10cm with plug

Draw @13.8V @28V
0.04A 0.04A

Approvals Function Category CTA
ECE Side Direction 6/00/5 060041

3M Tape/Serrated Plug - Clip on Bezel
Drill a 10mm hole for the serrated plug. Pull the sheathed cable through the 
hole. Remove the protective film from the 3M tape. Push the serrated plug 
into the hole. Line up the lamp and press firmly. The lamp is held securely with 
the plug serrations and high quality 3M tape. Please refer to ADR 13/00 for 
mounting instructions.

Function Side Direction Indicator
Size 74mm x 38mm x 35mm
Voltage Multivolt 12-24V
Cable 16cm

Draw @13.8V @28V
0.05A 0.06A

Approvals Function Category CTA
ADR Side Direction 6/00/5 042836

Bracket Mount - Clip in Lamp
Mount bracket horizontally onto flat surface, run 
wires through back and clip lens into place. Please 
refer to ADR 13/00 for mounting instructions.

Screw Surface Mount with Bezel
Remove bezel and surface mount lamp horizontally 
onto flat surface with screws provided, run wires 
through back and clip bezel into place. Please refer 
to ADR 13/00 for mounting instructions.

42AM - Blister
42AMB - Bulk Box of 10
42AMCSB - Bulk 20cm with Plug

Part Numbers

Function Side Marker & Side Direction Indicator 
with Inbuilt Reflex Reflector

Size 135mm x 38mm x 22mm
Voltage Multivolt 12-24V
Cable 16cm

Draw @13.8V @28V
0.05A 0.06A

Approvals Function Category CTA
ADR Side Direction 6/00/5 060214
ADR Reflector 47/00 060131

Part Number
38AM - Blister
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70mm

100mm

100mm

20mm

70mm

100mm

100mm

20mm
90mm

160mm

20mm

100mm9
0m
m

16
0m
m

20mm

100mm

Function Stop/Tail/Indicator/Reflector
Size 100mm x 100mm x 20mm
Voltage 12 Volt Only
Cable 40cm

Draw Stop Tail Indicator
@13.8V 0.10A 0.01A 0.11A

Approvals Function Category CTA
ECE Stop 49/00 061105
ECE Tail 49/00 061105
ECE Indicator 6/00 2a 061105
ECE Reflector 47/00 061105211BAR2 - Twin Blister

211BAR - Bulk

Part Number

No Lens  
Design

Function Stop/Tail/Indicator/Reflector
Size 160mm x 90mm x 20mm
Voltage 12 Volt Only
Cable 40cm

Draw Stop Tail Indicator
@13.8V 0.13A 0.01A 0.15A

Approvals Function Category CTA
ECE Stop 49/00 061107
ECE Tail 49/00 061107
ECE Indicator 6/00 2a 061107
ECE Reflector 47/00 061107

212BAR2 - Twin Blister
212BAR - Bulk

Part Number

No Lens  
Design

Suface Mount Lamp - Bolt Fix
Mount onto flat surface Horizontally for 211 or 
Horizontally or Vertically for 212 with Indicator facing 
outside or at the top using bolts in the rear of the lamp. 
Please refer to ADR 13/00 for mounting instructions.

Extreme environments demand a product manufactured to withstand these 
situations. The Bulletproof include super-tough polycarbonate construction 
but, more importantly, seal the LEDs and circuitry using a specially formulated 
flexible black resin. Delivering a super bright, even spread output that looks 
distinctive is UV, Acidic/alkaline and saltwater resistant and exceeds all required 
Australian Road standards with ECE approvals. We are so confident in the 
specially formulated resin coupled with a no-lens design and extreme testing to 
IP68 rating we offer a solid 10 Year Warranty.

Inactive

Inactive

BULLETPROOF SERIES 
BUILT-IN DURABILITY
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Function Stop/Tail/Ind/Reflector/Licence
Size 210mm x 96mm x 24mm
Voltage 12 Volt Only
Cable 10m

Draw Stop Tail Ind
@13.8V 0.17A 0.09A 0.12A

Approvals Function Category CTA
ECE Stop/Tail 49/00 060242
ECE Indicator 6/00 2a 060242
ECE Reflector 47/00 060242
ECE Licence 48/00 060242

210mm

160mm

96mm

24mm

210mm

160mm

96mm

24mm

210BARLP2 - Left/Right Side, Twin Blister
210BARLP2B - Left/Right Side, Twin Bulk

Part Numbers

Function Stop/Tail/Ind/Reflector/Licence
Size 210mm x 96mm x 24mm
Voltage 12 Volt Only
Cable 40cm

Draw Stop Tail Ind
@13.8V 0.17A 0.09A 0.12A

Approvals Function Category CTA
ECE Stop/Tail 49/00 060242
ECE Indicator 6/00 2a 060242
ECE Reflector 47/00 060242
ECE Licence 48/00 060242

No Lens  
Design

No Lens  
Design

210BARLP2-10M - Left/Right Side, Twin Blister
210BARLP2-10MB - Left/Right Side, Twin Bulk

Part Numbers

BULLETPROOF SERIES 
Boat Trailer Lamps with Inbuilt Reflector 
and Concealed Licence Plate Light

Suface Mount Lamp - Bolt Fix
Mount onto flat surface with indicator at top using bolts in back of 
lamp, run wire through 10mm hole in fixing surface. Please refer to 
ADR 13/00 for mounting instructions.

To Suit Trailers Up to 10m

Inactive

Inactive
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These new Mini lamps have a slick, clean, modern design that will enhance any vehicle or 
trailer application. Measuring just 89mm long for the 11 series and 131mm for the 12 series 
and only 30mm high, with 8mm on its side profile makes them perfect for small, tight spaces. 
They come standard with super-strong 3M tape and screws for fitting to any clean flat surface.  
Directed through an enhanced Fresnel style lens are high powered SMD LEDs. Ensuring the 
most exceptional light efficiency possible, which not only shines brightly in all functions but 
exceeds the stringent ECE standards for road approval.

11RM-2 - Twin Blister
Part Number

Function Stop/Tail
Size 89mm x 30mm x 8mm
Voltage Multivolt 12-24V
Cable 25cm

Draw Stop Tail
@13.8V 0.05A 0.01A
@28V 0.04A 0.01A

Approvals Function Category CTA
ECE Stop/Tail 49/00 060252

• Low Profile Compact Design
• 3M Tape Surface Mount
• 5 Year Warranty

11AM-2 - Twin Blister
Part Number

Function Rear Indicator
Size 89mm x 30mm x 8mm
Voltage Multivolt 12-24V
Cable 25cm

Draw Indicator
@13.8V 0.07A
@28V 0.05A

Approvals Function Category CTA
ECE Indicator 6/00 2a 060253

Function Reverse
Size 89mm x 30mm x 8mm
Voltage Multivolt 12-24V
Cable 25cm

Draw Reverse
@13.8V 0.06A
@28V 0.04A

Approvals Function Category CTA
ECE Reverse 1/00 060256

11WM-2 - Twin Blister
Part Number

Total Area  
89mm x 90mm

89mm

30mm

78.5mm

8mm

89mm

30mm

78.5mm

8mm

Surface Mount with 3M Tape and Screws
Mount horizontally or vertically (Horizontally for 
reverse lamps) onto a flat surface using 3M tape 
and screws supplied. Please refer to ADR 13/00 for 
mounting instructions.

Inactive

Inactive

Inactive
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Surface Mount with 3M Tape and Screws
Mount horizontally or vertically (Horizontally for 
reverse lamps) onto a flat surface using 3M tape 
and screws supplied. Please refer to ADR 13/00 for 
mounting instructions.

Total Area  
131mm x 90mm

12WM-2 - Twin Blister
Part Number

Function Reverse
Size 131mm x 30mm x 8mm
Voltage Multivolt 12-24V
Cable 25cm

Draw Reverse
@13.8V 0.21A
@28V 0.21A

Approvals Function Category CTA
ECE Reverse 1/00 060224

12ACM-2 - Twin Blister
Part Number

Function Rear Indicator
Size 131mm x 30mm x 8mm
Voltage Multivolt 12-24V
Cable 25cm

Draw Indicator
@13.8V TBA
@28V TBA

Approvals Function Category CTA
ECE Indicator 6/002a 061027

12RCM-2 - Twin Blister
Part Number

Function Stop/Tail
Size 131mm x 30mm x 8mm
Voltage Multivolt 12-24V
Cable 25cm

Draw Stop Tail
@13.8V TBA TBA
@28V TBA TBA

Approvals Function Category CTA
ECE Stop/Tail 49/00 061026

8mm

131mm

30mm

120mm

8mm

131mm

30mm

120mm

Function Stop/Tail/Indicator
Size 131mm x 30mm x 8mm
Voltage Multivolt 12-24V
Cable 25cm

Draw Stop Tail Indicator
@13.8V 0.20A 0.02A 0.16A
@28V 0.20A 0.02A 0.16A

Approvals Function Category CTA
ECE Stop/Tail 49/00 060225
ECE Indicator 6/00 2a 060225

12ARM-2 - Twin Blister
Part Number

12 SERIES 
Low Profile Compact Design

Inactive

Inactive

Inactive

Inactive
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Function Stop/Tail
Size 130mm x 25mm x 3mm
Voltage 12 Volt Only
Cable 40cm

Draw Stop Tail
@13.8V 0.27A 0.02A

Approvals Function Category CTA
ECE Stop/Tail 49/00 06025425R12 - Bulk

Part Number

Function Rear Indicator
Size 130mm x 25mm x 3mm
Voltage 12 Volt Only
Cable 40cm

Draw Indicator
@13.8V 0.27A

Approvals Function Category CTA
ECE Indicator 6/00 2a 060245

25A12 - Bulk
Part Number

Function Supplementary Reverse
Size 130mm x 25mm x 3mm
Voltage 12 Volt Only
Cable 40cm

Draw Reverse
@13.8V 0.16A

Approvals Function Approval No.

Nil
Supplementary 
Reverse

N/A
25W12 - Bulk
Part Number

130mm 106mm
117mm

25mm
19mm

3mm

130mm 106mm
117mm

25mm
19mm

3mm

Introducing the 25 series, although small in size, they sure pack a punch when it comes to 
features and flexibility.  The recessed fitting allows for an extreme, low profile installation. 17 
high powered SMD LEDs power through a fresnel style lens, providing the most exceptional light 
efficiency possible, which not only shines brightly in all functions but exceeds the stringent ECE 
standards for road approval. Couple this with IP67 testing for dust and water ingress as well 
as high impact polycarbonate, the 25 series offer strength and durability, ensuring the most 
extended operational life possible from the light. 

• Slimline, Low Profile Design
• Recessed Fitting
• 5 Year Warranty

130mm 106mm
117mm

25mm
19mm

3mm

Lamp Cut Out

Recessed Mount - Screw Fix
Recess mount onto flat surface horizontally and run wires through back. Push 
lamp into cut out (106mm x 19mm) in mounting surface, fix with screws 
supplied at both ends. Please refer to ADR 13/00 for mounting instructions.

Inactive

Inactive

Inactive
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Function Stop/Tail/Indicator/Reflector 
Size 150mm x 50mm x 23mm
Voltage 12 Volt Only
Cable 40cm + 5m Cable

Draw Stop Tail Indicator
@13.8V 0.06A 0.01A 0.06A

Approvals Function Category CTA
ECE Stop/Tail 49/00 060219
ECE Indicator 6/00 2a 060219
ECE Reflector 47/00 060219

DB2LP1/5M - Twin Blister Kit
DB2LP1/5MB - Bulk Kit

Part Numbers

Dogbone Installation Steps

1/  Drill a 13mm hole for the wire outlet plug.  
2/  Remove the protective film from the 3M tape.  
3/  Push the cable and plug through the hole.  
4/  Line up the lamp and press firmly.  
5/  The lamp is held securely with high quality 3M tape.

DB1B - Single Bulk
DB2 - Twin Blister
DB1-5B - 5m Cable, Bulk

Part Numbers

Plugin Licence plate 
lamp, suitable for 

removable tailgates

5 Metre 
Trailer Kit

150mm

2
3
m
m

50mm

13
m
m

150mm
23mm

50mm

13mm

Function Stop/Tail/Ind/Ref/Licence
Size 150mm x 50mm x 23mm
Voltage 12 Volt Only
Cable 5m Each Lamp & 40cm Licence

Draw Stop Tail Indicator
@13.8V 0.06A 0.01A 0.06A

Approvals Function Category CTA
ECE Stop/Tail 49/00 060219
ECE Indicator 6/00 2a 060219
ECE Reflector 47/00 060219
ECE Licence 48/00 060188

DOGBONE SERIES 
Small Trailer Low Cost Alternative

Easy Fit 3M Tape Design

Suface Mount Lamp with 3M Tape and Serrated Plug.
Mount onto flat surface Horizontally or Vertically with 
Indicator facing outside or at the top using provided 3M 
Tape and the serrated plug. Please refer to ADR 13/00 for 
mounting instructions.

Inbuilt 
Reflector

Inactive
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Function Stop/Tail
Size 100mm x 100mm x 28mm
Voltage Multivolt 12-24V
Cable 40cm

Draw Stop Tail
@13.8V 0.33A 0.06A
@28V 0.25A 0.04A

Approvals Function Category CTA
ADR Stop/Tail 49/00 060070

80BSTIM - Single Blister

80RM - Single Blister

80AM - Single Blister

80WM - Single Blister

Part Number

Part Number

Part Number

Part Number

Function Stop/Tail/Indicator
Size 100mm x 100mm x 28mm
Voltage Multivolt 12-24V
Cable 40cm

Draw Stop Tail Indicator
@13.8V 0.33A 0.06A 0.31A
@28V 0.25A 0.04A 0.22A

Approvals Function Category CTA
ADR Stop 49/00 060134
ADR Tail 49/00 060134
ADR Indicator 6/00 2a 060134

Function Rear Indicator
Size 100mm x 100mm x 28mm
Voltage Multivolt 12-24V
Cable 40cm

Draw Indicator
@13.8V 0.31A
@28V 0.22A

Approvals Function Category CTA
ADR Indicator 6/00 2a 060070

Function Reverse
Size 100mm x 100mm x 28mm
Voltage Multivolt 12-24V
Cable 40cm

Draw Reverse
@13.8V 0.31A
@28V 0.22A

Approvals Function Category CTA
ADR Reverse 1/00 060070

100mm

60mm

100mm

100mm

28mm 28mm

100mm

60mm

100mm

100mm

28mm 28mm

100mm

60mm

100mm

100mm

28mm 28mm

80 SERIES 
Small Trailer 20 Years in Production

Screw Suface Mount Bracket Clip in Lamp
Surface mount bracket, run wires through back and clip lens into 
place. Please refer to ADR 13/00 for mounting instructions. 
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80BAR - 12 Volt, Blister Single
80BARM - 12-24 Volt, Blister Single

80BARR - 12 Volt, Blister Single
80BARRM - 12-24 Volt, Blister Single

80BARW - 12 Volt, Blister Single
80BARWM - 12-24 Volt, Blister Single

80BARRWM - Single Blister

Function Stop/Tail/Indicator/Reverse
Size 350mm x 105mm x 48mm
Voltage Multivolt 12-24V
Cable 40cm

Draw Stop Tail Ind Rev
@13.8V 0.33A 0.04A 0.29A 0.31A
@28V 0.25A 0.04A 0.22A 0.21A

Approvals Function Category CTA
ADR Stop/Tail 49/00 060070
ADR Indicator 6/00 2a 060070
ADR Reverse 1/00 060070

Part Number

Part Numbers

Part Numbers

Part Numbers

Function Stop/Tail/Indicator/Reverse
Size 278mm x 100mm x 28mm
Voltage 12 Volt or 12/24 Volt
Cable 40cm

Draw Stop Tail Ind Rev
@13.8V 0.33A 0.06A 0.29A 0.31A
@28V 0.25A 0.04A 0.22A 0.17A

Approvals Function Category CTA
ADR Stop/Tail 49/00 060070
ADR Indicator 6/00 2a 060070
ADR Reverse 1/00 060070

Function Stop/Tail/Indicator
Size 278mm x 100mm x 28mm
Voltage 12 Volt or 12/24 Volt
Cable 40cm

Draw Stop Tail Indicator
@13.8V 0.33A 0.06A 0.29A
@28V 0.25A 0.04A 0.22A

Approvals Function Category CTA
ADR Stop/Tail 49/00 060070
ADR Indicator 6/00 2a 060070

Function Stop/Tail/Indicator
Size 188mm x 100mm x 28mm
Voltage 12 Volt or 12/24 Volt
Cable 40cm

Draw Stop Tail Indicator
@13.8V 0.33A 0.06A 0.31A
@28V 0.25A 0.04A 0.22A

Approvals Function Category CTA
ADR Stop/Tail 49/00 060070
ADR Indicator 6/00 2a 060070

188mm

150mm

100mm

28mm

278mm

240mm

100mm

28mm

350mm

256mm

105mm

48mm

188mm

150mm

100mm

28mm

278mm

240mm

100mm

28mm

350mm

256mm

105mm

48mm

188mm

150mm

100mm

28mm

278mm

240mm

100mm

28mm

350mm

256mm

105mm

48mm

80 SERIES 
Small Tray/Trailer 20 Years in Production

Suface Mounted
Twin/Triple - Surface mount bracket, run wires through back and clip lens into place.  
Quad - Mount with Bolts at Rear of the Assembly. Please refer to ADR 13/00 for 

mounting instructions. Accessory P/N 80B3B - Triple Black Bracket, P/N MFBKT - 

Triple Lamp Mounting Bracket, P/N 80BKT - Triple Bolt Monuting Bracket
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A sleek modern design that will complement your vehicle or trailer by featuring super-bright LEDs and 
ensure you not only look great but highly visible to other road users as well. These lamps exceed all 
standards with stringent ECE approval, and include IP67 ingress protection. Clever use of 3M tape allows 
flexible fitting with many combinations. Individual lens mounting, as well as black or chrome triple and 
quad brackets, are available separately or as an assembly. Surface mounting with no visible screws makes 
this range perfect for caravan, RV, tray, trailer, or any application where space and bolt access is restricted. 

Function Reverse
Size 80mm Round x 18mm
Voltage 12 Volt or Multivolt 12-24V
Cable 30cm

Draw Reverse
@13.8V 0.24A
@28V 0.13A

Approvals Function Category CTA
ECE Reverse 1/00 060157

Function Stop/Tail
Size 80mm Round x 18mm
Voltage 12 Volt or Multivolt 12-24V
Cable 30cm

Draw Stop Tail
@13.8V 0.10A 0.02A
@28V 0.06A 0.02A

Approvals Function Category CTA
ECE Stop/Tail 49/00 060157

82R - Coloured Lens,12V, Blister
82RB - Coloured Lens, 12V, Bulk
82RMB - Coloured Lens, 12-24V, Bulk
82RCB - Clear Lens, 12V, Bulk
82RCMB - Clear Lens, 12-24V, Bulk

Part Numbers

82A - Coloured Lens,12V, Blister
82AB - Coloured Lens, 12V, Bulk
82AMB - Coloured Lens, 12-24V, Bulk
82ACB - Clear Lens, 12V, Bulk
82ACMB - Clear Lens, 12-24V, Bulk

Part Numbers

Function Rear Indicator
Size 80mm Round x 18mm
Voltage 12 Volt or Multivolt 12-24V
Cable 30cm

Draw Indicator
@13.8V 0.19A
@28V 0.08A

Approvals Function Category CTA
ECE Indicator 6/00 2a 060157

80mm
18mm

12mm

281mm

230mm
30mm

372mm

101mm101mm

30mm

80mm
18mm

12mm

281mm

230mm
30mm

372mm

101mm101mm

30mm

82W - 12V, Blister
82WB - 12V, Bulk
82WMB - 12-24V, Bulk

Part Numbers

Surface Mount w ith 3M Adhesive Tape
Remove backing from 3M tape on back of lens, run wires through 
hole in mounting surface and align the locator nodule on edge of lens 
downwards. Apply firm hand pressure to ensure lamp adhesion. Please 
refer to ADR 13/00 for mounting instructions.

• No Visible Screws
• Low Profile Design
• 5 Year Warranty

Active

Active

Active
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Function Reverse
Size 100mm x 100mm 21mm
Voltage Multivolt 12-24V
Cable 30cm

Draw Reverse
@13.8V 0.24A
@28V 0.13A

Approvals Function Category CTA
ECE Reverse 1/00 060157

Function Stop/Tail
Size 100mm x 100mm 21mm
Voltage Multivolt 12-24V
Cable 30cm

Draw Stop Tail
@13.8V 0.10A 0.02A
@28V 0.06A 0.02A

Approvals Function Category CTA
ECE Stop/Tail 49/00 060157

Function Rear Indicator
Size 100mm x 100mm 21mm
Voltage Multivolt 12-24V
Cable 30cm

Draw Indicator
@13.8V 0.19A
@28V 0.08A

Approvals Function Category CTA
ECE Indicator 6/00 2a 060157

88RM2 - Twin Blister
Part Number

88AM2 - Twin Blister
Part Number

88WM2 - Twin Blister
Part Number

100mm100mm

100mm100mm

21mm21mm

2
1m

m
2
1m

m

100mm100mm

100mm100mm

21mm21mm

2
1m

m
2
1m

m

82/88 SERIES 
Super Low Profile Design

Suface Mount Lamp - Screw Fix
Surface mount onto flat surface using provided screws and run cable 
through hole in mounting surface. Refer to ADR 13/00 for mounting 
instructions.

Inactive

Inactive

Inactive
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82BARW - 12V, Blister
Part Numbers

82BARR - 12V, Blister
Part Numbers

Function Stop/Tail/Indicator
Size 281mm x 101mm x 30mm
Voltage 12 Volt Only
Cable 30cm

Draw Stop Tail Ind
@13.8V 0.10A 0.02A 0.19A

Approvals Function Category CTA
ECE Stop/Tail 49/00 060157
ECE Indicator 6/00 2a 060157

Function Stop/Tail/Indicator
Size 281mm x 101mm x 30mm
Voltage 12 Volt Only
Cable 30cm

Draw Stop Tail Ind
@13.8V 0.10A 0.02A 0.19A

Approvals Function Category CTA
ECE Stop/Tail 49/00 060157
ECE Indicator 6/00 2a 060157

Function Stop/Tail/Indicator/Reverse
Size 281mm x 101mm x 30mm
Voltage 12 Volt Only
Cable 30cm

Draw Stop Tail Ind Rev
@13.8V 0.10A 0.02A 0.19A 0.24A
@28V 0.06A 0.02A 0.08A 0.13A

Approvals Function Category CTA
ECE Stop/Tail 49/00 060157
ECE Indicator 6/00 2a 060157
ECE Reverse 47/00 060157

Function Stop/Tail/Indicator/Reverse
Size 281mm x 101mm x 30mm
Voltage 12 Volt Only
Cable 30cm

Draw Stop Tail Ind Rev
@13.8V 0.10A 0.02A 0.19A 0.24A

Approvals Function Category CTA
ECE Stop/Tail 49/00 060157
ECE Indicator 6/00 2a 060157
ECE Reverse 47/00 060157

82CARW - 12V, Blister
Part Numbers

82CARR - 12V, Blister
Part Numbers

80mm
18mm

12mm

281mm

230mm
30mm

372mm

101mm101mm

30mm

80mm
18mm

12mm

281mm

230mm
30mm

372mm

101mm101mm

30mm

82 SERIES - Triple
Super Low Profile Easy Fit Design

Screw Surface Mount Bracket with 3M Adhesive Taped Lamps
Horizontally mount bracket onto flat surface with screws provided, ensure correct side is facing top. Remove 
backing from 3M tape on back of lens, run wires through desired centre hole and align the locator nodule 
on edge of lens with the corresponding indentation on bracket. Apply firm hand pressure to ensure lamp 
adhesion. Repeat for each lens until all are installed securely. Please refer to ADR 13/00 for mounting 
instructions. Accessory P/N 82B3B - Triple Black Bracket, P/N 82B3C - Triple Chrome Bracket

Surface Mount with Screws
Horizontally surface mount bracket, run wires through 
back and clip lens into place. Please refer to ADR 13/00 
for mounting instructions.  
Accessory P/N 200B1C - Single Chrome Bracket

Inactive

Inactive

Inactive

Inactive
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Part Number

Part Number

82BARRW - 12V, Made up of Bulk Parts  
   Using Base P/N 82B4B and  
   Single Lamps on Page 54

82CARRW - 12V, Blister

Function Stop/Tail/Indicator/Reverse
Size 372mm x 101mm x 30mm
Voltage 12 Volt Only
Cable 30cm

Draw Stop Tail Ind Rev
@13.8V 0.10A 0.02A 0.19A 0.24A

Approvals Function Category CTA
ECE Stop/Tail 49/00 060157
ECE Indicator 6/00 2a 060157
ECE Reverse 47/00 060157

Function Stop/Tail/Indicator/Reverse
Size 372mm x 101mm x 30mm
Voltage 12 Volt Only
Cable 30cm

Draw Stop Tail Ind Rev
@13.8V 0.10A 0.02A 0.19A 0.24A

Approvals Function Category CTA
ECE Stop/Tail 49/00 060157
ECE Indicator 6/00 2a 060157
ECE Reverse 47/00 060157

82 SERIES - Quad
Super Low Profile Easy Fit Design

Screw Surface Mount Bracket with 3M Adhesive Taped Lamps
Horizontally mount bracket onto flat surface with screws provided, ensure correct side is facing top. 
Remove backing from 3M tape on back of lens, run wires through desired centre hole and align the locator 
nodule on edge of lens with the corresponding indentation on bracket. Apply firm hand pressure to ensure 
lamp adhesion. Repeat for each lens until all are installed securely. Please refer to ADR 13/00 for mounting 
instructions. Accessory P/N 82B4B - Quad Black Bracket, P/N 82B4C - Quad Chrome Bracket

80mm
18mm

12mm

281mm

230mm
30mm

372mm

101mm101mm

30mm

80mm
18mm

12mm

281mm

230mm
30mm

372mm

101mm101mm

30mm

Inactive

Inactive
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Function Stop/Tail/Indicator/Reflector 
Size 100mm x 100mm x 22mm
Voltage 12 Volt Only
Cable 40cm

Draw Stop Tail Indicator
@13.8V 0.06A 0.01A 0.05A

Approvals Function Category CTA
ECE Stop/Tail 49/00 060186
ECE Indicator 6/00 2a 060186
ECE Reflector 47/00 060186

Function Stop/Tail/Indicator/Reflector with Licence 
Plate Lamp

Size 100mm x 100mm x 22mm
Voltage 12 Volt Only
Cable 5m with 40cm Licence

Draw Stop Tail Indicator
@13.8V 0.06A 0.01A 0.05A

Approvals Function Category CTA
ECE Stop/Tail 49/00 060186
ECE Indicator 6/00 2a 060186
ECE Reflector 47/00 060186
ECE Licence 48/00 060188

Function Stop/Tail/Indicator/Reflector with Licence 
Plate Lamp

Size 100mm x 100mm x 22mm
Voltage 12 Volt Only
Cable 10m & 40cm Licence

Draw Stop Tail Indicator
@13.8V 0.06A 0.01A 0.05A

Approvals Function Category CTA
ECE Stop/Tail 49/00 060186
ECE Indicator 6/00 2a 060186
ECE Reflector 47/00 060186
ECE Licence 48/00 060188

98BAR - Bulk
98BAR2 - Twin Blister

Part Numbers

98BARLP2/5 - 5m Kit, Twin Blister
98BARLP2/5B - 5m Kit, Bulk

Part Numbers

70mm

100mm

100mm22mm

70mm

100mm

100mm22mm

Perfect for 
Boat Trailers

Perfect for 
Boat Trailers

98BARLP2/10 - Twin Blister Kit
Part Numbers

98 SERIES 
Small Trailer with Inbuilt Reflector

Suface Mount Lamp - Bolt Fix
Mount onto flat surface with Indicator at top 
using provided mounting hardware. Please refer 
to ADR 13/00 for mounting instructions.



59

 R
e
a
r 

S
ig

n
a
l 
L
a
m

p
s 

Function Stop/Tail/Ind/Reflector/Licence 
Size 107mm x 107mm x 23mm
Voltage 12 Volt or Multivolt 12-24V
Cable 40cm

Draw Stop Tail Indicator
@13.8V 0.07A 0.05A 0.08A
@28V 0.07A 0.06A 0.06A

Approvals Function Category CTA
ECE Stop/Tail 49/00 060182
ECE Indicator 6/00 2a 060182
ECE Reflector 47/00 060182
ECE Licence 48/00 060182

Function Stop/Tail/Ind/Reflector/Licence 
Size 107mm x 107mm x 23mm
Voltage 12 Volt or Multivolt 12-24V
Cable 40cm or 1.1m

Draw Stop Tail Indicator
@13.8V 0.07A 0.05A 0.08A
@28V 0.07A 0.06A 0.06A

Approvals Function Category CTA
ECE Stop/Tail 49/00 060182
ECE Indicator 6/00 2a 060182
ECE Reflector 47/00 060182
ECE Licence 48/00 060182

Function Stop/Tail/Ind/Reflector/Licence 
Size 107mm x 107mm x 23mm
Voltage 12 Volt or Multivolt 12-24V
Cable 10m

Draw Stop Tail Indicator
@13.8V 0.07A 0.05A 0.08A
@28V 0.07A 0.06A 0.06A

Approvals Function Category CTA
ECE Stop/Tail 49/00 060182
ECE Indicator 6/00 2a 060182
ECE Reflector 47/00 060182
ECE Licence 48/00 060182

99AR - 12V, Bulk
99ARL - 12V, Licence, Bulk
99ARL2 - 12V, Twin Blister
99ARM - 12-24V, Bulk
99ARLM - 12-24V, Licence, Bulk

Part Numbers

99AR4P - 12V, Bulk
99ARL4P - 12V, Licence, Bulk
99ARLM4P - 12-24V, Licence, Bulk
99ARM1.14P - 12-24V, 1.1m Cable, Bulk

Part Numbers

Perfect for 
Boat Trailers

99ARL2/10 - 12V, Twin Blister
99ARM10 - 12-24V, Bulk
99ARLM10 - 12-24V, Licence, Bulk

Part Numbers

90mm

107mm

107mm

107mm

107mm23mm

99 SERIES 
Small Trailer with Inbuilt  
Licence Lamp and Reflector

Suface Mount Lamp - Screw Fix
Mount onto flat surface with indicator at top using screws 
supplied, run wire and plug through 10mm hole in fixing 
surface. Please refer to ADR 13/00 for mounting instructions.

See Page 218
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Function Stop/Tail
Size 122mm x 122mm x 31mm
Voltage 12 Volt Only or Multivolt 12-24V
Cable 40cm

Draw Stop Tail
@13.8V 0.38A 0.06A
@28V 0.24A 0.04A

Approvals Function Category CTA
ADR Stop/Tail 49/00 060221

Function Rear Indicator
Size 122mm x 122mm x 31mm
Voltage 12 Volt Only or Multivolt 12-24V
Cable 40cm

Draw Indicator
@13.8V 0.38A
@28V 0.23A

Approvals Function Category CTA
ADR Indicator 6/00 2a 060221

Function Reverse
Size 122mm x 122mm x 31mm
Voltage Multivolt 12-24V
Cable 40cm

Draw Reverse
@13.8V 0.31A
@28V 0.17A

Approvals Function Category CTA
ADR Reverse 1/00 060221

100 SERIES 
Medium Tray/Trailer 20 Years in Production

Screw Suface Mount Bracket Clip in Lamp
Surface mount bracket, run wires through back and clip lens into place. 
Please refer to ADR 13/00 for mounting instructions. Accessory P/N 
100B1C - Single Chrome Bracket

100WM - Blister
100WMB - Bulk (Lens Only)

Part Numbers

122mm 70mm

122mm

31mm

350mm

290mm

120mm

31mm

430mm

153mm

125mm

50mm

122mm 70mm

122mm

31mm

350mm

290mm

120mm

31mm

430mm

153mm

125mm

50mm

100R - 12V, Bulk (Lens Only) 
100RM - 12-24V, Blister
100RMB - 12-24V, Bulk (Lens Only)

Part Numbers

100A - 12V, Bulk (Lens Only) 
100AM - 12-24V, Blister
100AMB - 12-24V, Bulk (Lens Only)

Part Numbers
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Medium Tray/Trailer 20 Years in Production

Screw Suface Mount Bracket Clip in Lamp
Surface mount bracket, run wires through back and clip 
lens into place. Please refer to ADR 13/00 for mounting 

instructions. Accessory P/N 100B3BB - Triple Black Bracket

Function Stop/Tail/Indicator
Size 122mm x 122mm x 31mm
Voltage Multivolt 12-24V
Cable 40cm

Draw Stop Tail Indicator
@13.8V 0.17A 0.04A 0.18A
@28V 0.14A 0.04A 0.11A

Approvals Function Category CTA
ADR Stop 49/00 060218
ADR Tail 49/00 060218
ADR Indicator 6/00 2a 060218

100BSTIM - Blister

Part Number

Function Stop/Tail/Indicator
Size 350mm x 120mm x 31mm
Voltage Multivolt 12-24V
Cable 40cm

Draw Stop Tail Indicator
@13.8V 0.38A 0.04A 0.38A
@28V 0.24A 0.07A 0.23A

Approvals Function Category CTA
ADR Stop/Tail 49/0 060221
ADR Indicator 6/00 2a 060221

Function Stop/Tail/Indicator/Reverse
Size 350mm x 120mm x 31mm
Voltage Multivolt 12-24V
Cable 40cm

Draw Stop Tail Ind Rev
@13.8V 0.38A 0.04A 0.38A 0.31A
@28V 0.24A 0.07A 0.23A 0.17A

Approvals Function Category CTA
ADR Stop/Tail 49/0 060221
ADR Indicator 6/00 2a 060221
ADR Reverse 1/00 060221

100BARWM - Blister
Part Number

100BARRM - Blister

Part Number

122mm 70mm

122mm

31mm

350mm

290mm

120mm

31mm

430mm

153mm

125mm

50mm
122mm 70mm

122mm

31mm

350mm

290mm

120mm

31mm

430mm

153mm

125mm

50mm

122mm 70mm

122mm

31mm

350mm

290mm

120mm

31mm

430mm

153mm

125mm

50mm
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Function Stop/Tail
Size 130mm Round x 12mm
Voltage 12 Volt Only or Multivolt 12-24V
Cable 36cm with Spade

Terminals

Draw Stop Tail
@13.8V 0.31A 0.04A
@28V 0.19A 0.04A

Approvals Function Category CTA
ADR Stop/Tail 49/00 042963

102R - Coloured Lens, 12V, Bulk
102RM - Coloured Lens, 12-24V, Blister

Part Numbers

116mm104mm
130mm

12mm

Our diversity of range, as well as flexibility in design choices, makes it an easy Our diversity of range, as well as flexibility in design choices, makes it an easy 
decision to trust LED to light your caravan or RV. The 102 series lamps, as seen on decision to trust LED to light your caravan or RV. The 102 series lamps, as seen on 
caravans for over ten years, is a testament to this statement. These lamps offer a caravans for over ten years, is a testament to this statement. These lamps offer a 
clear, coloured or black chrome lens design with single recessed fitting or a choice clear, coloured or black chrome lens design with single recessed fitting or a choice 
of four surface mounted brackets in a black, chrome or white configuration. Rest of four surface mounted brackets in a black, chrome or white configuration. Rest 
assured, you will be road legal, well lit, and have the brightest caravan on the assured, you will be road legal, well lit, and have the brightest caravan on the 
highway.highway.

• Caravan, RV, Vehicle or Trailer
• Low Profile Design
• 5 Year Warranty

102RBC - 12V, Bulk

Part Number

102RC - Clear Lens, 12V, Bulk
102RCM - Clear Lens, 12-24V, Blister

Part Numbers

Cut  
Out

ActiveActive

Active

Recessed Mount - Screw Fix
Fit into cut out (cut out 104mm round) using foam gasket between lamp 
and fitting surface, run wires at back. Please refer to ADR 13/00 for mounting 
instructions. Accessory P/N 102B3C - Triple Black Chrome Surface Mounted 
Bracket, P/N 102B3B - Triple Black Bracket Surface Mounted
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438mm

148mm148mm148mm

33mm33mm33mm

298mm149mm

438mm

148mm148mm148mm

33mm33mm33mm

298mm149mm

Function Rear Indicator
Size 130mm Round x 12mm
Voltage 12 Volt Only or Multivolt 12-24V
Cable 36cm with Spade

Terminals

Draw Indicator
@13.8V 0.29A
@28V 0.20A

Approvals Function Category CTA
ADR Indicator 6/00/2a 042832

102A - Coloured Lens, 12V, Bulk
102AM - Coloured Lens, 12-24V, Blister

Part Numbers

102W - 12V, Bulk
102WM - 12-24V, Blister

Part Numbers

102WBC - 12V, Bulk

Part Number

Part Numbers
102AC - Clear Lens, 12V, Bulk
102ACM - Clear Lens, 12-24V, Blister

Function Reverse
Size 130mm Round x 12mm
Voltage 12 Volt Only or Multivolt 12-24V
Cable 36cm with Spade

Terminals

Draw Reverse
@13.8V 0.15A

Approvals Function Category CTA
ADR Reverse 1/00 042826

102 SERIES 
Caravan/RV, Recessed Fitted Lamps

102B3C
Triple Black Chrome Bracket

102B3B
Triple Black Bracket

102ABC - 12V, Bulk
Part Number

Active

Active

Active

Active Active
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Function Stop/Tail
Size 109mm Round x 12mm
Voltage Multivolt 12-24V
Plug 30cm, Use Part No. 53102
Grommet Use Part No. 53101

Draw Stop Tail
@13.8V 0.23A 0.08A
@28V 0.14A 0.02A

Approvals Function Category CTA
ADR Stop/Tail 49/00 060177

Function Rear Indicator
Size 109mm Round x 12mm
Voltage Multivolt 12-24V
Plug 30cm, Use Part No. 53102
Grommet Use Part No. 53101

Draw Indicator
@13.8V 0.16A
@28V 0.13A

Approvals Function Category CTA
ADR Indicator 6/00 2a 060178

Function Reverse
Size 109mm Round x 12mm
Voltage Multivolt 12-24V
Plug 30cm, Use Part No. 53102
Grommet Use Part No. 53101

Draw Reverse
@13.8V 0.21A
@28V 0.15A

Approvals Function Category CTA
ADR Reverse 1/00 060185

Grommet Cut Out Size Ø Ø 115mm

110WMG - Blister
110WMB - Bulk, Lamp only

Part Numbers

110AMG - Blister
110AMB - Bulk, Lamp only

Part Numbers

110RMG - Blister
110RMB - Bulk, Lamp only

Part Numbers

109mm 53mm 135mm 12mm 142mm 15mm

115mm 113mm

109mm 53mm 135mm 12mm 142mm 15mm

115mm 113mm

109mm

53mm

115mm

135mm

115mm 113mm

142mm

25mm 15mm

109mm

53mm

115mm

135mm

115mm 113mm

142mm

25mm 15mm

109mm

53mm

115mm

135mm

115mm 113mm

142mm

25mm 15mm

Cut Out

Blister Includes 

 Grommet & Plug

Blister Includes 

 Grommet & Plug

Blister Includes 

 Grommet & Plug

110 SERIES
Single Function Premium Truck Range

Recess Mount with Grommet
Recessed retro fit to existing 4 inch lamps. If new installation fit grommet 
or stainless steel flange into cut out (Grommet Cut out 115mm, Flange Cut 
out 113mm) plug wire into lamp. Accessory P/N 53101B - Black Flange, P/N 
53101C - Chrome Flange, P/N 53101 - Grommet, P/N 53102 - 3 Pin Plug

Lamp 
Only. 

Active

Lamp in 
Grommet. 

Inactive

Lamp in 
Grommet. 

Inactive

Lamp in 
Grommet. 

Inactive

Lamp 
Only. 

Active

Lamp 
Only. 

Active
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122mm 91mm

167mm 40mm
139mm

Grommet
Cutout

148mm

80mm

115mm

Grommet
Cutout

30mm

122mm 91mm

167mm 40mm
139mm

Grommet
Cutout

148mm

80mm

115mm

Grommet
Cutout

30mm

122mm 91mm

167mm 40mm
139mm

Grommet
Cutout

148mm

80mm

115mm

Grommet
Cutout

30mm

110CC SERIES
Single Function Chrome Truck Range

Recess Mount with Grommet and Screw Fixed Hood
Fit grommet into cut out (cut out 115m radius), plug wire into lamp and run 
through back then push into grommet. Screw chrome hood over grommet 
with screws provided. Please refer to ADR 13/00 for mounting instructions.

Function Stop/Tail
Size 148mm Round x 30mm
Voltage Multivolt 12-24V
Cable Part No. 53102 Included

Draw Stop Tail
@13.8V 0.23A 0.08A
@28V 0.14A 0.02A

Approvals Function Category CTA
ADR Stop/Tail 49/00 060177

110CCRM - Blister
Part Number

Blister Includes  

Grommet, Chrome  

Hood & PlugActive

Function Rear Indicator
Size 148mm Round x 30mm
Voltage Multivolt 12-24V
Cable Part No. 53102 Included

Draw Indicator
@13.8V 0.16A
@28V 0.13A

Approvals Function Category CTA
ADR Indicator 6/00 2a 060178

110CCAM - Blister
Part Number

Blister Includes  

Grommet, Chrome  

Hood & PlugActive
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Lamp 
Only. 

Active

Lamp in 
Grommet. 

Inactive

Lamp in 
Grommet. 

Inactive

Lamp in 
Grommet. 

Inactive

Lamp 
Only. 

Active

Lamp 
Only. 

Active

Function Stop/Tail
Size 109mm Round x 12mm
Voltage Multivolt 12-24V
Plug 30cm, Use Part No. 53102
Grommet Use Part No. 53401

Draw Stop Tail
@13.8V 0.19A 0.02A
@28V 0.08A 0.01A

Approvals Function Category CTA
ECE Stop/Tail 49/00 060107

Function Rear Indicator
Size 109mm Round x 12mm
Voltage Multivolt 12-24V
Plug 30cm, Use Part No. 53102
Grommet Use Part No. 53401

Draw Indicator
@13.8V 0.22A
@28V 0.09A

Approvals Function Category CTA
ECE Indicator 6/00 2a 060106

Function Reverse
Size 109mm Round x 12mm
Voltage Multivolt 12-24V
Plug 30cm, Use Part No. 53102
Grommet Use Part No. 53401

Draw Reverse
@13.8V 0.37A
@28V 0.10A

Approvals Function Category CTA
ECE Reverse 1/00 060108

113 SERIES
Cost Competitive Truck Range

113WMG - Blister
113WMB - Bulk, Lamp only

Part Numbers

113AMG - Blister
113AMB - Bulk, Lamp only

Part Numbers

113RMG - Blister
113RMB - Bulk, Lamp only

Part Numbers

Recess Mount with Grommet
Recessed retro fit to existing 4 inch lamps. If new installation fit grommet 
or stainless steel flange into cut out (Grommet Cut out 115mm, Flange Cut 
out 113mm) plug wire into lamp. Accessory P/N 53101B - Black Flange, P/N 
53101C - Chrome Flange, P/N 53401 - Grommet, P/N 53102 - 3 Pin Plug

Grommet Cut Out Size Ø Ø 115mm

109mm 53mm 135mm 12mm 142mm 15mm

115mm 113mm

109mm 53mm 135mm 12mm 142mm 15mm

115mm 113mm

109mm

53mm

115mm

135mm

115mm 113mm

142mm

25mm 15mm

109mm

53mm

115mm

135mm

115mm 113mm

142mm

25mm 15mm

Cut Out

Blister Includes 

 Grommet & Plug

Blister Includes 

 Grommet & Plug

Blister Includes 

 Grommet & Plug
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ALL NEW 174 SERIERSALL NEW 174 SERIERS
SLEEK LOW - PROFILE DESIGN SLEEK LOW - PROFILE DESIGN 
Rear Function LampsRear Function Lamps

Aluminium  
PCB

•  Surface Mounting 

•  Horizontal or Vertical  

•  Bolt or Screw Fitting

•  IP67, 100% Submersible

Enhanced  
Lens Optics

Sleek Chrome 
Inner Refelctor

Low Profile  
Design

P/N: 174AMB 
Box Pack

P/N: 174RMB 
Box Pack

P/N: 174WMB 
Box Pack

30mm 148mm

100mm

175mm

Polycarbonate 
Lens/Base 
& End Caps

P/N: 174ARMB
Box Pack

The 174 series lamps look great with a slick, clean, modern design that enhances 
any Vehicle or trailer application. Whilst inactive, they feature a coloured or clear 
lens and a chrome inner reflector, but once lit up, you can rest assured other 
motorists know your intentions. Measuring 175mm wide, 100mm high, 30mm 
on its side profile, and a 148mm bolt point to point, making them a perfect fit for 
Vehicle, Trailer, or Caravan applications. See Page 81 for more information. 
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Function Stop/Tail
Size 147mm x 147mm x 31mm
Voltage Multivolt 12-24V
Cable 40cm

Draw Stop Tail
@13.8V 0.42A 0.04A
@28V 0.26A 0.06A

Approvals Function Category CTA
ADR Stop/Tail 49/00 060220

Function Rear Indicator
Size 147mm x 147mm x 31mm
Voltage Multivolt 12-24V
Cable 40cm

Draw Indicator
@13.8V 0.43A
@28V 0.25A

Approvals Function Category CTA
ADR Indicator 6/00 2a 060220

Function Reverse
Size 147mm x 147mm x 31mm
Voltage Multivolt 12-24V
Cable 40cm

Draw Reverse
@13.8V 0.36A
@28V 0.18A

Approvals Function Category CTA
ADR Reverse 1/00 060220

125WM - Blister

Part Number

125AM - Blister

Part Number

125RM - Blister

Part Number

147mm

147mm

96mm

31mm 31mm

147mm

147mm

96mm

31mm 31mm

125 SERIES 
Large Vehicle/Trailer 20 Years in Production

Screw Suface Mount Bracket Clip in Lamp
Surface mount bracket, run wires through back and clip lens into place. 
Please refer to ADR 13/00 for mounting instructions.  
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Function Stop/Tail/Indicator/Reverse
Size 435mm x 146mm x 31mm
Voltage Multivolt 12-24V
Cable 40cm

Draw Stop Tail Ind Rev
@13.8V 0.42A 0.04A 0.43A 0.36A
@28V 0.26A 0.06A 0.50A 0.18A

Approvals Function Category CTA
ADR Stop/Tail 49/00 060220
ADR Indicator 6/00/2a 060220
ADR Reverse 1/00 060220125BARWM - Blister

Part Number

Function Stop/Tail/Indicator
Size 435mm x 146mm x 31mm
Voltage Multivolt 12-24V
Cable 40cm

Draw Stop Tail Indicator
@13.8V 0.42A 0.04A 0.43A
@28V 0.26A 0.06A 0.25A

Approvals Function Category CTA
ADR Stop/Tail 49/0 060220
ADR Indicator 6/00/2a 060220

125BARRM - Blister

Part Number

146mm

435mm

340mm

60mm

200mm
370mm

31mm

146mm

435mm

340mm

60mm

200mm
370mm

31mm

146mm

435mm

340mm

60mm

200mm
370mm

31mm

Function Stop/Tail/Indicator/Reflector
Size 340mm x 200mm x 60mm
Voltage Multivolt 12-24V
Cable 40cm

Draw Stop Tail Indicator
@13.8V 0.42A 0.04A 0.43A
@28V 0.26A 0.06A 0.26A

Approvals Function Category CTA
ADR Stop/Tail 49/00 060220
ADR Indicator 6/00 2a 060220
ADR Reflector 47/00 060056

125BARML - Left Hand Side, Bulk
125BARMR - Right Hand Side, Bulk

Part Numbers

146mm

435mm

340mm

60mm

200mm
370mm

31mm

146mm

435mm

340mm

60mm

200mm
370mm

31mm

125 SERIES 
Large Vehicle/Trailer 20 Years in Production

Bolt/Screw Suface Mount Bracket Clip in Lamp
Double - Bracket contains multiple fitting points for bolt 
mounting. Triple - Surface mount bracket, run wires through back 
and clip lens into place. Please refer to ADR 13/00 for mounting 
instructions. 
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Function Stop/Tail/Reflector
Size 134mm x 86mm x 16mm
Voltage Multivolt 12-24V
Plug 30cm, Use Part No. 53102
Grommet Use Part No. 59401

Draw Stop Tail
@13.8V 0.23A 0.03A
@28V 0.12A 0.04A

Approvals Function Category CTA
ADR Stop/Tail 49/00 060261
ADR Reflector 47/00 060261

Function Rear Indicator
Size 134mm x 86mm x 16mm
Voltage Multivolt 12-24V
Plug 30cm, Use Part No. 53102
Grommet Use Part No. 59401

Draw Indicator
@13.8V 0.20A
@28V 0.14A

Approvals Function Category CTA
ADR Indicator 6/00/2a 060233

Function Reverse
Size 134mm x 86mm x 16mm
Voltage Multivolt 12-24V
Plug 30cm, Use Part No. 53102
Grommet Use Part No. 59401

Draw Reverse
@13.8V 0.15A
@28V 0.08A

Approvals Function Category CTA
ADR Reverse 1/00 060300

130WMG - Blister

Part Number

130 SERIES
Inbuilt Reflector Original Design

Recess Mount with Grommet
Retro fit lamps. If new installation, fit grommet or stainless steel flange into cut out 
(cut out 139 x 91mm), plug 53102 wire into lamp and run through back then push into 
grommet/flange. Please refer to ADR 13/00 for mounting instructions.  
Accessory P/N 59401C - Chrome Flange, P/N 59401 - Grommet, P/N 53102 - 3 Pin Plug

130RMG - Blister
130RMB - Bulk, Lamp Only

Part Numbers

Lamp 
Only. 

Active

Lamp in 
Grommet. 

Inactive

Lamp 
Only. 

Active

Lamp in 
Grommet. 

Inactive

Lamp in 
Grommet.  

Active

130AMG - Blister
130AMB - Bulk, Lamp Only

Part Numbers

Blister Includes 

 Grommet & Plug

Blister Includes 

 Grommet & Plug

Blister Includes 

 Grommet & Plug

146mm

86mm91mm 113mm 109mm

89mm91mm

14mm 24mm 12mm

134mm139mm 139mm 136mm 157mm160mm

16mm

146mm

86mm91mm 113mm 109mm

89mm91mm

14mm 24mm 12mm

134mm139mm 139mm 136mm 157mm160mmCut  
Out
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Chrome Flange

Part No. 59401C

Rubber Grommet

Part No. 59401

Function Stop/Tail
Size 134mm x 87mm x 12mm
Voltage Multivolt 12-24V
Cable 40cm, Spade Terminals

Draw Stop Tail
@13.8V 0.22A 0.03A
@28V 0.12A 0.03A

Approvals Function Category CTA
ADR Stop/Tail 49/00 046431

Function Rear Indicator
Size 134mm x 87mm x 12mm
Voltage Multivolt 12-24V
Cable 40cm, Spade Terminals

Draw Indicator
@13.8V 0.19A
@28V 0.11A

Approvals Function Category CTA
ADR Indicator 6/00/2a 046430

Function Reverse
Size 134mm x 87mm x 12mm
Voltage Multivolt 12-24V
Cable 40cm, Spade Terminals

Draw Reverse
@13.8V 0.17A
@28V 0.10A

Approvals Function Category CTA
ADR Reverse 1/00 046432

131RM - Coloured Lens, Blister
131CRM - Clear Lens, Blister

Part Numbers

131AM - Coloured Lens, Blister
131CAM - Clear Lens, Blister

Part Numbers

131WM - Blister
Part Number

131 SERIES
Internal Chrome Reflector

146mm

86mm91mm 113mm 109mm

89mm91mm

14mm 24mm 12mm

134mm139mm 139mm 136mm 157mm160mmCut  
Out

146mm

86mm91mm 113mm 109mm

89mm91mm

14mm 24mm 12mm

134mm139mm 139mm 136mm 157mm160mm

16mm

Recess Mount with Grommet
Retro fit lamps. If new installation, fit grommet or stainless steel flange 
into cut out (cut out 139 x 91mm), run wires then push into grommet/
flange. Please refer to ADR 13/00 for mounting instructions.  
Accessory P/N 59401C - Chrome Flange, P/N 59401 - Grommet

146mm

86mm91mm 113mm 109mm

89mm91mm

14mm 24mm 12mm

134mm139mm 139mm 136mm 157mm160mm

16mm
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Function Stop/Tail/Reflector
Size 134mm x 86mm x 16mm
Voltage Multivolt 12-24V
Plug 30cm, Use Part No. 53102
Grommet Use Part No. 59401

Draw Stop Tail
@13.8V 0.10A 0.03A
@28V 0.05A 0.02A

Approvals Function Category CTA
ECE Stop/Tail/Ref 49/00 47/00 060265

Function Rear Indicator/Reflector
Size 134mm x 86mm x 16mm
Voltage Multivolt 12-24V
Plug 30cm, Use Part No. 53102
Grommet Use Part No. 59401

Draw Indicator
@13.8V 0.10A
@28V 0.05A

Approvals Function Category CTA
ECE Indicator/Ref 1/00 47/00 060216

Function Reverse/Reflector
Size 134mm x 86mm x 16mm
Voltage Multivolt 12-24V
Plug 30cm, Use Part No. 53102
Grommet Use Part No. 59401

Draw Reverse
@13.8V 0.33A
@28V 0.10A

Approvals Function Category CTA
ECE Reverse/Ref 1/00 47/00 060262

133WMG - Blister
133WMB - Bulk, Lamp Only

Part Numbers

133AMG - Blister
133AMB - Bulk, Lamp Only

Part Numbers

133RMG - Blister
133RMB - Bulk, Lamp Only

Part Numbers

Lamp 
Only. 

Active

Lamp 
Only. 

Active

Lamp 
Only. 

Active

Lamp in 
Grommet. 

Inactive

Lamp in 
Grommet. 

Inactive

Lamp in 
Grommet. 

Inactive

133 SERIES
Cost Competitive Truck Range

Recess Mount with Grommet
Retro fit lamps. If new installation, fit grommet or stainless steel flange into cut 
out (cut out 139 x 91mm), plug 53102 wire into lamp and run through back then 
push into grommet/flange. Accessory P/N 59401C - Chrome Flange, P/N 59401 - 
Grommet, P/N 53102 - 3 Pin Plug

Blister Includes 

 Grommet & Plug

Blister Includes 

 Grommet & Plug

Blister Includes 

 Grommet & Plug

146mm

86mm91mm 113mm 109mm

89mm91mm

14mm 24mm 12mm

134mm139mm 139mm 136mm 157mm160mm

16mm

146mm

86mm91mm 113mm 109mm

89mm91mm

14mm 24mm 12mm

134mm139mm 139mm 136mm 157mm160mmCut  
Out
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Function Stop/Tail/Reflector
Size 134mm x 86mm x 16mm
Voltage Multivolt 12-24V
Plug 30cm, Use Part No. 53102
Grommet Use Part No. 59401

Draw Stop Tail
@13.8V 0.24A 0.04A
@28V 0.11A 0.02A

Approvals Function Category CTA
ECE Stop/Tail/Ref 49/00 47/00 060263

Function Rear Indicator/Reflector
Size 134mm x 86mm x 16mm
Voltage Multivolt 12-24V
Plug 30cm, Use Part No. 53102
Grommet Use Part No. 59401

Draw Indicator
@13.8V 0.28A
@28V 0.12A

Approvals Function Category CTA
ECE Indicator/Ref 6/00 47/00 060264

Function Reverse/Reflector
Size 134mm x 86mm x 16mm
Voltage Multivolt 12-24V
Plug 30cm, Use Part No. 53102
Grommet Use Part No. 59401

Draw Reverse
@13.8V 0.47A
@28V 0.16A

Approvals Function Category CTA
ECE Reverse/Ref 1/00 47/00 060269

134WMB - Bulk, Lamp Only
Part Numbers

134AMG - Blister
134AMB - Bulk, Lamp Only

Part Numbers

134RMG - Blister
134RMB - Bulk, Lamp Only

Part Numbers

Lamp 
Only. 

Active

Lamp 
Only. 

Active

Lamp 
Only. 

Active

Lamp in 
Grommet. 

Inactive

Lamp in 
Grommet. 

Inactive

134 SERIES
Cost Competitive Truck Range

Recess Mount with Grommet
Retro fit lamps. If new installation, fit grommet or stainless steel flange into cut 
out (cut out 139 x 91mm), plug 53102 wire into lamp and run through back then 
push into grommet/flange. Accessory P/N 59401C - Chrome Flange, P/N 59401 - 
Grommet, P/N 53102 - 3 Pin Plug

Blister Includes 

 Grommet & Plug

Blister Includes 

 Grommet & Plug

146mm

86mm91mm 113mm 109mm

89mm91mm

14mm 24mm 12mm

134mm139mm 139mm 136mm 157mm160mm

16mm

146mm

86mm91mm 113mm 109mm

89mm91mm

14mm 24mm 12mm

134mm139mm 139mm 136mm 157mm160mmCut  
Out
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Function Rear Indicator
Size 135mm x 38mm x 24mm
Voltage Multivolt 12-24V
Cable 40cm

Draw Indicator
@13.8V 0.16A
@28V 0.06A

Approvals Function Category CTA
ADR Indicator 6/00/2a 060176

Function Stop/Tail
Size 135mm x 38mm x 24mm
Voltage Multivolt 12-24V
Cable 40cm

Draw Stop Tail
@13.8V 0.11A 0.02A
@28V 0.08A 0.02A

Approvals Function Category CTA
ADR Stop/Tail 49/00 060200

Function Reverse
Size 135mm x 38mm x 24mm
Voltage Multivolt 12-24V
Cable 40cm

Draw Reverse
@13.8V 0.16A
@28V 0.06A

Approvals Function Category CTA
ADR Reverse 1/00 060199

135WM - Blister
Part Number

135AM - Blister

Part Number

135RM - Blister
Part Number

135mm

470mm

80mm

38mm

133mm

36mm

24mm

175mm 175mm
30mm

10mm

70mm

Cut Out
Grommet 

135mm

470mm

80mm

38mm

133mm

36mm

24mm

175mm 175mm
30mm

10mm

70mm

135mm

470mm

80mm

38mm

133mm

36mm

24mm

175mm 175mm
30mm

10mm

70mm

Function Stop/Tail/Indicator
Size 135mm x 38mm x 24mm
Voltage Multivolt 12-24V
Cable 40cm

Draw Stop Tail Indicator
@13.8V 0.12A 0.01A 0.21A
@28V 0.08A 0.02A 0.11A

Approvals Function Category CTA
ADR Stop/Tail 49/00 060215
ADR Indicator 6/00/2a 060215

135ARM/2 - Twin Blister
Part Number

135 SERIES
Surface Mounted Design or 
Recess Mount with Accessory Grommet

Surface Mount Bracket Clip in Lamp (Grommet Available)
Surface mount horizontally with screws or plugs provided, or recess mount 
with grommet (Cut out size 133mm x 36mm) run wires through back and clip 
lens into place. Accessory P/N 135G-1 - Rubber Grommet
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Function Stop/Tail/Ind/Reflector/Licence
Size 150mm x 80mm x 29mm
Voltage 12 Volt Only
Cable 40cm

Draw Stop Tail Indicator
@13.8V 0.05A 0.07A 0.08A
@28V 0.07A 0.08A 0.07A

Approvals Function Category CTA
ECE Stop/Tail 49/00 060140
ECE Indicator 6/00 2a 060140
ECE Reflector 47/00 060140
ECE Licence 48/00 060140

149BARLP2 - 12V, Twin Blister
Part Number

Function Stop/Tail/Ind/Reflector/Licence
Size 150mm x 80mm x 29mm
Voltage 12 Volt or Multivolt 12-24V
Cable 40cm

Draw Stop Tail Indicator
@13.8V 0.05A 0.07A 0.08A
@28V 0.07A 0.08A 0.07A

Approvals Function Category CTA
ECE Stop/Tail 49/00 060140
ECE Indicator 6/00 2a 060140
ECE Reflector 47/00 060140
ECE Licence 48/00 060140

149BAR4P - 12V, 4 Pin Plug, Bulk
149BARL4P - 12V, 4 Pin Plug, Licence Lamp, Bulk
149BARM4P - 12-24V, 4 Pin Plug, Bulk
149BARLM4P - 12-24V, 4 Pin Plug, Licence Lamp, Bulk

Part Numbers

149BARLP2/10 - Twin Blister

Part Number

Function Stop/Tail/Ind/Reflector/Licence
Size 150mm x 80mm x 29mm
Voltage 12 Volt Only
Cable 10m

Draw Stop Tail Indicator
@13.8V 0.05A 0.07A 0.08A
@28V 0.07A 0.08A 0.07A

Approvals Function Category CTA
ECE Stop/Tail 49/00 060140
ECE Indicator 6/00 2a 060140
ECE Reflector 47/00 060140
ECE Licence 48/00 060140

149 SERIES 
Small Trailer with Inbuilt Reflector/Licence

80mm

29mm150mm

100mm

80mm

29mm150mm

100mm

Suface Mount Lamp - Bolt Fix
Mount onto flat surface Horizontally or Vertically with Indicator facing 
outside or at the top using bolts in the rear of the lamp. Please refer to 
ADR 13/00 for mounting instructions.

Perfect for 
Boat Trailers

10 Metre Trailer Kit

See Page 218
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• Harness System Compatible
• Manufactured Since 2006
• Multivolt System Available

Benchmark Lifetime Warranty series from LED Autolamps. The original 
rear combination lamp with a lifetime warranty. We guarantee it for 
20 years.

First introduced in Australia December 2006 with a lifetime warranty 
and as of January 2023, LED Autolamps have sold over 1.3 million units 
with a minimal 0.2% return rate. This product is built to the highest 
quality standards and comes with a lifetime guarantee. An Australian 
first for rear combination lamps, making the 100/150 Series lamps the 
most reliable rear combination LED automotive product in Australia. 

Manufactured using high-quality LEDs and associated components 
to drive the LEDs within their electrical parameters and using FR4 
PCB material which is known to retain high mechanical values and 
electrical insulation qualities. The PCB is fully encased in a specially 
formulated polyester resin designed for durability and resistance 
to tearing, abrasion and heat. This procedure to the PCB design 
completely protects the electrical 
components from the elements. 
The lifespan of the electrical 
components has a manufacturer’s 
warranty of 100,000 hours. The 
average trailer use is 1000 hours 
per year this equates to 100 years 
of use. 

The 100/150 series is completely 
waterproof and rated to IP67 
submersible to 1 metre. The 
cabling and plug system has 
tinned copper wire; this type of 
wire is used in the marine industry 
for its resistance to corrosion and 
doesn’t oxidize. 

This lamp has been outperforming 
all others in its class in the auto 
lamps market for 17 years and is 
tried and trusted by major OEMs 
and retailers Australia wide.   
LED Autolamps have 100% 
confidence in this product which 
is why all 100/150 Series models 
include a lifetime warranty.

The Tradesman Choice for Reliability and DurabilityThe Tradesman Choice for Reliability and Durability
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Suface Mount Lamp - Bolt Fix
Mount onto flat surface using bolts at the back 
of the lamp, run wire and plug through 10mm 
hole in fixing surface. Please refer to ADR 13/00.

Suface Mount Lamp - Bolt Fix
Mount onto flat surface using bolts at the back 
of the lamp, run wire and plug through 10mm 
hole in fixing surface. Please refer to ADR 13/00.

Approvals Function Category CTA
ADR Stop/Tail 49/00 060142
ADR Indicator 6/00 Cat2a 060142
ADR Reflector 47/00 060142
ADR (ARM) ST/T/I/R As Above 060109

100BAR - 12V, Bulk
100BAR2 - 12V, Twin Blister
100ARM - 12-24V, Blister

Part Numbers

Approvals Function Category CTA
ADR Stop/Tail 49/00 060113
ADR Indicator 6/00 Cat2a 060113
ADR Reflector 47/00 060113
ADR (ARM) ST/T/I/R As Above 060294

150BAR - 12V, Bulk
150BAR2 - 12V, Twin Blister
150ARM - 12-24V, Blister

Part Numbers

70mm

100mm

100mm

22mm

70mm

100mm

100mm

22mm

100mm

100mm

150mm

80mm

22mm

150mm

80mm

24mm

100mm

100mm

150mm

80mm

22mm

150mm

80mm

24mm

LIFETIME
WARRANTY

LIFETIME
WARRANTY

Function Stop/Tail/Indicator/Reflector
Size 100mm x 100mm x 22mm
Voltage 12 Volt or Multivolt 12-24V
Cable 40cm with plug
Draw Stop Tail Ind
@13.8V 0.13A 0.04A 0.12A
@28V 0.12A 0.06A 0.07A

Function Stop/Tail/Indicator/Reflector
Size 150mm x 80mm x 24mm
Voltage 12 Volt or Multivolt 12-24V
Cable 40cm with plug
Draw Stop Tail Ind
@13.8V 0.13A 0.04A 0.12A
@28V 0.12A 0.06A 0.07A

100/150 SERIES 
Premium Small Trailer Lamps

See Page 218

See Page 218
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Function Stop/Tail/Indicator/Reflector 
Size 150mm x 80mm x 22mm
Voltage 12 Volt Only
Cable 40cm

Draw Stop Tail Indicator
@13.8V 0.13A 0.04A 0.12A

Approvals Function Category CTA
ECE Stop/Tail 49/00 060147
ECE Indicator 6/00 2a 060147
ECE Reflector 47/00 060147

Function Stop/Tail/Indicator/Reflector 
Size 100mm x 100mm x 22mm
Voltage 12 Volt Only
Cable 40cm

Draw Stop Tail Indicator
@13.8V 0.13A 0.04A 0.12A

Approvals Function Category CTA
ECE Stop/Tail 49/00 060139
ECE Indicator 6/00 2a 060139
ECE Reflector 47/00 060139

101BAR - Bulk Box
101BAR2 - Twin Blister

Part Numbers

15 Years in Production

15 Years in Production

70mm

100mm

100mm

22mm

70mm

100mm

100mm

22mm

151BAR - Bulk Box
151BAR2 - Twin Blister

Part Numbers

80mm

150mm

2
2
m
m

10
0m
m

8
0m
m

15
0m
m

22mm

100mm

101/151 SERIES 
Small Trailer with Inbuilt Reflector

Suface Mount Lamp - Bolt Fix
Mount onto flat surface with indicator at top using bolts in back of 
lamp, run wire through 10mm hole in fixing surface. Please refer to 
ADR 13/00 for mounting instructions.

Bolt Suface Mount
Mount onto flat surface with indicator at top using bolts in back of 
lamp, run wire through 10mm hole in fixing surface. Please refer to 
ADR 13/00 for mounting instructions.
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Function Stop/Tail/Indicator/Reflector
Size 150mm x 80mm x 22mm
Voltage 12 Volt Only
Cable 40cm

Draw Stop Tail Ind
@13.8V 0.07A 0.01A 0.06A

Approvals Function Category CTA
ADR Stop/Tail 49/00 060238
ADR Indicator 6/00 2a 060238
ADR Reflector 48/00 060238

Function Stop/Tail/Ind/Licence/Reflector
Size 150mm x 80mm x 22mm
Voltage 12 Volt Only
Cable 6m & 70cm Licence

Draw Stop Tail Ind
@13.8V 0.07A 0.01A 0.06A

Approvals Function Category CTA
ADR Stop/Tail 49/00 060238
ADR Indicator 6/00 2a 060238
ADR Reflector 48/00 060238
ECE Licence 47/00 060032

13 Years in Production

13 Years in Production

80mm

150mm

2
2
m
m

10
0m
m

8
0m
m

15
0m
m

22mm

100mm

80mm

150mm

2
2
m
m

10
0m
m

8
0m
m

15
0m
m

22mm

100mm

H155/50 - Bulk Box of 50
Part Number

H155BARLP2/6 - Twin Blister Kit 
H155BARLP2/6B - Bulk

Part Numbers

H155 SERIES 
Small Trailer with Inbuilt Reflector

Suface Mount Lamp - Bolt Fix
Mount onto flat surface with indicator at top using bolts in back of 
lamp, run wire through 10mm hole in fixing surface. Please refer to 
ADR 13/00 for mounting instructions.

Bolt Suface Mount
Mount onto flat surface with indicator at top using bolts in back of 
lamp, run wire through 10mm hole in fixing surface. Please refer to 
ADR 13/00 for mounting instructions.

6 Metre  
Trailer Kit
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Function Reverse
Size 164mm x 57mm x 18mm
Voltage Multivolt 12-24V
Plug Part No. 53102
Grommet Part No. 54101

Draw Reverse
@13.8V 0.13A

Approvals Function Category CTA
ADR Reverse 1/00 050888

Blister Includes 

 Grommet & Plug

Blister Includes 

 Grommet & Plug

Blister Includes 

 Grommet & Plug

Recess Mount with Grommet
Horizontally fit grommet into cut out (164mm x 58mm) in mounting 
surface, run wire through back of lamp and then push lamp into 
grommet. Please refer to ADR 13/00 for mounting instructions. 
Accessory P/N 54101 - Grommet, P/N 53102 - 3 Pin Plug

164 SERIES
Oval Design Recess Mounted Lamps

164mm

57mm

171mm

18mm

61mm

Function Stop/Tail
Size 164mm x 57mm x 18mm
Voltage Multivolt 12-24V
Plug Part No. 53102
Grommet Part No. 54101

Draw Stop Tail
@13.8V 0.30A 0.02A

Approvals Function Category CTA
ADR Stop/Tail 49/00 050890

Function Rear Indicator
Size 164mm x 57mm x 18mm
Voltage Multivolt 12-24V
Plug Part No. 53102
Grommet Part No. 54101

Draw Indicator
@13.8V 0.13A

Approvals Function Category CTA
ADR Indicator 6/00 2a 050889

Cut Out

164mm

57mm

171mm

18mm

61mm

164RM - Single Blister
Part Number

164AM - Single Blister
Part Number

164WM - Single Blister
Part Number

164mm164mm

192mm192mm

171mm171mm

85mm85mm 60mm60mm

58mm58mm

39mm39mm
20mm20mm

25mm25mm
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30mm 148mm

100mm

175mm 30mm 148mm

100mm

175mm 30mm 148mm

100mm

175mmAA BB

174 SERIES
New Design Rear Signal Lamps

Suface Mount Lamp - Bolt Fix
Mount horizontally or vertically (Except 
Reverse) onto a flat surface using bolts 
supplied (Can be screw fit). Please refer 
to ADR 13/00 for mounting instructions.

Function Rear Indicator
Size 175mm x 100mm x 30mm
Voltage Multivolt 12-24V
Cable 40cm

Draw Indicator
@13.8V TBA
@28V TBA

Approvals Function Category CTA
ECE Indicator 6/00/2a 061104

Function Stop/Tail
Size 175mm x 100mm x 30mm
Voltage Multivolt 12-24V
Cable 40cm

Draw Stop Tail
@13.8V TBA TBA
@28V TBA TBA

Approvals Function Category CTA
ECE Stop/Tail 49/00 061104

Function Reverse
Size 175mm x 100mm x 30mm
Voltage Multivolt 12-24V
Cable 40cm

Draw Reverse
@13.8V 0.21A
@28V 0.21A

Approvals Function Category CTA
ECE Reverse 1/00 061104

Function Stop/Tail/Indicator
Size 175mm x 100mm x 30mm
Voltage Multivolt 12-24V
Cable 40cm

Draw Stop Tail Indicator
@13.8V TBA TBA TBA
@28V TBA TBA TBA

Approvals Function Category CTA
ECE Stop/Tail 49/00 061108
ECE Indicator 6/00/2a 061108174ARMB - Single Bulk

Part Numbers

174WMB - Single Bulk
Part Numbers

174AMB - Single Bulk
Part Numbers

174RMB - Single Bulk
Part Numbers

Active

Active

Active

Active
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200mm

50mm

28mm

160mm

200mm

200mm

92mm

134mm28mm

42mm

160mm

84mm

160mm
200mm

50mm

28mm

160mm

200mm

200mm

92mm

134mm28mm

42mm

160mm

84mm

160mm

Function Stop/Tail
Size 200mm x 50mm x 28mm
Voltage Multivolt 12-24V
Cable 40cm

Draw Stop Tail
@13.8V 0.32A 0.04A
@28V 0.18A 0.04A

Approvals Function Category CTA
ADR Stop/Tail 49/00 060095200BRM - Single Blister

Part Number

Function Rear Indicator
Size 200mm x 50mm x 28mm
Voltage Multivolt 12-24V
Cable 40cm

Draw Indicator
@13.8V 0.39A
@28V 0.19A

Approvals Function Category CTA
ADR Indicator 6/00 2a 060095

200BAM - Single Blister

Part Number

Function Reverse
Size 200mm x 50mm x 28mm
Voltage Multivolt 12-24V
Cable 40cm

Draw Reverse
@13.8V 0.34A
@28V 0.18A

Approvals Function Category CTA
ADR Reverse 1/00 060095

Function Stop/Tail/Indicator/Reverse
Size 200mm x 50mm x 28mm
Voltage Multivolt 12-24V
Cable 40cm

Draw Stop Tail Ind Rev
@13.8V 0.29A 0.09A 0.19A 0.08A
@28V 0.16A 0.07A 0.07A 0.02A

Approvals Function Category CTA
N/A N/A N/A Non ADR

200BWM - Single Blister
Part Number

200BSTIRMB - Single Box
Part Number

200 SERIES 
Original Design, 18 Years in Production

Screw Surface Mount - Clip in Lamp
Horizontally surface mount bracket, run wires through back and clip lens into 
place. Please refer to ADR 13/00 for mounting instructions.  
Accessory: P/N 200B1B - Single Black Bracket, P/N 200B1C - Single Chrome Bracket

Inactive

Inactive

Inactive
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Function Stop/Tail/Indicator
Size 200mm x 92mm x 28mm
Voltage Multivolt 12-24V
Cable 40cm

Draw Stop Tail Indicator
@13.8V 0.32A 0.04A 0.34A
@28V 0.18A 0.04A 0.19A

Approvals Function Category CTA
ADR Stop/Tail 49/00 060095
ADR Indicator 6/00 2a 060095

200BARM - Single Blister

Part Number

Function Stop/Tail/Indicator/Reverse
Size 200mm x 50mm x 28mm
Voltage Multivolt 12-24V
Cable 40cm

Draw Stop Tail Ind Rev
@13.8V 0.29A 0.09A 0.19A 0.08A
@28V 0.16A 0.07A 0.07A 0.02A

Approvals Function Category CTA
ECE Stop/Tail 49/00 060232
ECE Indicator 6/00 2a 060232
ECE Reverse 1/00 060232

200BIRSTME2 - Twin Blister

Part Number

Function Stop/Tail/Indicator
Size 200mm x 50mm x 28mm
Voltage 12 Volt, Multivolt 12-24V
Cable 40cm

Draw Stop Tail Indicator
@13.8V 0.13A 0.02A 0.13A
@28V 0.40A 0.03A 0.40A

Approvals Function Category CTA
ADR Stop/Tail 49/00 046885
ADR Indicator 6/00 2a 046885

201BSTIB - 12 Volt, Single Box
201BSTIM - 12-24 Volt, Single Blister

Part Number

Function Stop/Tail/Indicator
Size 200mm x 50mm x 28mm
Voltage Multivolt 12-24V
Cable 40cm

Draw Stop Tail Indicator
@13.8V 0.29A 0.09A 0.19A
@28V 0.16A 0.07A 0.07A

Approvals Function Category CTA
ADR Stop 49/00 060135
ADR Tail 49/00 060135
ADR Indicator 6/00 2a 060135

200BSTIM - Single Blister
200BSTIMB - Single Bulk

Part Numbers

200mm

50mm

28mm

160mm

200mm

200mm

92mm

134mm28mm

42mm

160mm

84mm

160mm

200mm

50mm

28mm

160mm

200mm

200mm

92mm

134mm28mm

42mm

160mm

84mm

160mm
200mm

50mm

28mm

160mm

200mm

200mm

92mm

134mm28mm

42mm

160mm

84mm

160mm

200/201 SERIES 
Original Design, 18 Years in Production

Screw Surface Mount - Clip in Lamp
Horizontally surface mount bracket, run wires through 
back and clip lens into place. Please refer to ADR 13/00 
for mounting instructions. Accessory: P/N 200B1C - 
Single Chrome Bracket, P/N 200B2C - Twin Chrome Bracket

Inactive

Inactive

Inactive

Inactive
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Function Stop/Tail/Indicator/Licence
Size LHS 200mm x 92mm x 28mm 

RHS 200mm x 113mm x 28mm
Voltage 12 Volt Only
Cable 40cm with Plug

Draw Stop Tail Ind Lic
@13.8V 0.18A 0.07A 0.17A 0.02A

Approvals Function Category CTA
ADR Stop/Tail 49/00 037371
ADR Indicator 6/00 2a 037371
ADR Licence 47/00 037371

Function Stop/Tail/Indicator/Licence
Size LHS 200mm x 92mm x 28mm 

RHS 200mm x 113mm x 28mm
Voltage 12 Volt Only
Cable 40cm with Plug

Draw Stop Tail Ind Lic
@13.8V 0.18A 0.07A 0.17A 0.02A

Approvals Function Category CTA
ADR Stop/Tail 49/00 061235
ADR Indicator 6/00 2a 061235
ADR Licence 47/00 061235

Function Stop/Tail/Indicator/Licence
Size LHS 200mm x 92mm x 28mm 

RHS 200mm x 113mm x 28mm
Voltage 12 Volt Only
Cable 9m with Plug

Draw Stop Tail Ind Lic
@13.8V 0.18A 0.07A 0.17A 0.02A

Approvals Function Category CTA
ADR Stop/Tail 49/00 037371
ADR Indicator 6/00 2a 037371
ADR Licence 47/00 037371

200mm

92mm
113mm

42mm

28mm

22mm
160mm

200mm

92mm
113mm

42mm

28mm

22mm
160mm

200mm

92mm
113mm

42mm

28mm

22mm
160mm

207BARLP2 - Left/Right Side, Twin Blister
207BAR4P - Left Side, 4 Pin Plug, Bulk
207BARL4P - Right Side, Licence, 4 Pin Plug, Bulk

Part Numbers

207BBARLP2 - Left/Right Side, Twin Blister

Part Numbers

207BAR9 - Left Side, 4 Pin Plug, Bulk
207BARL9 - Right Side, Licence, 4 Pin Plug, Bulk

Part Numbers

207 SERIES 
Boat Trailer Lamps with Licence Lamp

Suface Mount Lamp - Bolt Fix
Mount onto flat surface horizontally with stainless 
steel bolts at back of lamps and run cable through 
12mm hole. Please refer to ADR 13/00.

To Suit Trailers Up to 8m

See Page 220

See Page 220

See Page 220

NEW DESIGN

Inactive

Inactive

Inactive
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210mm

160mm

110mm

22mm

210mm

160mm

110mm

22mm

Function Stop/Tail/Ind/Reflector/Licence
Size 210mm x 110mm x 22mm
Voltage 12 Volt Only
Cable 8m with Plug

Draw Stop Tail Ind
@13.8V 0.117A 0.045A 0.150A

Approvals Function Category CTA
ADR Stop/Tail 49/00 060158
ADR Indicator 6/00 2a 060158
ADR Reflector 47/00 060158
ADR Licence 48/00 060158

209GARLP2/8M - Left/Right Side, Twin Blister

Part Number

To Suit  
Trailers Up 

to 8m

209GARLP2 - Left/Right Side, 4 Pin Plug, Twin Blister
209GAR4P - Left Side, 4 Pin Plug, Bulk
209GARL4P - Right Side, Licence, 4 Pin Plug, Bulk

Part Numbers

Function Stop/Tail/Ind/Reflector/Licence
Size 210mm x 110mm x 22mm
Voltage 12 Volt Only
Cable 40cm with Plug

Draw Stop Tail Ind
@13.8V 0.117A 0.045A 0.150A

Approvals Function Category CTA
ADR Stop/Tail 49/00 060158
ADR Indicator 6/00 2a 060158
ADR Reflector 47/00 060158
ADR Licence 48/00 060158

209 SERIES 
Boat Trailer Lamps with Licence Lamp
and Inbuilt Reflex Reflectors

Suface Mount Lamp - Bolt Fix
Mount onto flat surface horizontally with stainless 
steel bolts at back of lamps and run cable through 
12mm hole. Please refer to ADR 13/00.

See Page 220
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Function Stop/Tail/Ind/Reflector/Licence
Size 215mm x 105mm x 30.5mm
Voltage 12 Volt Only
Cable 10m

Draw Stop Tail Ind
@13.8V 0.15A 0.41A 0.18A

Approvals Function Category CTA
ADR Stop/Tail 49/00 060388
ADR Indicator 6/00 2a 060388
ADR Reflector 47/00 060388
ADR Licence 48/00 060388

Function Stop/Tail/Ind/Reflector/Licence
Size 215mm x 105mm x 30.5mm
Voltage 12 Volt Only
Cable 40cm

Draw Stop Tail Ind
@13.8V 0.15A 0.41A 0.18A

Approvals Function Category CTA
ADR Stop/Tail 49/00 060388
ADR Indicator 6/00 2a 060388
ADR Reflector 47/00 060388
ADR Licence 48/00 060388

215mm

160mm

105mm

30.5mm

215mm

160mm

105mm

30.5mm

To Suit Trailers  
Up to 10m

215 SERIES 
Boat Trailer Lamps with Licence Plate 
Lamp and Inbuilt Reflex Reflector

Diffused Tail Light

Diffused Tail Light

215ARLP2 - Left/Right Side, 40cm, Twin Blister
215ARLP2B - Left/Right Side, 40cm, Twin Bulk
215ARB - Left Side, Bulk
215ARLB - Right Side, Licence, Bulk

Part Numbers

215ARLP2-10M - Left/Right Side, 10m, Twin Blister
215ARLP2-10MB - Left/Right Side, 10m, Twin Bulk
215AR-10B - Left Side, 10m, Bulk
215ARL-10B - Right Side, Licence, 10m, Bulk

Part Numbers

Suface Mount Lamp - Bolt Fix
Mount onto flat surface horizontally with stainless 
steel bolts at back of lamps and run cable through 
12mm hole. Please refer to ADR 13/00.

Inactive

Inactive
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Function Stop/Tail/Ind/Reflector/Licence
Size 215mm x 105mm x 30.5mm
Voltage 12 Volt Only
Cable 10m

Draw Stop Tail Ind
@13.8V 0.22A 0.41A 0.27A

Approvals Function Category CTA
ADR Stop/Tail 49/00 060355
ADR Indicator 6/00 2a 060355
ADR Licence 48/00 060355

Function Stop/Tail/Ind/Reflector/Licence
Size 215mm x 105mm x 30.5mm
Voltage 12 Volt Only
Cable 40cm

Draw Stop Tail Ind
@13.8V 0.22A 0.41A 0.27A

Approvals Function Category CTA
ADR Stop/Tail 49/00 060355
ADR Indicator 6/00 2a 060355
ADR Licence 48/00 060355

216ARLP2 - Left/Right Side, 40cm, Twin Blister
216ARLP2B - Left/Right Side, 40cm, Twin Bulk
216ARB - Left Side, Bulk
216ARLB - Right Side, Licence, Bulk

Part Numbers

216ARLP2-10M - Left/Right Side, 10m, Twin Blister
216ARLP2-10MB - Left/Right Side, 10m, Twin Bulk
216AR-10B - Left Side, 10m, Bulk
216ARL-10B - Right Side, Licence, 10m, Bulk

Part Numbers

215mm

160mm

105mm

30.5mm

215mm

160mm

105mm

30.5mm

To Suit Trailers  
Up to 10m

216 SERIES 
Boat Trailer Lamps with Licence Plate 
Lamp and Inbuilt Reflex Reflector

Diffused Tail Light

Diffused Tail Light

Suface Mount Lamp - Bolt Fix
Mount onto flat surface horizontally with stainless 
steel bolts at back of lamps and run cable through 
12mm hole. Please refer to ADR 13/00.

Inactive

Inactive
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235W12E  - 12 Volt, Clear Lens, Blister Single
235W24E  - 24 Volt, Clear Lens, Blister Single

Part Numbers

235BT-2  - 12 Volt, Red Lens, Twin Blister
235BTC-2  - 12 Volt, Grey Lens, Twin Blister

Part Numbers

235 SERIES 
Single Function Lamps and Surface Mounted 
Diffused Tail Lamp Housing

Function Stop/Tail
Size 237mm x 25mm x 3mm
Voltage 12 Volt or 24 Volt
Cable 40cm

Draw Stop Tail
@13.8V 0.14A 0.04A
@28V 0.13A 0.05A

Approvals Function Category CTA
ADR Stop/Tail 49/00 060128

Function Rear Indicator
Size 237mm x 25mm x 3mm
Voltage 12 Volt or 24 Volt
Cable 40cm

Draw Indicator
@13.8V 0.16A
@28V 0.12A

Approvals Function Category CTA
ADR Indicator 6/00/2a 060128

Function Reverse
Size 237mm x 25mm x 3mm
Voltage 12 Volt or 24 Volt
Cable 40cm

Draw Reverse
@13.8V 0.26A
@28V 0.13A

Approvals Function Category CTA
ECE Reverse 1/00 060124

Function Tail Lamp Bracket for 235 Lamps
Size 261mm x 49mm x 23mm
Voltage 12 Volt
Cable 40cm

Draw
@13.8V TBA

Approvals Function Category CTA
ECE Tail 49/00 TBA

235R12  - 12 Volt, Coloured Lens, Blister Single
235R24  - 24 Volt, Coloured Lens, Blister Single

Part Numbers

Coloured Lens

Active

235CR12  - 12 Volt, Clear Lens, Blister Single
Part Number

Clear Lens

235A12  - 12 Volt, Coloured Lens, Blister Single
235A24  - 24 Volt, Coloured Lens, Blister Single

Part Numbers

Coloured Lens

Active

235CA12  - 12 Volt, Clear Lens, Blister Single
Part Number

Clear Lens

237mm

25mm

19mm

216mm

203mm

3mm
237mm

25mm

19mm

216mm

203mm

3mm

Surface Mount

237mm

25mm

19mm

216mm

203mm

3mm

Recess Cut Out

Recessed Mount - Screw Fix
Recess mount onto flat surface horizontally. Push lamp and grommet into cutout 
(cut out 203mm x 19mm) in mounting surface, run wires through back and fix with 
screws. Can also be mounted using surface mounting brackets sold separately. Please 
refer to ADR 13/00 for mounting instructions. Accessory P/N 235B1B - Single Surface 
Mounting Black Bracket. P/N 235C1B - Single Surface  Mounting Chrome Bracket

Diffused Tail Light

261mm

23mm

49mm

216mm

261mm

23mm

49mm

216mm

235 Series Tail Lamp Housing235 Series Single Lamp

Active

Active

Active

Active
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Active

235AR12  - 12 Volt, Clear Lens, Single Blister
Part Number

Active

235BBSTI12/2 - 12 Volt, Clear Lens, Twin Blister
Part Number

235BAR12  - 12 Volt, Clear Lens, Blister Single
Part Number

82mm

36mm

17mm

258mm

215.5mm

Bracket with lamp installed

Bracket without lamp installed

259mm

46mm

17mm

259mm

46mm

17mm

235 SERIES 
Combination Lamps

Function Stop/Tail/Indicator
Size 237mm x 25mm x 3mm
Voltage 12 Volt Only
Cable 40cm

Draw Stop Tail Indicator
@13.8V 0.14A 0.04A 0.16A

Approvals Function Category CTA
ECE Stop/Tail 49/00 060127
ECE Indicator 6/00 2a 060127

Recessed Fitting

Surface Mount

Surface Mount
Function Stop/Tail/Indicator
Size 258mm x 82mm x 17mm
Voltage 12 Volt Only
Cable 40cm

Draw Stop Tail Indicator
@13.8V 0.14A 0.04A 0.16A

Approvals Function Category CTA
ADR Stop/Tail 49/00 060128
ADR Indicator 6/00/2a 060128

Function Stop/Tail/Indicator
Size 259mm x 46mm x 17mm
Voltage 12 Volt Only
Cable 40cm

Draw Stop Tail Indicator
@13.8V 0.17A 0.02A 0.17A

Approvals Function Category CTA
ECE Stop/Tail 49/00 060127
ECE Indicator 6/00 2a 060127

Recessed or Surface Mount with Screws
Surface mount horizontally with screws provided run wire through hole in fixing 
surface. Please refer to ADR 13/00. for mounting instructions.  
Accessory:P/N. 235B1B - Single Surface Mounting Black Bracket,  
235C1B - Single Surface Mounting Chrome Bracket
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235ASEQ-2 - Twin Blister
235ASEQB - Single Bulk

Part Numbers

235CSEQ-2 - Twin Blister
235CSEQB - Single Bulk

Part Numbers

Recessed Mount - Screw Fix
Recess mount onto flat surface horizontally. Push lamp and grommet into cutout (cut out 203mm x 
19mm) in mounting surface, run wires through back and fix with screws. Can also be mounted using surface 
mounting brackets sold separately. Please refer to ADR 13/00 for mounting instructions.  
Accessory  
P/N 235B1B - Single Surface Mounting Black Bracket P/N 235C1B - Single Surface  Mounting Chrome Bracket
P/N 235BT-2 - Surface Mount Tail Light Housing for 235 Series Single Lamps (See Page 89) 
P/N 235BTC-2 - Surface Mount Tail Light Housing for 235 Series Single Lamps (See Page 89)

SEQUENTIAL FUNCTIONSEQUENTIAL FUNCTION

SEQUENTIAL INDICATORS 
DYNAMIC SERIES STRIP LAMPS

• Sequential Function
• Recessed Fitting, Includes Grommet
• 5 Year Warranty

Generally reserved for high-end European vehicles, you now can add that same classy look to your 
caravan, vehicle or trailer. Introducing the 235 and 380 series sequential rear indicators, with specially 
designed integrated circuitry as well as ECE road approval and benefits of a low profile compact fit, 
included with the latest technology in lighting.

Function Rear Indicator
Size 237mm x 25mm x 3mm
Voltage 12 Volt
Cable 40cm

Draw Indicator
@13.8V 0.35A

Approvals Function Category CTA
ECE Indicator 6/00 2a 060125

Function Rear Indicator
Size 237mm x 25mm x 3mm
Voltage 12 Volt
Cable 40cm

Draw Indicator
@13.8V 0.35A

Approvals Function Category CTA
ECE Indicator 6/00 2a 060125

237mm

25mm

19mm

216mm

203mm

3mm
237mm

25mm

19mm

216mm

203mm

3mm

237mm

25mm

19mm

216mm

203mm

3mm

Recess Cut Out

Coloured Lens

Clear Lens
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Recessed Mount - Screw Fix
Recess mount onto flat surface horizontally. Push lamp and grommet into cutout (cut 
out 340mm x 19mm) in mounting surface, run wires through back and fix with screws. 
Can also be mounted using surface mounting brackets sold separately. Please refer to 
ADR 13/00 for mounting instructions.  
Accessory  
P/N 380B1C - Single Surface Mounting Chrome Bracket 
P/N 380B2B - Twin Surface  Mounting Black Bracke

380ASEQ-2 - Twin Blister
380ASEQB - Single Bulk

Part Numbers

380CSEQ-2 - Twin Blister
380CSEQB - Single Bulk

Part Numbers

SEQUENTIAL INDICATORS 
DYNAMIC SERIES STRIP LAMPS

Function Rear Indicator
Size 382mm x 25mm x 3mm
Voltage 12 Volt
Cable 40cm

Draw Indicator
@13.8V 0.34A

Approvals Function Category CTA
ECE Indicator 6/00 2a 060130

Function Rear Indicator
Size 382mm x 25mm x 3mm
Voltage 12 Volt
Cable 40cm

Draw Indicator
@13.8V 0.34A

Approvals Function Category CTA
ECE Indicator 6/00 2a 060130

382mm

361mm

348mm

25mm

19mm

3mm

382mm

361mm

348mm

25mm

19mm

3mm382mm

361mm

348mm

25mm

19mm

3mm

Cut Out Size

235/380 SERIES 
Sequential Indicator Lamps

Coloured Lens

Clear Lens
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Function Stop/Tail
Size 382mm x 25mm x 3mm

404mm x 46mm x 17mm

Voltage 12 Volt Only
Cable 40cm

Draw Stop Tail
@13.8V 0.16A 0.04A

Approvals Function Category CTA
ADR Stop/Tail 49/00 060045

Function Rear Indicator
Size 382mm x 25mm x 3mm

404mm x 46mm x 17mm

Voltage 12 Volt
Cable 40cm

Draw Indicator
@13.8V 0.18A

Approvals Function Category CTA
ADR Indicator 6/00 2a 060045

Function Supplementary Reverse
Voltage 12 Volt
Size 382mm x 25mm x 3mm
Cable 40cm

Draw Reverse
@13.8V 0.14A

Approvals Function Category CTA
ADR Non ADR N/A N/A

380W12  - 12 Volt, Blister Single
Part Numbers

380R12  - 12 Volt, Blister Single
Part Numbers

380CR12 - Single Blister
Part Number

380A12  - 12 Volt, Blister Single
Part Numbers

380CA12 - Single Blister
Part Number

380 SERIES 
Single Function Lamps

Recessed Mount - Screw Fix
Recess mount onto flat surface horizontally. Push lamp and grommet into cutout (cut out 
340mm x 19mm) in mounting surface, run wires through back and fix with screws. Can also 
be mounted using surface mounting brackets sold separately. Please refer to ADR 13/00 for 
mounting instructions. Accessory P/N 380B1C - Single Surface Mounting Chrome Bracket. 
P/N 380B2B - Twin Surface  Mounting Black Bracket

382mm

361mm

348mm

25mm

19mm

3mm

382mm

361mm

348mm

25mm

19mm

3mm382mm

361mm

348mm

25mm

19mm

3mm

Cut Out Size

Recessed Fitting

Recessed Fitting

Recessed Fitting

Surface Mount

Surface Mount
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380BBSTI12  - Single Blister
Part Number

380BAR12  - Single Blister

Part Number

Function Stop/Tail/Indicator
Size 404mm x 46mm x 17mm
Voltage 12 Volt Only 
Cable 40cm

Draw Stop Tail Ind
@13.8V 0.17A 0.02A 0.17A

Approvals Function Approval No.
ECE Stop/Tail R1-S1-E9-02.11821
ECE Indicator 2a-E9-01.11821

Function Stop/Tail/Indicator
Size 428mm x 97mm x 17mm
Voltage 12 Volt Only
Cable 40cm

Draw Stop Tail Indicator
@13.8V 0.16A 0.04A 0.18A

Compliance Function Category CTA
ADR Stop/Tail 49/00 060045
ADR Indicator 6/00 2a 060045

404mm

46mm

17mm

404mm

46mm

17mm 17mm

97mm

428mm

17mm

97mm

428mm

380 SERIES 
Combination Lamps

Surface Mount - Screw Fix
Surface mount horizontally with screws provided run wire through 
hole in fixing surface. Please refer to ADR 13/00. for mounting 
instructions. Accessory P/N: P/N 380B1C - Single Surface 
Mounting Chrome Bracket 
P/N 380B2B - Twin Surface  Mounting Black Bracket 

Active

Surface Mount

Surface Mount

Inactive
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250 SERIES
Small Tray with Inbuilt Reflector

Part No. MFBKT

Right Angle Black Bracket

Function Stop/Tail/Indicator/Reverse/Reflector
Size 250mm x 80mm x 24mm
Voltage Multivolt 12-24V
Cable 40cm

Draw Stop Tail Ind Rev
@13.8V 0.04A 0.32A 0.32A 0.24A
@28V 0.17A 0.03A 0.17A 0.13A

Approvals Function Category CTA
ECE Stop/Tail 49/00 060163
ECE Indicator 6/00 060163
ECE Reverse 1/00 060163
ECE Reflector 47/00 060163

250ARWM - Blister
Part Number

250mm 275mm

80mm

24mm

100mm

33mm200mm

100mm

250mm 275mm

80mm 100mm

33mm200mm

100mm

Surface Mount - Bolt Fix
Surface mount using bolts in back of lamp, run wire 
and plug through 10mm hole in fixing surface. Please 
refer to ADR 13/00 for mounting instructions.

223 SERIES
Easy Mount Multi-fit Design

Surface Mount - Screw Fix
The screw covers on the left and right side of the lamp have been supplied not clipped-in 
for ease of installation. Once the lamps have been mounted using the screws provided, 
simply clip the covers in place. Important Note: If the screw covers ever need to be 
removed after installation,  locate the cover slots as marked on the drawing below, 
carefully insert only the tip of a standard 5mm flat screw driver into a slot, and lever 
slightly with the screw driver to release the cover from the lamp. 

Function Stop/Tail/Indicator/Reflector
Size 223mm x 96mm x 25mm
Voltage Multivolt 12-24V
Cable 30cm

Draw Stop Tail Indicator
@13.8V 0.15A 0.01A 0.18A
@28V 0.10A 0.04A 0.25A

Approvals Function Category CTA
ADR Stop/Tail 49/00 060222
ADR Indicator 6/00/2a 060222
ADR Reflector 47/00 060222

223mm

96mm

25mm
154mm
199mm

223mm

96mm

25mm
154mm
199mm

223mm

96mm

25mm
154mm
199mm

223BARM2 - Twin Blister
Part Number



95

 R
e
a
r 

S
ig

n
a
l 
L
a
m

p
s 

•  3M Tape/Screw Fitting 

•  Horizontal/Vertical Mount*  

•  Low Profile Design only 8mm!

•  IP67, 100% Fully Submersible
*Except the Reverse Lamp

ALL NEWALL NEW

COMPACT LOW PROFILECOMPACT LOW PROFILE
Rear Function LampsRear Function Lamps

Polycarbonate 
Clear Lens

Enhanced  
Optics

Metal Core  
PCB

Sleek Black 
Inner Base

Low Profile  
Only 8mm

30mm30mm

131mm131mm

8mm8mm

P/N: 12ACM-2 P/N: 12RCM-2 P/N: 12ARM-2 P/N: 12WM-2

LED Autolamps, ultra-compact, super low-profile rear function, 12 series lamps. However, 
small in size, they sure pack a punch regarding features and flexibility. Measuring just 
131mm wide, 30mm high, and 8mm on its side profile, it makes them perfect for small, 
tight spaces. Comprehensively tested to extreme IP67 with six high-powered SMD LEDs 
that shine brightly in all functions and exceeding the stringent ECE standards for road 
approval. The use of super-strong 3M tape with screws for fixing to any clean flat surface. 
The 12 series have been designed to be fit for purpose with ease of fit in mind and will 
not disappoint. See Page 49 for More Information.
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Function Stop/Tail/Indicator
Size 285mm x 25mm x 10mm
Voltage 12 Volt Only
Cable 8.5cm

Draw Stop Tail Indicator
@13.8V 0.24A 0.09A 0.14A

Approvals Function Category CTA
ECE Stop/Tail 49/00 060114
ECE Indicator 6/00 2a 060114

266mm

25mm

285mm
10mm

266mm

25mm

285mm
10mm

Function Stop/Tail
Size 285mm x 25mm x 10mm
Voltage 12 Volt Only
Cable 8.5cm

Draw Stop Tail
@13.8V 0.24A 0.09A

Approvals Function Category CTA
ECE Stop/Tail 49/00 060111

Function Rear Indicator
Size 285mm x 25mm x 10mm
Voltage 12 Volt Only
Cable 8.5cm

Draw Indicator
@13.8V 0.20A

Approvals Function Category CTA
ECE Indicator 6/00 2a 060112

Function Reverse
Size 285mm x 25mm x 10mm
Voltage 12 Volt Only
Cable 8.5cm

Draw Reverse
@13.8V 0.18A

Approvals Function Category CTA
ECE Reverse 1/00 060123

Part Number

Part Number

Part Number

Part Number

285BR12 - Black End Caps, Blister

285BA12 - Black End Caps, Blister

285BW12 - Black End Caps, Blister

285BAR12 - Black End Caps, Blister

285 SERIES - Black 
Slimline Low Profile Design Strip Lamps

Surface Mount - Screw Fix
Mount horizontally or vertically (Horizontally only for reverse lamps). Remove end caps, then 
fix to flat surface with screws supplied then refit end caps. Please refer to ADR 13/00 for 
mounting instructions. Accessory P/N285BB - Black End Cap,  P/N 285BC - Chrome End Cap

Inactive

Inactive

Inactive

Inactive
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Function Stop/Tail/Indicator
Size 285mm x 25mm x 10mm
Voltage 12 Volt Only
Cable 8.5cm

Draw Stop Tail Indicator
@13.8V 0.24A 0.09A 0.14A

Approvals Function Category CTA
ECE Stop/Tail 49/00 060114
ECE Indicator 6/00 2a 060114

266mm

25mm

285mm
10mm

266mm

25mm

285mm
10mm

285CAR12 - Blister
Part Number

Function Stop/Tail
Size 285mm x 25mm x 10mm
Voltage 12 Volt Only
Cable 8.5cm

Draw Stop Tail
@13.8V 0.24A 0.09A

Approvals Function Category CTA
ECE Stop/Tail 49/00 060111

Function Rear Indicator
Size 285mm x 25mm x 10mm
Voltage 12 Volt Only
Cable 8.5cm

Draw Indicator
@13.8V 0.20A

Approvals Function Category CTA
ECE Indicator 6/00 2a 060112

Function Reverse
Size 285mm x 25mm x 10mm
Voltage 12 Volt Only
Cable 8.5cm

Draw Reverse
@13.8V 0.18A

Approvals Function Category CTA
ECE Reverse 1/00 060123

285CR12 - Chrome End Caps, Blister
Part Number

285CA12 - Chrome End Caps, Blister
Part Number

285CW12 - Chrome End Caps, Blister
Part Number

285 SERIES - Chrome 
Slimline Low Profile Design Strip Lamps

Surface Mount - Screw Fix
Mount horizontally or vertically (Horizontally only for reverse lamps). Remove end caps, then 
fix to flat surface with screws supplied then refit end caps. Please refer to ADR 13/00 for 
mounting instructions. Accessory P/N285BB - Black End Cap,  P/N 285BC - Chrome End Cap

Inactive

Inactive

Inactive

Inactive
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Function Stop/Tail/Ind/Reflector
Size 275mm x 100mm x 22mm
Voltage 12 Volt or Multivolt 12-24V
Cable 28cm

Draw Stop Tail Ind
@13.8V 0.23A 0.04A 0.22A
@28V 0.12A 0.04A 0.12A

Approvals Function Category CTA
ADR Stop/Tail 49/00 060141
ADR Indicator 6/00 2A 060141
ADR Reflector 47/00 060141

Function Stop/Tail/Ind/Reverse
Size 275mm x 100mm x 22mm
Voltage 12 Volt or Multivolt 12-24V
Cable 30cm

Draw Stop Tail Ind Rev
@13.8V 0.21A 0.34A 0.12A 0.23A
@28V 0.10A 0.02A 0.06A 0.10A

Approvals Function Category CTA
ECE Stop/Tail 49/00 060145
ECE Indicator 6/00 2A 060145
ECE Reverse 1/00 060145

275AR - 12V, Blister
275ARB - 12V, Bulk
275MAR - 12-24V, Blister

Part Numbers

275ARW - 12V, Blister
275ARWB - 12V, Bulk
275ARWM - 12-24V, Blister
275ARWMB - 12-24V, Bulk

Part Numbers

22mm

275mm

100mm

115mm

22mm

275mm

100mm

115mm

22mm

275mm

100mm

115mm

22mm

275mm

100mm

115mm

22mm

275mm

100mm

115mm

22mm

275mm

100mm

115mm

22mm

275mm

100mm

115mm

22mm

275mm

100mm

115mm

22mm

275mm

100mm

115mm

22mm

275mm

100mm

115mm

22mm

275mm

100mm

115mm

22mm

275mm

100mm

115mm

Part No. MFBKT

Right Angle Black Bracket

Part No. MFBKT

Right Angle Black Bracket

Original Design

Original Design

275 SERIES
Small Tray Truck  
with Inbuilt Reflex Reflector

275 SERIES
Small Tray Truck with Reverse Lamp

Surface Mount - Bolt Fix
Surface mount using bolts in back of lamp, run wire and 
plug through 10mm hole in fixing surface. Please refer 
to ADR 13/00 for mounting instructions.

Surface Mount - Bolt Fix
Surface mount using bolts in back of lamp, run wire and 
plug through 10mm hole in fixing surface. Please refer 
to ADR 13/00 for mounting instructions.



99

 R
e
a
r 

S
ig

n
a
l 
L
a
m

p
s 

Function Stop/Tail/Ind/Reflector
Size 275mm x 100mm x 22mm
Voltage 12 Volt or Multivolt 12-24V
Cable 28cm

Draw Stop Tail Ind
@13.8V 0.23A 0.04A 0.22A
@28V 0.12A 0.04A 0.12A

Approvals Function Category CTA
ADR Stop/Tail 49/00 060141
ADR Indicator 6/00 2A 060141
ADR Reflector 47/00 060141

Function Stop/Tail/Ind/Reverse
Size 275mm x 100mm x 22mm
Voltage 12 Volt or Multivolt 12-24V
Cable 30cm

Draw Stop Tail Ind Rev
@13.8V 0.21A 0.34A 0.12A 0.23A
@28V 0.10A 0.02A 0.06A 0.10A

Approvals Function Category CTA
ECE Stop/Tail 49/00 060145
ECE Indicator 6/00 2A 060145
ECE Reverse 1/00 060145

22mm

275mm

100mm

115mm

22mm

275mm

100mm

115mm

22mm

275mm

100mm

115mm

22mm

275mm

100mm

115mm

22mm

275mm

100mm

115mm

22mm

275mm

100mm

115mm

Part No. MFBKT

Right Angle Black Bracket

Part No. MFBKT

Right Angle Black Bracket

Function Stop/Tail/Ind/Reflector
Size 275mm x 100mm x 22mm
Voltage Multivolt 12-24V
Cable 40cm with plug

Draw Stop Tail Ind

@13.8V 0.14A 0.07A 0.10A
@28V 0.11A 0.05A 0.12A

Approvals Function Category CTA
ADR Stop/Tail 49/00 060146
ADR Indicator 6/00/2a 060146
ADR Reflector 47/00 060146

275ARM - Blister

Part Number

LIFETIME
WARRANTY

Original Design
Function Stop/Tail/Indicator/Reverse/Reflector

Size 275mm x 100mm x 33mm
Voltage Multivolt 12-24V
Cable 20cm

Draw Stop Tail Ind Rev
@13.8V 0.23A 0.04A 0.22A 0.16A
@28V 0.12A 0.04A 0.12A 0.09A

Approvals Function Category CTA
ADR Stop/Tail 49/00 060144
ADR Indicator 6/00/2a 060144
ADR Reverse 1/00 060144
ADR Reflector 47/00 060144

275GARWM - Blister
275GARWMB - Bulk

Part Numbers

250mm 275mm

80mm 100mm

33mm200mm

100mm

250mm 275mm

80mm 100mm

33mm200mm

100mm

275 SERIES
Small Tray Truck  
with Inbuilt Reflex Reflector

275G SERIES
Small Tray Truck  
with Inbuilt Reflex Reflector

Surface Mount - Bolt Fix
Surface mount using bolts in back of lamp, run wire 
and plug through 10mm hole in fixing surface. Please 
refer to ADR 13/00 for mounting instructions.

Surface Mount - Bolt Fix
Surface mount using bolts in back of lamp, run wire 
and plug through 10mm hole in fixing surface. Please 
refer to ADR 13/00 for mounting instructions.

See Page 218
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280RM - Single Blister
Part Number

Individual Mounting
or Replacement for 

280/420 Series

280AM - Single Blister
Part Number

Individual Mounting
or Replacement for 

280/420 Series

280WM - Single Blister
Part Number

Individual Mounting
or Replacement for 

280/420 Series

20mm

91mm

91mm

280 SERIES 
Small Tray/Trailer or Truck

Surface Mount - Screw Fix/Bolt Fix
Single: Surface mount using rubber gasket and screws supplied. Can also be 
used as a replacement lamp for the 280 and 420 series lamps. Double: Surface 
mount (Horizontally or Vertically) onto a flat surface horizontally using screws, 
and run wire through the hole in the fixing surface.

28mm

190mm

95mm

100mm

28mm

282mm

95mm

116mm

280ARM - Single Blister
Part Number

280RWM - Single Blister
Part Number

Function Stop/Tail/Indicator
Size 190mm x 95mm x 28mm
Voltage Multivolt 12-24V
Cable 40cm

Draw Stop Tail Indicator Reverse
@13.8V 0.17A 0.01A 0.18A 0.20A
@28V 0.10A 0.02A 0.10A 0.13A

Approvals Function Category CTA
ECE Stop/Tail 49/00 060088
ECE Indicator 6/00 2a 060088
ECE Reverse 1/00 060088

Function Rear Indicator
Size 91mm x 91mm x 20mm
Voltage Multivolt 12-24V
Cable 10cm

Draw Indicator
@13.8V 0.18A
@28V 0.10A

Approvals Function Category CTA
ECE Indicator 6/00 2a 060088

Function Reverse
Size 91mm x 91mm x 20mm
Voltage Multivolt 12-24V
Cable 10cm

Draw Reverse
@13.8V 0.20A
@28V 0.13A

Approvals Function Category CTA
ECE Reverse 1/00 060088

Function Stop/Tail
Size 91mm x 91mm x 20mm
Voltage Multivolt 12-24V
Cable 10cm

Draw Stop Tail
@13.8V 0.18A 0.02A
@28V 0.04A 0.03A

Approvals Function Category CTA
ECE Stop/Tail 49/00 060088
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28mm

190mm

95mm

100mm

28mm

282mm

95mm

116mm

280ARRM - Single Blister
280ARRMB - Single Bulk

Part Numbers

280ARWM - Single Blister
280ARWMB - Single Bulk

Part Numbers

420ARRWM2 - Twin Blister
Part Number

280/420 SERIES 
Small Tray/Trailer or Truck

280TARWM - Blister
Part Number

28mm

420mm

95mm

116mm

Suface Mount - Bolt Fix
Mount onto flat surface horizontally with stainless steel bolts provided in 
assembly and run cable through 12mm hole. Please refer to ADR 13/00. 
for mounting instructions. Accessory P/N MFBKT - Multi Fit Right Angle 
Bracket for the Triple Assembly

Function Stop/Tail/Indicator/Reverse
Size 282mm x 95mm x 28mm
Voltage Multivolt 12-24V
Cable 1.2m

Draw Stop Tail Ind Rev
@13.8V 0.17A 0.01A 0.17A 0.19A
@28V 0.01A 0.01A 0.09A 0.11A

Approvals Function Category CTA
ECE Stop/Tail 49/00 060088
ECE Indicator 6/00 2a 060088
ECE Reverse 1/00 060088

Function Stop/Tail/Indicator/Reverse/Reflector
Size 420mm x 95mm x 28mm
Voltage Multivolt 12-24V
Cable 1.2m

Draw Stop Tail Ind Rev
@13.8V 0.30A 0.04A 0.14A 0.17A
@28V 0.22A 0.06A 0.11A 0.13A

Approvals Function Category CTA
ECE Stop/Tail 49/00 060088
ECE Indicator 6/00 2a 060088
ECE Reverse 1/00 060088
ECE Reflector 47/00 060088

Function Stop/Tail/Indicator/Reverse
Size 282mm x 95mm x 28mm
Voltage Multivolt 12-24V
Cable 1.2m

Draw Stop Tail Ind Rev
@13.8V 0.15A 0.02A 0.14A 0.17A
@28V 0.11A 0.03A 0.11A 0.13A

Approvals Function Category CTA
ECE Stop/Tail 49/00 060088
ECE Indicator 6/00 2a 060088
ECE Reverse 1/00 060088

Includes a 
Red Reflector

Includes a 
Red Reflector

In-built Reflectors

Inactive
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Function Stop/Tail/Indicator
Size 284mm x 100mm x 27mm
Voltage Multivolt 12-24V
Cable 20cm

Draw Stop Tail Ind
@13.8V 0.33A 0.03A 0.24A
@28V 0.17A 0.13A 0.13A

Approvals Function Category CTA
ADR Stop/Tail 49/00 047015
ADR Indicator 6/00/2a 047015

Function Stop/Tail/Indicator/Reverse
Size 284mm x 100mm x 27mm
Voltage Multivolt 12-24V
Cable 20cm

Draw Stop Tail Ind Rev
@13.8V 0.33A 0.03A 0.30A 0.24A
@28V 0.17A 0.13A 0.17A 0.13A

Approvals Function Category CTA
ECE Stop/Tail 49/00 060094
ECE Indicator 6/00 2a 060094
ECE Reverse 1/00 060094

282ARRM - Blister
282ARRMB - Bulk

Part Numbers

282ARWM - Blister
282ARWMB - Bulk

Part Numbers

284mm

284mm

240mm
230mm

240mm
200mm

120mm
240mm

25mm

95mm

100mm

130mm30mm116mm
27mm

282 SERIES
One piece Diamond Lens Pattern Design

Surface Mount - Bolt Fix
Horizontally surface mount (Horizontally/Vertically for 282ARWM) using 
bolts in the back of the lamp, run wire and plug through a 10mm hole in 
the fixing surface. Please refer to ADR 13/00 for mounting instructions.

Part No. MFBKT

Black Right Angle Bracket
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Function Stop/Tail/Indicator/Reflector
Size 283mm x 100mm x 25mm
Voltage 12 Volt or Multivolt 12-24V
Cable 30cm

Draw Stop Tail Ind
@13.8V 0.24A 0.03A 0.27A
@28V 0.12A 0.02A 0.14A

Approvals Function Category CTA
ADR Stop 49/00 060187
ADR Tail 49/00 060187
ADR Indicator 6/00/2a 060187
ADR Reflector 47/00 060187

Function Stop/Tail/Indicator/Reverse/Reflector
Size 283mm x 100mm x 25mm
Voltage Multivolt 12-24V
Cable 30cm

Draw Stop Tail Ind Rev
@13.8V 0.24A 0.03A 0.27A 0.17A
@28V 0.12A 0.02A 0.14A 0.10A

Approvals Function Category CTA
ADR Stop 49/00 060187
ADR Tail 49/00 060187
ADR Indicator 6/00/2a 060187
ADR Reverse 1/00 060187
ADR Reflector 47/00 060187

283ARRM - 12-24V, Blister
283ARR12B - 12V, Bulk

Part Numbers

283ARWM - Blister
Part Number

Flexible Mounting Choices  
with Screw or Bolt on Option

25mm

283mm

100mm 50mm

116mm
195mm

25mm

283mm

100mm 50mm

116mm
195mm

25mm

283mm

100mm 50mm

116mm
195mm

Insert a flat screwdriver between the lamp and base and carefully 
lever the base away from the lamp until it releases. You will need to 
lever from both sides of the long edge. After fitting the base using 
the screw or bolt option simply reposition the lamp in the base and 
gently push until it clicks into place. 

Part No. MFBKT

Black Right Angle Bracket

283 SERIES
Bolt or Screw Mounting Options
with Inbuilt Reflex Reflectors
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Intensified by a diffused tail light is a sequential indicator that lights up in a dynamic sequence. These lamps also 
offer a stop function as well as a reverse lamp and neatly positioned within the design an inbuilt reflex reflector all 
cleverly blended together in one compact unit. Exclusively available from LED, these lamps are ECE Australian road 
approved as well as EMC protected.

SEQUENTIAL IndicatorsSEQUENTIAL Indicators

Diffused Tail Function

Part No. MFBKT

Black Right Angle Bracket
Surface Mount - Bolt Fix
Surface mount using bolts in back of lamp, run wire and plug 
through 10mm hole in fixing surface. Please refer to ADR 
13/00 for mounting instructions.

284mm

100mm

37mm

116mm

284mm

100mm

37mm

116mm

• LED Exclusive Product
• Shock, Dust & Waterproof
• 5 Year Warranty

Function Stop/Tail/Indicator/Reverse/
Reflector

Size 284mm x 100mm x 37mm
Voltage Multivolt 10-30V
Cable 28cm

Draw Stop Tail Ind Rev
@13.8V 0.18A 0.14A 0.30A 0.14A
@28V 0.08A 0.07A 0.15A 0.08A

Approvals Function Category CTA
ECE Stop/Tail 49/00 060237
ECE Indicator 6/00 2a 060237
ECE Reverse 1/00 060237
ECE Reflector 47/00 060237

284ARWM-2 - Twin Blister
284ARWLMB - LHS, Bulk
284ARWRMB - RHS, Bulk

Part Numbers

Inactive
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The striking smooth angular lines of the new 355 series lamps will not only enhance your vehicle or trailer but make you 
stand out from the rest. A diffused tail light intensifies them with extremely bright sequential indicators that light up in a 
slick, dynamic sequence. They come standard with stop/tail/Indicator and reverse functions as well as a purpose inbuilt reflex 
reflector.

• No Visible Screws
• Low Profile Design
• 5 Year Warranty

Diffused Tail Function

35mm

116mm

86mm

356mm

35mm

116mm

86mm

356mm

Function Stop/Tail/Ind/Reverse/Reflector
Size 356mm x 85mm x 34mm
Voltage Multivolt 12-24V
Cable 30cm

Draw Stop Tail Ind Rev
@13.8V 0.13A 0.45A 0.35A 0.19A

@28V 0.07A 0.23A 0.18A 0.10A

Approvals Function Category CTA
ECE Stop/Tail 49/00 060143
ECE Indicator 6/00 2a 060143
ECE Reverse 1/00 060143
ECE Reflector 47/00 060143

Part Numbers
355BARWM-2 - Twin Blister LHS/RHS
355BARWMLCSB - LHS with Plug, Bulk 
355BARWMRCSB - RHS with Plug, Bulk

Surface Mount - Bolt Fix
Surface mount using bolts in back of lamp, run wire and 
plug through 10mm hole in fixing surface. Please refer to 
ADR 13/00 for mounting instructions.

SEQUENTIAL IndicatorsSEQUENTIAL Indicators

Function Stop/Tail/Ind/Reverse/Reflector
Size 356mm x 85mm x 34mm
Voltage Multivolt 12-24V
Cable 30cm

Draw Stop Tail Ind Rev
@13.8V 0.13A 0.45A 0.35A 0.19A

@28V 0.07A 0.23A 0.18A 0.10A

Approvals Function Category CTA
ECE Stop/Tail 49/00 060143
ECE Indicator 6/00 2a 060143
ECE Reverse 1/00 060143
ECE Reflector 47/00 060143

355ARWM-2 - Twin Blister LHS/RHS
355ARWMLCSB - LHS with Plug, Bulk 
355ARWMRCSB - RHS with Plug, Bulk

Part Numbers

Inactive

Inactive
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Small Tray with Inbuilt Reflector

Part No. MFBKT

Right Angle Black Bracket

Function Stop/Tail/Indicator/Reverse/Reflector
Size 310mm x 105mm x 22mm
Voltage Multivolt 12-24V
Cable 40cm

Draw Stop Tail Ind Rev
@13.8V 0.25A 0.02A 0.25A 0.37A
@28V 0.12A 0.01A 0.12A 0.18A

Approvals Function Category CTA
ADR Stop/Tail 49/00 060013
ADR Indicator 6/00 060013
ADR Reverse 1/00 060013
ADR Reflector 47/00 060013

Function Stop/Tail/Indicator/Reverse/Reflector
Size 310mm x 105mm x 22mm
Voltage 12 Volt
Cable 40cm

Draw Stop Tail Ind Rev
@13.8V 0.21A 0.01A 0.25A 0.37A

Approvals Function Category CTA
ADR Stop/Tail 49/00 060013
ADR Indicator 6/00 060013
ADR Reverse 1/00 060013
ADR Reflector 47/00 060013

Function Stop/Tail/Indicator/Reflector
Size 310mm x 105mm x 22mm
Voltage 12 Volt
Cable 40cm

Draw Stop Tail Ind
@13.8V 0.16A 0.01A 0.15A

Approvals Function Category CTA
ADR Stop/Tail 49/00 060012
ADR Indicator 6/00 060012
ADR Reflector 47/00 060012

Compatible  
with HINO

Part Number
310ARWM-2 - 12-24V, Twin Blister

Compatible with   
LANDCRUISER 

HILUX

Part Number
310ARW12-2 - 12V, Twin Blister

Part Number
310ARR12B - 12V, Single Bulk

Perfect for 
CARAVAN 

Surface Mount - Screw Fix
The screw cap covers need to be removed prior to installation. 
To remove simply use one of the supplied screws or a small 
screw driver to push them out from the rear of the lamp. Once 
the lamp has been fitted, push the screw caps back into place. 

310mm 213mm

105mm 76mm

22mm

310mm 213mm

105mm 76mm

22mm

310mm 213mm

105mm 76mm

22mm

Inactive

Inactive

Inactive
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Function Stop/Tail/Indicator
Size 407mm x 147mm x 35mm
Voltage 12 Volt Only
Cable 30cm

Draw Stop Tail Ind
@13.8V 0.26A 0.01A 0.20A

Approvals Function Category CTA
ADR Stop/Tail 49/00 060026
ADR Indicator 6/00 2a 060026
ADR Reverse 1/00 060026
ADR Reflector 47/00 060027

Function Stop/Tail/Indicator
Size 407mm x 147mm x 35mm
Voltage 12 Volt Only
Cable 30cm

Draw Stop Tail Ind
@13.8V 0.26A 0.01A 0.20A

Approvals Function Category CTA
ADR Stop/Tail 49/00 060027
ADR Indicator 6/00 2a 060027
ADR Reverse 1/00 060027
ADR Reflector 47/00 060027

Function Stop/Tail/Indicator/Reverse
Size 407mm x 147mm x 35mm
Voltage Multivolt 12-24V
Cable 30cm

Draw Stop Tail Ind Rev
@13.8V 0.26A 0.01A 0.20A 0.46A
@28V 0.27A 0.03A 0.28A 0.11A

Approvals Function Category CTA
ADR Stop/Tail 49/00 060150
ADR Indicator 6/00 2a 060150
ADR Reverse 1/00 060150
ADR Reflector 47/00 060150

407mm

147mm

35mm

407mm

147mm

35mm

Suface Mount - Screw Fix
The screw cap covers need to be removed prior to installation. To 
remove simply use one of the supplied screws or a small screw driver 
to push them out from the rear of the lamp. Once the lamp has been 
fitted, push the black screw caps back into place.

407 SERIES 
Screw Mount, Truck, Trailer or Caravan

407BARR - Box
Part Number

407BARRC - Box
Part Number

407BARWM-2 - Twin Blister
Part Number

Inactive

Inactive

Inactive
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The new 385 Sequential series, will not only enhance your vehicle or 
trailer but make you stand out from the rest. Cleverly hidden by the 
main lamp is an innovative mounting base, which enables a clean 
surface mounted finish, with no screws visible. Intensified by the 
diffused tail light are the sequential indicators which light up in a 
dynamic sequence. Available in two sizes, refer to page 118.

385ARRMB - Bulk

Part Number

385ARWM-2 - Twin Blister
385ARWMLCSB - LHS with Plug, Bulk
385ARWMRCSB - RHS with Plug, Bulk

Part Numbers

Function Stop/Tail/Indicator
Size 387mm x 105mm x 30.5mm
Voltage Multivolt 12-24V
Cable 40cm

Draw Stop Tail Ind
@13.8V 0.23A 0.57A 0.24A
@28V 0.12A 0.30A 0.14A

Approvals Function Category CTA
ECE Stop/Tail 49/00 060105
ECE Indicator 6/00 2a 060105

Function Stop/Tail/Indicator/Reverse
Size 387mm x 105mm x 30.5mm
Voltage Multivolt 12-24V
Cable 40cm or 40cm with Plug

Draw Stop Tail Ind Rev
@13.8V 0.23A 0.57A 0.24A 0.37A
@28V 0.12A 0.30A 0.14A 0.19A

Approvals Function Category CTA
ECE Stop/Tail 49/00 060132
ECE Indicator 6/00 2a 060132
ECE Reverse 1/00 060132

SEQUENTIAL IndicatorsSEQUENTIAL Indicators

• Inbuilt Diffused Tail Function
• Concealed Mounting
• Multiple Designs

Suface Mount Base Plate with Screws - Clip in Lamp
Separate the base plate from the lamp and horizontally mount, onto a flat surface using 
screws provided, ensuring correct side is facing outwards. Run wire through hole in fixing 
surface then re-align the lamp and clip into the mounting base using light pressure to 
ensure it sits in place correctly. Please refer to ADR 13/00 for mounting instructions.

387mm

105mm

30.50mm

387mm

105mm

30.50mm

387mm

105mm

30.50mm

387mm

105mm

30.50mm

Inactive

Inactive
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Function Stop/Tail/Indicator/Reverse
Size 387mm x 105mm x 30.5mm
Voltage Multivolt 12-24V
Cable 40cm or 40cm with Plug

Draw Stop Tail Ind Rev
@13.8V 0.15A 0.04A 0.35A 0.40A
@28V 0.08A 0.21A 0.21A 0.21A

Approvals Function Category CTA
ECE Stop/Tail 49/00 060016
ECE Indicator 6/00 2a 060016
ECE Reverse 1/00 060016

Function Stop/Tail/Indicator/Reverse
Size 387mm x 105mm x 30.5mm
Voltage Multivolt 12-24V
Cable 40cm or 40cm with Plug

Draw Stop Tail Ind Rev
@13.8V 0.18A 0.55A 0.28A 0.32A
@28V 0.09A 0.28A 0.15A 0.16A

Approvals Function Category CTA
ECE Stop/Tail 49/00 060020
ECE Indicator 6/00 2a 060020
ECE Reverse 1/00 060020

38541ARWM-2 - Twin Blister
38541ARWMLCSB - LHS with Plug, Bulk
38541ARWMRCSB - RHS with Plug, Bulk

Part Numbers

3853ARWM-2 - Twin Blister
3853ARWMLCSB - LHS with Plug, Bulk
3853ARWMRCSB - RHS with Plug, Bulk

Part Numbers

38541/3853 SERIES 
Black Chrome/Red Chrome Sequential

Inactive

Inactive
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3854ARWM-2 - Twin Blister
3854ARWMLCSB - LHS with Plug, Bulk
3854ARWMRCSB - RHS with Plug, Bulk

Part Numbers

Function Stop/Tail/Indicator
Size 387mm x 105mm x 30.5mm
Voltage Multivolt 12-24V
Cable 40cm

Draw Stop Tail Ind
@13.8V 0.31A 0.40A 0.35A
@28V 0.17A 0.21A 0.21A

Approvals Function Category CTA
ECE Stop/Tail 49/00 060046
ECE Indicator 6/00 2a 060046

Function Stop/Tail/Indicator/Reverse
Size 387mm x 105mm x 30.5mm
Voltage Multivolt 12-24V
Cable 40cm or 40cm with Plug

Draw Stop Tail Ind Rev
@13.8V 0.15A 0.40A 0.35A 0.40A
@28V 0.08A 0.21A 0.21A 0.21A

Approvals Function Category CTA
ECE Stop/Tail 49/00 060016
ECE Indicator 6/00 2a 060016
ECE Reverse 1/00 060016

3854ARRMB - Bulk

Part Number

Suface Mount Base Plate with Screws - Clip in Lamp
Separate the base plate from the lamp and horizontally mount, onto a flat surface using 
screws provided, ensuring correct side is facing outwards. Run wire through hole in fixing 
surface then re-align the lamp and clip into the mounting base using light pressure to 
ensure it sits in place correctly. Please refer to ADR 13/00 for mounting instructions.

387mm

105mm

30.50mm

387mm

105mm

30.50mm

387mm

105mm

30.50mm

387mm

105mm

30.50mm

3854 SERIES 
Diffused Tail Light & Sequential Indicator

Inactive

Inactive

SEQUENTIAL IndicatorsSEQUENTIAL Indicators

SEQUENTIAL IndicatorsSEQUENTIAL Indicators
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3856ARRLB - LHS, Bulk
3856ARRRB - RHS, Bulk

Part Numbers
Function Stop/Tail/Indicator
Size 387mm x 105mm x 30.5mm
Voltage 12 Volt
Cable 40cm

Draw Stop Tail Ind
@13.8V 0.17A 0.52A 0.23A

Approvals Function Category CTA
ADR Stop/Tail 49/00 061106
ADR Indicator 6/00 2a 061106

Function Stop/Tail/Indicator/Reverse
Size 387mm x 105mm x 30.5mm
Voltage Multivolt 12-24V
Cable 40cm or 40cm with Plug

Draw Stop Tail Ind Rev
@13.8V 0.12A 0.44A 0.16A 0.26A
@28V 0.06A 0.22A 0.08A 0.13A

Approvals Function Category CTA
ECE Stop/Tail 49/00 060365
ECE Indicator 6/00 2a 060365
ECE Reverse 1/00 060365

3856ARWM-2 - Twin Blister
3856ARWMLCSB - LHS with Plug, Bulk
3856ARWMRCSB - RHS with Plug, Bulk

Part Numbers

Suface Mount Base Plate with Screws - Clip in Lamp
Separate the base plate from the lamp and horizontally mount, onto a flat surface using 
screws provided, ensuring correct side is facing outwards. Run wire through hole in fixing 
surface then re-align the lamp and clip into the mounting base using light pressure to 
ensure it sits in place correctly. Please refer to ADR 13/00 for mounting instructions.

387mm

105mm

30.50mm

387mm

105mm

30.50mm

387mm

105mm

30.50mm

387mm

105mm

30.50mm

3856 SERIES 
Diffused Tail Light, Angled Design

Inactive

Inactive
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Function Stop/Tail/Indicator
Size 387mm x 105mm x 30.5mm
Voltage Multivolt 12-24V
Cable 40cm or 40cm with Plug

Draw Stop Tail Ind Rev
@13.8V 0.11A 0.39A 0.16A 0.20A
@28V 0.06A 0.20A 0.09A 0.10A

Approvals Function Category CTA
ECE Stop/Tail 49/00 060154
ECE Indicator 6/00 2a 060154
ECE Reverse 1/00 060154

3851ARWM-2 - Twin Blister
3851ARWMLCSB - LHS, Bulk
3851ARWMRCSB - RHS, Bulk

Part Numbers Function Stop/Tail/Indicator/Reverse
Size 387mm x 105mm x 30.5mm
Voltage Multivolt 12-24V
Cable 40cm

Draw Stop Tail Ind Rev
@13.8V 0.17A 0.08A 0.08A 0.16A
@28V 0.09A 0.05A 0.05A 0.08A

Approvals Function Category CTA
ECE Stop/Tail 49/00 060282
ECE Indicator 6/00 2a 060282
ECE Reverse 1/00 060282
ECE Reflector 47/00 060282

3852ARWM-2 - Twin Blister
3852ARWMLCSB - LHS with Plug, Bulk
3852ARWMRCSB - RHS with Plug, Bulk

Part Numbers

Suface Mount Base Plate with Screws - Clip in Lamp
Separate the base plate from the lamp and horizontally mount, onto a flat surface using 
screws provided, ensuring correct side is facing outwards. Run wire through hole in fixing 
surface then re-align the lamp and clip into the mounting base using light pressure to 
ensure it sits in place correctly. Please refer to ADR 13/00 for mounting instructions.

387mm

105mm

30.50mm

387mm

105mm

30.50mm

387mm

105mm

30.50mm

387mm

105mm

30.50mm

3851/3852 SERIES 
Circular Design or Diffused Tail Light

Inbuilt Reflector

Diffused Tail

Inactive

Inactive



113

 R
e
a
r 

S
ig

n
a
l 
L
a
m

p
s 

3855ARWM-2 - Twin Blister
3855ARWMLCSB - LHS with Plug, Bulk
3855ARWMRCSB - RHS with Plug, Bulk

Part Numbers
Function Stop/Tail/Indicator/Reverse
Size 387mm x 105mm x 30.5mm
Voltage Multivolt 12-24V
Cable 40cm or 40cm with Plug

Draw Stop Tail Ind Rev
@13.8V 0.16A 0.58A 0.15A 0.31A
@28V 0.08A 0.29A 0.08A 0.16A

Approvals Function Category CTA
ECE Stop/Tail 49/00 060120
ECE Indicator 6/00 2a 060120
ECE Reverse 1/00 060120

Function Stop/Tail/Indicator/Reverse
Size 387mm x 105mm x 30.5mm
Voltage Multivolt 12-24V
Cable 40cm or 40cm with Plug

Draw Stop Tail Ind Rev
@13.8V 0.16A 0.33A 0.12A 0.23A
@28V 0.08A 0.17A 0.07A 0.12A

Approvals Function Category CTA
ECE Stop/Tail 49/00 060116
ECE Indicator 6/00 2a 060116
ECE Reverse 1/00 060116
ECE Reflector 47/00 060116

3857ARWM-2 - Twin Blister
3857ARWMLCSB - LHS with Plug, Bulk
3857ARWMRCSB - RHS with Plug, Bulk

Part Numbers

Suface Mount Base Plate with Screws - Clip in Lamp
Separate the base plate from the lamp and horizontally mount, onto a flat surface using 
screws provided, ensuring correct side is facing outwards. Run wire through hole in fixing 
surface then re-align the lamp and clip into the mounting base using light pressure to 
ensure it sits in place correctly. Please refer to ADR 13/00 for mounting instructions.

387mm

105mm

30.50mm

387mm

105mm

30.50mm

387mm

105mm

30.50mm

387mm

105mm

30.50mm

3857/3855 SERIES 
Diffused Tail Light Designs

Inbuilt Reflector

Diffused Tail

Diffused Tail
Inactive

Inactive
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Function Stop/Tail/Reflector
Size 148mm x 122mm x 40mm
Voltage Multivolt 12-24V
Cable 10cm

Draw Stop Tail
@13.8V 0.30A 0.02A
@28V 0.17A 0.04A

Approvals Function Category CTA
ECE Stop/Tail 49/00 060089
ECE Reflector 47/00 060089

Function Rear Indicator/Reflector
Size 148mm x 122mm x 40mm
Voltage Multivolt 12-24V
Cable 10cm

Draw Indicator
@13.8V 0.32A 
@28V 0.18A

Approvals Function Category CTA
ECE Indicator 6/00 2a 060089
ECE Reflector 47/00 060089

Function Reverse/Reflector
Size 148mm x 122mm x 40mm
Voltage Multivolt 12-24V
Cable 10cm

Draw Indicator
@13.8V 0.19A
@28V 0.12A

Approvals Function Category CTA
ECE Reverse 1/00 060089
ECE Reflector 47/00 060089

460RM - Blister
Part Numbers

Blister Includes Mounting Bracket for Fitting

Blister Includes Mounting Bracket for Fitting

Blister Includes Mounting Bracket for Fitting

460AM - Blister
Part Numbers

460WM - Blister
Part Numbers

148mm

122mm 40mm

148mm

122mm 40mm

460 SERIES 
Medium Jumbo with Inbuilt Reflector

Suface Mount with Screws and Mounting Base
Surface mount using mounting bracket and screws. Can also be used as a 
replacement for the 460 series combination lamps. Please refer to ADR 13/00 
for mounting instructions. Accessory P/N 460B1B - Mounting Base
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Function Stop/Tail/Indicator/Reflector
Size 460mm x 130mm x 33mm
Voltage Multivolt 12-24V
Cable 1.2m

Draw Stop Tail Ind

@13.8V 0.30A 0.02A 0.32A
@28V 0.17A 0.04A 0.18A

Approvals Function Category CTA
ECE Stop/Tail 49/00 060089
ECE Indicator 6/00 2a 060089
ECE Reflector 47/00 060089

Function Stop/Tail/Indicator/Reverse/Reflector 
Size 460mm x 130mm x 33mm
Voltage Multivolt 12-24V
Cable 1.2m

Draw Stop Tail Ind Rev

@13.8V 0.30A 0.02A 0.32A 0.19A
@28V 0.17A 0.04A 0.18A 0.12A

Approvals Function Category CTA
ECE Stop/Tail 49/00 060089
ECE Indicator 6/00 2a 060089
ECE Reverse 1/00 060089
ECE Reflector 47/00 060089

460ARRM - Blister
460ARRMB - Bulk

Part Numbers

460mm

130mm

33mm

280mm

460mm

130mm

33mm

280mm

460 SERIES 
Medium Jumbo with Inbuilt Reflector

Suface Mount with Bolts
Horizontally mount onto flat surface using bolts in back of 
lamp, run wire through hole in fixing surface. Please refer 
to ADR 13/00 for mounting instructions.

460ARWM - Blister
460ARWMB - Bulk

Part Numbers



116

 R
e
a
r 

S
ig

n
a
l 
L
a
m

p
s 

Function Rear Indicator/Reflector
Size 190mm x 122mm x 33mm
Voltage Multivolt 12-24V
Cable 10cm

Draw Indicator
@13.8V 0.42A
@28V 0.28A

Approvals Function Category CTA
ADR Indicator 6/00/2A 042964
ADR Reflector 47/00 042964

Function Reverse/Reflector
Size 190mm x 122mm x 33mm
Voltage Multivolt 12-24V
Cable 10cm

Draw Reverse
@13.8V 0.18A
@28V 0.117A

Approvals Function Category CTA
ADR Reverse 1/00 042964
ADR Reflector 47/00 042964

J3RM - Blister
J3RMB - Bulk

Part Numbers

J3AM - Blister
J3AMB - Bulk

Part Numbers

J3WM - Blister
J3WMB - Bulk

Part Numbers

Function Stop/Tail/Reflector
Size 190mm x 122mm x 33mm
Voltage Multivolt 12-24V
Cable 10cm

Draw Stop Tail
@13.8V 0.47A 0.04A
@28V 0.27A 0.03A

Approvals Function Category CTA
ADR Stop 49/00 042964
ADR Tail 49/00 042964
ADR Reflector 47/00 042964

190mm

122mm

30mm

400mm

130mm

300mm

45mm

595mm

130mm

500mm

45mm

190mm

122mm

33mm

400mm

130mm

300mm

45mm

595mm

130mm

500mm

45mm

J3 SERIES 
Jumbo Lamps with Inbuilt Reflector

Suface Mount with Screws and Mounting Base
Surface mount using mounting bracket and screws. Can also be used as a 
replacement for the J3 series combination lamps. Please refer to ADR 13/00 
for mounting instructions. Accessory P/N J3B1B - Mounting Base

Blister Includes Mounting Bracket for Fitting

Blister Includes Mounting Bracket for Fitting

Blister Includes Mounting Bracket for Fitting
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Function Stop/Tail/Indicator/Reflector
Size 595mm x 130mm x 45mm
Voltage Multivolt 12-24V
Cable 1.2m

Draw Stop Tail Ind
@13.8V 0.47A 0.04A 0.42A
@28V 0.27A 0.03A 0.28A

Approvals Function Category CTA
ADR Stop/Tail 49/00 042964
ADR Indicator 6/00 2a 042964
ADR Reflector 47/00 042964

Function Stop/Tail/Indicator/Rev/Reflector
Size 595mm x 130mm x 45mm
Voltage Multivolt 12-24V
Cable 1.2m

Draw Stop Tail Ind Rev
@13.8V 0.47A 0.04A 0.42A 0.18A
@28V 0.27A 0.03A 0.28A 0.11A

Approvals Function Category CTA
ADR Stop/Tail 49/00 042964
ADR Indicator 6/00 2a 042964
ADR Reverse 1/00 042964
ADR Reflector 47/00 042964

J3BARRM - Blister
Part Numbers

J3BARWM - Blister
Part Number

190mm

122mm

30mm

400mm

130mm

300mm

45mm

595mm

130mm

500mm

45mm

190mm

122mm

30mm

400mm

130mm

300mm

45mm

595mm

130mm

500mm

45mm

J3 SERIES 
Jumbo Lamps with Inbuilt Reflector

Suface Mount with Bolts
Horizontally mount onto flat surface using bolts in 
back of lamp, run wire through hole in fixing surface. 
Please refer to ADR 13/00 for mounting instructions.

190mm

122mm

30mm

400mm

130mm

300mm

45mm

595mm

130mm

500mm

45mm

190mm

122mm

30mm
300mm

45mm

595mm

130mm

500mm

45mm

Function Stop/Tail/Indicator/Reflector
Size 400mm x 130mm x 45mm
Voltage Multivolt 12-24V
Cable 120cm

Draw Stop Tail Ind
@13.8V 0.47A 0.04A 0.42A
@28V 0.27A 0.03A 0.28A

Approvals Function Category CTA
ADR Stop/Tail 49/00 042964
ADR Indicator 6/00/2a 042964
ADR Reflector 47/00 042964

J2BARM - Blister
Part Number
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The new 520 Sequential series, will not only enhance your vehicle or 
trailer but make you stand out from the rest. Cleverly hidden by the 
main lamp is an innovative mounting base, which enables a clean 
surface mounted finish, with no screws visible. Intensified by the 
diffused tail light are the sequential indicators which light up in a 
dynamic sequence. Available in two sizes, refer to page 108.

520ARRMB - Bulk
Part Numbers

520ARWM-2 - Twin Blister
520ARWMLB - LHS, Bulk
520ARWMRB - RHS, Bulk

Part Numbers

520mm

141mm

28.50mm

SEQUENTIAL IndicatorsSEQUENTIAL Indicators

• Inbuilt Diffused Tail Function
• Concealed Mounting
• Multiple Designs

520 SEQUENTIAL SERIES 
LARGE TRUCK & TRAILER SERIES

Suface Mount Base Plate with Screws - Clip in Lamp
Separate the base plate from the lamp and horizontally mount, onto a flat surface using 
screws provided, ensuring correct side is facing outwards. Run wire through hole in fixing 
surface then re-align the lamp and clip into the mounting base using light pressure to 
ensure it sits in place correctly. Please refer to ADR 13/00 for mounting instructions.

520mm

141mm

28.50mm

Function Stop/Tail/Indicator
Size 520mm x 141mm x 28.5mm
Voltage Multivolt 12-24V
Cable 40cm

Draw Stop Tail Ind
@13.8V 0.22A 0.64A 0.33A
@28V 0.12A 0.34A 0.18A

Approvals Function Category CTA
ECE Stop/Tail 49/00 060110
ECE Indicator 6/00 2a 060110

Function Stop/Tail/Indicator/Reverse
Size 520mm x 141mm x 28.5mm
Voltage Multivolt 12-24V
Cable 40cm

Draw Stop Tail Ind Rev
@13.8V 0.22A 0.64A 0.33A 0.41A
@28V 0.12A 0.34A 0.18A 0.21A

Approvals Function Category CTA
ECE Stop/Tail 49/00 060103
ECE Indicator 6/00 2a 060103
ECE Reverse 1/00 060103

Inactive

Inactive
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520 SEQUENTIAL SERIES 
LARGE TRUCK & TRAILER SERIES

Function Centre High Level Stop Lamp
Size 135mm x 38mm x 24mm
Voltage Multivolt 12-24V
Cable 40cm

Draw Stop
@13.8V 0.07A
@28V 0.05A

Approvals Function Category CTA
ADR Stop 60/00 060226

135RMES3 - Bulk
Part Number

Function Centre High Level Stop Lamp
Size 89mm x 30mm x 8mm
Voltage Multivolt 12-24V
Cable 8m

Draw Stop
@13.8V 0.11A
@28V 0.08A

Approvals Function Category CTA
ADR Stop 60/00 060259SO120033RHM-8M - Bulk

Part Number

Function Centre High Level Stop Lamp
Size 285mm x 25mm x 10mm
Voltage 12 Volt Only
Cable 8.5cm

Draw Stop
@13.8V 0.24A

Approvals Function Category CTA
ECE Stop 60/00 060136285BR12S3 - Bulk

Part Number

CENTRE MOUNTED 
High Level Stop Lamps

Function Centre High Level Stop Lamp
Size 237mm x 25mm x 3mm
Voltage 12 Volt Only
Cable 40cm

Draw Stop
@13.8V 0.14A

Approvals Function Approvals CTA
ECE Stop 60/00 044427

235R12 - Blister

Part Number Recessed  
Mount

Inactive

Inactive
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Function Stop/Tail
Size 530mm x 25mm x 10mm
Voltage 12 Volt Only
Cable 30cm

Draw Stop Tail
@13.8V 0.29A 0.02A

Approvals Function Category CTA
ADR Stop/Tail 49/00 049766

530RC12 - Clear Lens, Bulk
Part Number

Function Indicator
Size 530mm x 25mm x 10mm
Voltage 12 Volt Only
Cable 30cm

Draw Indicator
@13.8V 0.33A

Approvals Function Category CTA
ADR Indicator 06/00 049764

530AC12 - Clear Lens, Bulk
Part Number

530AR12 - Blister
530AR12B - Bulk

Part Numbers

Function Stop/Tail/Indicator
Size 530mm x 25mm x 10mm
Voltage 12 Volt Only
Cable 30cm

Draw Stop Tail Ind
@13.8V 0.29A 0.02A 0.33A

Approvals Function Category CTA
ADR Stop/Tail 49/00 060161
ADR Indicator 6/00/2a 060161

530 SERIES - Clear Lens 
Slimline Low Profile Design

Surface Mount with Screws
Mount horizontally. Remove end caps, then fix to flat surface with screws 
supplied then refit end caps. Please refer to ADR 13/00 for mounting instructions. 
Accessory: P/N 285BB - Black End Cap,  P/N 285BC - Chrome End Cap

25mm

530mm

514mm

10mm

25mm

530mm

514mm

10mm

25mm

530mm

514mm

10mm

Inactive

Inactive

Inactive
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Function Reverse
Size 530mm x 25mm x 10mm
Voltage 12 Volt Only
Cable 30cm

Draw Reverse
@13.8V 0.16A

Approvals Function Category CTA
ADR Reverse 01/00 049765

530W12 - Blister
Part Number

530R12 - Coloured Lens, Blister

Part Number

Function Stop/Tail
Size 530mm x 25mm x 10mm
Voltage 12 Volt Only
Cable 30cm

Draw Stop Tail
@13.8V 0.29A 0.02A

Approvals Function Category CTA
ADR Stop/Tail 49/00 049766

530A12 - Coloured Lens, Blister

Part Number
Function Indicator
Size 530mm x 25mm x 10mm
Voltage 12 Volt Only
Cable 30cm

Draw Indicator
@13.8V 0.33A

Approvals Function Category CTA
ADR Indicator 06/00 049764

530 SERIES - Colour Lens 
Slimline Low Profile Design

Surface Mount with Screws
Mount horizontally. Remove end caps, then fix to flat surface with screws 
supplied then refit end caps. Please refer to ADR 13/00 for mounting instructions. 
Accessory: P/N 285BB - Black End Cap,  P/N 285BC - Chrome End Cap

25mm

530mm

514mm

10mm

25mm

530mm

514mm

10mm

25mm

530mm

514mm

10mm

Inactive

Inactive

Inactive
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Function Stop/Tail/Reflector
Size 193mm x 123mm x 26mm
Voltage Multivolt 12-24V
Cable 15cm

Draw Stop Tail
@13.8V 0.26A 0.27A
@28V 0.12A 0.13A

Approvals Function Category CTA
ECE Stop 49/00 060249
ECE Tail 49/00 060249
ECE Reflector 47/00 060249

595AM - Blister
Part Number

595WM - Blister
Part Number

595RM - Blister
Part Number

Function Rear Indicator/Tail/Reflector
Size 193mm x 123mm x 26mm
Voltage Multivolt 12-24V
Cable 15cm

Draw Indicator Tail
@13.8V 0.25A 0.27A
@28V 0.12A 0.13A

Approvals Function Category CTA
ECE Indicator 6/00/2A 060248
ECE Tail 49/00 060248
ECE Reflector 47/00 060248

Function Reverse/Tail/Reflector
Size 193mm x 123mm x 26mm
Voltage Multivolt 12-24V
Cable 15cm

Draw Reverse Tail
@13.8V 0.34A 0.27A
@28V 0.16A 0.13A

Approvals Function Category CTA
ECE Reverse 1/00 060247
ECE Tail 49/00 060247
ECE Reflector 47/00 060247

595 SERIES JUMBO 
Inbuilt Reflex Reflector and Diffused Tail

Diffused Tail 
Function

Diffused Tail 
Function

Diffused Tail 
Function

Suface Mount with Screws and Mounting Base
Surface mount using mounting bracket and screws. Can also be used as a 
replacement for the J3 series combination lamps. Please refer to ADR 13/00 
for mounting instructions. Accessory P/N J3B1B - Mounting Base

Blister Includes Mounting Bracket for Fitting

Blister Includes Mounting Bracket for Fitting

Blister Includes Mounting Bracket for Fitting

193mm

123mm

26mm

193mm

123mm

26mm
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595BARRM - Blister

Part Number

Function Stop/Tail/Indicator/Reflector
Size 595mm x 130mm x 45mm
Voltage Multivolt 12-24V
Cable 40cm

Draw Stop Tail Ind
@13.8V 0.52A 0.78A 0.25A
@28V 0.25A 0.40A 0.12A

Approvals Function Category CTA
ECE Stop/Tail 49/00 060249
ECE Indicator 6/00 2a 060248
ECE Reflector 47/00 060249

190mm

122mm

30mm

595mm

130mm

500mm

45mm

400mm

130mm

300mm

45mm

190mm

122mm

30mm

595mm

130mm

500mm

45mm

400mm

130mm

300mm

45mm

595 SERIES JUMBO 
Inbuilt Reflex Reflector and Diffused Tail

Diffused Tail 
Function

Diffused Tail 
Function

Function Stop/Tail/Indicator/Rev/Reflector
Size 595mm x 130mm x 45mm
Voltage Multivolt 12-24V
Cable 40cm

Draw Stop Tail Ind Rev
@13.8V 0.26A 0.78A 0.25A 0.34A
@28V 0.12A 0.40A 0.12A 0.16A

Approvals Function Category CTA
ECE Stop/Tail 49/00 060249
ECE Indicator 6/00 2a 060248
ECE Reverse 1/00 060247
ECE Reflector 47/00 060248

595BARWM - Blister
Part Number

Suface Mount - Bolt Fix
Horizontally mount onto flat surface using bolts in 
back of lamp, run wire through hole in fixing surface. 
Please refer to ADR 13/00 for mounting instructions. 
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Function Stop/Tail/Reflector
Size 193mm x 123mm x 26mm
Voltage Multivolt 12-24V
Cable 15cm

Draw Stop Tail
@13.8V 0.26A 0.27A
@28V 0.12A 0.13A

Approvals Function Category CTA
ECE Stop 49/00 060249
ECE Tail 49/00 060249
ECE Reflector 47/00 060249

Function Rear Indicator/Tail/Reflector
Size 193mm x 123mm x 26mm
Voltage Multivolt 12-24V
Cable 15cm

Draw Indicator Tail
@13.8V 0.25A 0.27A
@28V 0.12A 0.13A

Approvals Function Category CTA
ECE Indicator 6/00/2A 060248
ECE Tail 49/00 060248
ECE Reflector 47/00 060248

Function Reverse/Tail/Reflector
Size 193mm x 123mm x 26mm
Voltage Multivolt 12-24V
Cable 15cm

Draw Reverse Tail
@13.8V 0.34A 0.27A
@28V 0.16A 0.13A

Approvals Function Category CTA
ECE Reverse 1/00 060247
ECE Tail 49/00 060247
ECE Reflector 47/00 060247

Diffused Tail 
Function

193mm

123mm

26mm

193mm

123mm

26mm

595 SERIES JUMBO 
Inbuilt Reflex Reflector and Diffused Tail

Suface Mount with Screws and Mounting Base
Surface mount using mounting bracket and screws. Can also be used as a 
replacement for the J3 series combination lamps. Please refer to ADR 13/00 
for mounting instructions. Accessory P/N J3B1B - Mounting Base

Blister Includes Mounting Bracket for Fitting

Blister Includes Mounting Bracket for Fitting

Diffused Tail 
Function

595CRM - Blister
Part Number

Diffused Tail 
Function

595CAM - Blister
Part Number

595CWM - Blister
Part Number

Blister Includes Mounting Bracket for Fitting

Inactive

Inactive

Inactive
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595CARWM - Blister

Part Number

595STIM3-2 - Twin Blister
Part Number

595 SERIES JUMBO 
Inbuilt Reflex Reflector and Diffused Tail

190mm

122mm

30mm

595mm

130mm

500mm

45mm

400mm

130mm

300mm

45mm

190mm

122mm

30mm

595mm

130mm

500mm

45mm

400mm

130mm

300mm

45mm

Diffused Tail 
Function

595CSTIM-2 - Twin Blister
Part Number

Function Stop/Tail/Indicator/Reflector
Size 595mm x 130mm x 45mm
Voltage Multivolt 12-24V
Cable 40cm

Draw Stop Tail Ind
@13.8V 0.53A 0.04A 0.62A
@28V 0.27A 0.52A 0.33A

Approvals Function Category CTA
ECE Stop/Tail 49/00 060250
ECE Indicator 6/00 2a 060250
ECE Reflector 47/00 060250

Function Stop/Tail/Indicator/Rev/Reflector
Size 595mm x 130mm x 45mm
Voltage Multivolt 12-24V
Cable 40cm

Draw Stop Tail Ind Rev
@13.8V 0.26A 0.78A 0.25A 0.34A
@28V 0.12A 0.40A 0.12A 0.16A

Approvals Function Category CTA
ECE Stop/Tail 49/00 060249
ECE Indicator 6/00 2a 060248
ECE Reverse 1/00 060247
ECE Reflector 47/00 060248

Function Stop/Tail/Indicator/Reflector
Size 193mm x 123mm x 26mm
Voltage Multivolt 12-24V
Cable 15cm

Draw Stop Tail Indicator
@13.8V 0.17A 0.34A 0.20A
@28V 0.09A 0.17A 0.11A

Approvals Function Category CTA
ECE Stop/Tail 49/00 060250
ECE Indicator 6/00/2a 060250
ECE Reflector 47/00 060250

SEQUENTIAL IndicatorsSEQUENTIAL Indicators

Blister Includes Mounting Bracket for Fitting

Inactive

Inactive

Inactive

Suface Mount - Bolt Fix
Horizontally mount onto flat surface using bolts in 
back of lamp, run wire through hole in fixing surface. 
Please refer to ADR 13/00 for mounting instructions. 
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125
mm 40mm 45mm

MaxilampC1XCE - Blister
MaxilampC1XCE3M - 3M Tape, Bulk Bag

Part Numbers

Maxilamp1XCWE - Blister
Part Number

MaxilampC1RXCE - Blister
Part Number

Maxilamp1XC - Blister
Part Number Active

Active

Active

Active

MAXILAMP SERIES 
Small Truck/Tray, Chrome or Black Chrome

Function Stop/Tail/Indicator/Reflector
Size 125mm x 40mm
Voltage Multivolt 12-24V
Cable 40cm

Draw Stop Tail Ind
@13.8V 0.34A 0.07A 0.37A
@28V 0.17A 0.06A 0.16A

Approvals Function Category CTA
ECE Stop/Tail 49/00 060073
ECE Indicator 6/00 2a 060073
ECE Reflector 47/00 060073

Function Reverse/Reflector
Size 125mm x 40mm
Voltage Multivolt 12-24V
Cable 40cm

Draw Reverse
@13.8V 0.39A
@28V 0.23A

Approvals Function Category CTA
ECE Reverse 1/00 060075
ECE Reflector 47/00 060075

Function Stop/Tail/Reverse/Reflector
Size 125mm x 40mm
Voltage Multivolt 12-24V
Cable 40cm

Draw Stop Tail Reverse
@13.8V 0.34A 0.07A 0.39A
@28V 0.17A 0.06A 0.23A

Approvals Function Category CTA
ECE Stop/Tail 49/00 060037
ECE Reverse 1/00 060037
ECE Reflector 47/00 060037

Function Stop/Tail/Indicator/Reflector
Size 125mm x 40mm
Voltage Multivolt 12-24V
Cable 40cm

Draw Stop Tail Ind
@13.8V 0.34A 0.07A 0.37A
@28V 0.17A 0.06A 0.16A

Approvals Function Category CTA
ECE Stop/Tail 49/00 060073
ECE Indicator 6/00 2a 060073
ECE Reflector 47/00 060073

Surface Mount - Bolt Fix
Mount onto flat surface with bolts or 3M tape depending 
on product choice.  Please refer to ADR 13/00 for mounting 
instructions.
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Maxilamp1XRE - Blister
Maxilamp1XRE3M - 3M Tape, Bulk Bag

Part Numbers

MaxilampC1XRE - Blister

Part Number

MaxilampC1RXRE - Blister

Part Number Active

Active

Active

MAXILAMP SERIES 
Small Truck/Tray, Chrome or Black Chrome

Function Stop/Tail/Indicator/Reflector
Size 125mm x 40mm
Voltage Multivolt 12-24V
Cable 40cm

Draw Stop Tail Ind
@13.8V 0.34A 0.07A 0.37A
@28V 0.17A 0.06A 0.16A

Approvals Function Category CTA
ECE Stop/Tail 49/00 060074
ECE Indicator 6/00 2a 060074
ECE Reflector 47/00 060074

Function Stop/Tail/Indicator/Reflector
Size 125mm x 40mm
Voltage Multivolt 12-24V
Cable 40cm

Draw Stop Tail Ind
@13.8V 0.34A 0.07A 0.37A
@28V 0.17A 0.06A 0.16A

Approvals Function Category CTA
ECE Stop/Tail 49/00 060074
ECE Indicator 6/00 2a 060074
ECE Reflector 47/00 060074

Function Stop/Tail/Reverse/Reflector
Size 125mm x 40mm
Voltage Multivolt 12-24V
Cable 40cm

Draw Stop Tail Reverse
@13.8V 0.34A 0.07A 0.39A
@28V 0.17A 0.06A 0.23A

Approvals Function Category CTA
ECE Stop/Tail 49/00 060042
ECE Reverse 1/00 060042
ECE Reflector 47/00 060042
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MaxilampC3XR - Bolt Mount, Blister
MaxilampC3XRB - Bolt Mount, Bulk Box
MaxilampC3XR3M - 3M Tape Mount, Bulk Poly Bag

Part Numbers

MaxilampC3XRW - Bolt Mount, Blister
MaxilampC3XRWB - Bolt Mount, Bulk Box
MaxilampC3XRW3M - 3M Tape Mount, Bulk Poly Bag

Part Numbers

MAXILAMP SERIES 
Medium Truck/Trailer Lamps

Function Stop/Tail/Ind/Reflector
Size 370mm x 135mm x 40mm
Voltage Multivolt 12-24V
Cable 40cm

Draw Stop Tail Ind
@13.8V 0.54A 0.08A 0.77A
@28V 0.27A 0.04A 0.35A

Approvals Function Category CTA
ADR Stop/Tail 49/00 040962
ADR Indicator 6/00 2a 040962
ECE Reflector 47/00 040962

Function Stop/Tail/Ind/Rev/Reflector
Size 370mm x 135mm x 40mm
Voltage Multivolt 12-24V
Cable 40cm

Draw Stop Tail Ind Rev
@13.8V 0.54A 0.08A 0.77A 0.67A
@28V 0.27A 0.04A 0.35A 0.34A

Approvals Function Category CTA
ADR Stop/Tail 49/00 040963
ADR Indicator 6/00 2a 040963
ADR Reverse 1/00 040963
ECE Reflector 47/00 040963

269mm
370mm

40mm

135mm135mm
Surface Mount - Bolt Fix
Mount onto flat surface with bolts or 3M tape depending on product 
choice. Please refer to ADR 13/00 for mounting instructions.

Active

Active
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MaxilampC5XRR - Blister
MaxilampC5XRRB - Bulk Box

Part Numbers

MaxilampC5XRW - Blister
MaxilampC5XRWB - Bulk Box

Part Numbers

MAXILAMP SERIES 
Large Truck/Trailer Lamps

Function Stop/Tail/Ind/Reflector
Size 600mm x 135mm x 40mm
Voltage Multivolt 12-24V
Cable 40cm

Draw Stop Tail Ind
@13.8V 1.12A 0.09A 0.62A
@28V 0.73A 0.04A 0.31A

Approvals Function Category CTA
ADR Stop/Tail 49/00 060152
ADR Indicator 6/00 2a 060152
ECE Reflector 47/00 060152

Function Stop/Tail/Ind/Rev/Reflector
Size 600mm x 135mm x 40mm
Voltage Multivolt 12-24V
Cable 40cm

Draw Stop Tail Ind Rev
@13.8V 1.12A 0.09A 0.62A 0.68A
@28V 0.73A 0.04A 0.31A 0.36A

Approvals Function Category CTA
ADR Stop/Tail 49/00 060152
ADR Indicator 6/00 2a 060152
ADR Reverse 1/00 060152
ECE Reflector 47/00 060152

40mm

135mm135mm

500mm

600mm

Surface Mount - Bolt Fix
Mount onto flat surface with bolts in back of lamp. Please 
refer to ADR 13/00 for mounting instructions.

Active

Active
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Function Stop/Tail
Size 144mm Round x 22mm
Voltage Multivolt 12-24V
Cable 20cm

Draw Stop Tail
@13.8V 0.17A 0.01A
@28V 0.09A 0.01A

Approvals Function Category CTA
ADR Stop/Tail 49/00 060270

Function Rear Indicator
Size 144mm Round x 22mm
Voltage Multivolt 12-24V
Cable 20cm

Draw Indicator
@13.8V 0.20A
@28V 0.12A

Approvals Function Category CTA
ADR Indicator 6/00/2a 060244

Function Reverse
Size 144mm Round x 22mm
Voltage 12 Volt Only
Cable 20cm

Draw Reverse
@13.8V 0.15A

Approvals Function Category CRN
Nil Reverse N/A N/A

5543W - Blister

Part Number

5543AM - Blister
Part Number

5543RM - Blister
Part Number

144mm 139mm15mm
22mm

120
0

14
4
m
m

13
9
m
m

15
m
m

2
2
m
m

120
0

144mm 139mm15mm
22mm

120
0

5543 SERIES
American Style Design

Surface Mount with Screws and Chrome Bezel
Remove bezel and surface mount to flat surface with screws, 
clip bezel into place. Please refer to ADR 13/00 for mounting 
instructions.
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Function Stop/Tail
Size 134mm x 86mm x 12mm
Voltage Multivolt 12-24V
Plug 30cm, Use Part No. 53102

Draw Stop Tail
@13.8V 0.20A 0.02A
@28V 0.14A 0.04A

Approvals Function Category CTA
ADR Stop/Tail 49/00 060243

Function Rear Indicator
Size 134mm x 86mm x 12mm
Voltage Multivolt 12-24V
Plug 30cm, Use Part No. 53102

Draw Indicator
@13.8V 0.19A
@28V 0.13A

Approvals Function Category CTA
ADR Indicator 6/00/2a 060228

5940AMB - Bulk
Part Numbers

5940RMB - Bulk
Part Numbers

5940 SERIES
Cost Competitive Truck Range

Recess Mount with Grommet
Retro fit lamps. fit grommet or stainless steel flange 
into cut out (cut out 139 x 91mm), run wires then 
push into grommet/flange. Please refer to ADR 
13/00 for mounting instructions. 3 Pin Plug

Part No. 53102

Chrome Flange

Part No. 59401C

Rubber Grommet

Part No. 59401

146mm

86mm91mm 113mm 109mm

89mm91mm

14mm 24mm 12mm

134mm139mm 139mm 136mm 157mm160mmCut  
Out

146mm

86mm91mm 113mm 109mm

89mm91mm

14mm 24mm 12mm

134mm139mm 139mm 136mm 157mm160mm

16mm

146mm

86mm91mm 113mm 109mm

89mm91mm

14mm 24mm 12mm

134mm139mm 139mm 136mm 157mm160mm

16mm
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DL226 - Twin Blister
Part Number

0
10

20

0 50 100 150 200 250 300 350 400 450 500 550 600 650
[m]

Illuminance on road surface [lx]
20

10

114mm226mm

263mm

132mm179mm 198mm

231mm

Heavy Duty Polycarbonate Housing

Hardened Polycarbonate Lens

2x High Powered 10 Watt LEDs

Adjustable Stainless Steel  
Bracket with Cover 

Front Position

Developed exclusively by LED Autolamps is the unique DL series road-legal driving lamps. Cutting edge design 
with a lightweight, super-tough polycarbonate lens and body as well as enhanced lens optics. They also 
feature road-legal ECE R112 high beam and ECE R7 front marker, as with an impressive 610m road beam 
projection, making them perfect for all bullbar applications.

114mm226mm

263mm

132mm179mm 198mm

231mm

Function Driving/Front Position
Size 226mm Round x 114mm
Voltage Multivolt 9-32V
LED Qty 2x 10W + 18 Front Position
Watts 20
Colour Temp 6000K
Beam 610m
Cable 300mm

Draw Driving Position
@13.8V 1.25A 0.15A
@28V 0.6A 0.15A

Approvals Function Category CTA
ECE Driving Beam R112 (46/00) 060275
ECE Front Position R7 (49/00) 060275

Suface Mount Lamp with Adjustable Bracket.
Fix to mounting surface using stainless steel bolts 
and adjustable stainless steel bracket supplied.

ROAD APPROVED  
HIGH POWERED DRIVING LAMPS
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• Road Approved Driving Lamps
• 610m Beam Distance 
• 5 Year Warranty

LED Oval  
Driving Lamp

DL245 - Twin Blister
Part Number

0
10

20

0 50 100 150 200 250 300 350 400 450 500 550 600 650
[m]

Illuminance on road surface [lx]
20

10

109mm245mm

178mm

109mm245mm

178mm

Function Driving/Front Position
Size 245mm x 178mm x 109m
Voltage Multivolt 9-32V
LED Qty 2x 10W  + 18 Front Position
Watts 20
Colour Temp 6000K
Beam 610m
Cable 300mm

Draw Driving Position
@13.8V 1.25A 0.15A
@28V 0.6A 0.15A

Approvals Function Category CTA
ECE Driving Beam R112 (46/00) 060276
ECE Front Position R7 (49/00) 060276

Suface Mount Lamp with Adjustable Bracket.
Fix to mounting surface using stainless steel bolts 
and adjustable stainless steel bracket supplied.

ROAD APPROVED 
High Powered driving Lamps
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Road Legal Low Beam
50

40

30

20

10

0

10

20

30

40

50
50 100 150 200 250 300

(m)

Illuminance on road surface (lx)

Function High/Low Beam/Front Position

Size 175mm Round x 98mm Deep

Voltage Multivolt 11-32V

LED Qty 4 x 3W Low, 1 x 17W High Beam
2 x Front Position

Colour Temp 5300K-6500K
Lumens Low - 940lm, High - 1422lm Effective
Cable 12cm with H4 Plug

Draw Low Beam High Beam
@13.8V 1.28A 2.23A
@28V 0.56A 1.00A

Approvals Function Category CTA
ECE High/Low Beam R112 (46/00) 060258
ECE Front Position R7 (49/00) 060258

Function High Beam/Front Position

Size 175mm Round x 98mm Deep

Voltage Multivolt 11-32V

LED Qty 1x 17W High Beam
2 x Front Position

Colour Temp 5300K-6500K
Lumens High - 1422lm Effective
Cable 12cm with H4 Plug (2 Pin)

Draw High Beam
@13.8V 2.23A
@28V 1.00A

Approvals Function Category CTA
ECE High Beam R112 (46/00) 060258
ECE Front Position R7 (49/00) 060258

HL175 - Twin Blister
MC175 - Single Blister

Part Numbers

HL174 - Twin Blister
Part Number

Road Legal High Beam
50
40
30
20
10
0

10
20
30
40
50

50 100 150 200 250 300 350 400 450 500
(m)

Illuminance on road surface (lx)

Road Legal High Beam

50
40
30
20
10
0
10
20
30
40
50

50 100 150 200 250 300 350 400 450 500
(m)

Illuminance on road surface (lx)

LED 7" Sealed Beam 
Headlights - Halogen Replacement

LED 7" Sealed Beam 
Headlights - Halogen Replacement
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Function High/Low Beam/Front Position

Size 200mm x 142mm x 108mm

Voltage Multivolt 11-32V

LED Qty 4 x 3W High, 1 x 15W Low
2 x 0.5W Front Position

Colour Temp 5700K
Lumens Low - 570lm, High - 1096lm Effective
Cable 120mm with H4 Plug

Draw Low Beam High Beam
@13.8V 1.15A 2.14A
@28V 0.55A 1.02A

Approvals Function Category CTA
ECE High/Low Beam R112 (46/00) 060257
ECE Front Position R7 (49/00) 060257

HL165 - Twin Blister

Part Number

Road Legal Low Beam Road Legal High Beam

HL146 - Twin Blister
Part Number

Road Legal Low Beam
Road Legal High Beam

Function High/Low Beam/Front Position

Size 146mm Round x 90mm Deep

Voltage Multivolt 9-32V

LED Qty 1x17W Low, 1 x 17W High Beam
3 x 0.5W Front Position

Colour Temp 5700K
Lumens Low - 710lm, High - 1110lm Effective
Cable 120mm with H4 Plug

Draw Low Beam High Beam
@13.8V 1.09A 1.30A
@28V 0.53A 0.63A

Approvals Function Category CTA
ECE High/Low Beam R112 (46/00) 060280
ECE Front Position R7 (49/00) 060280

LED 53/4" Sealed Beam 
Headlights - Halogen Replacement

LED 5x7" Sealed Beam 
Headlights - Halogen Replacement
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HL250 SERIES 
Swivel/Tilt Bracket Mount 
Low Beam Lightbar

Function Low Beam Head Lamp Lightbar
Size 250mm x 62mm x 78.5mm
Voltage Multivolt 11-32V
LED Qty 8
Cable 30cm
Colour Temp 5700K
Lumens 1000lm Effective

Draw
@13.8V 1.3A
@24V 0.6A

Approvals Function Category CTA
ECE Low Beam R112 (46/00) 060267

When fitting an after-market bullbar to your vehicle the original manufacturers legal low beam headlight can become obscured. This 
has the propensity to make your vehicle unroadworthy. To combat this and ensure you are kept legal, we have made available a super 
tough, light weight low beam lightbar specifically designed to enhance a manufacturers low beam headlight. The HL250 is super bright 
with 1000 lumens and has a flexible swivel and tilt mount option so the lamp will be suitable for many vehicle applications.

Heavy Duty Polycarbonate Housing

Hardened Polycarbonate Lens

8x High Power LEDs with  
1000 Effective Lumens Output

Tough 2.5mm 304 Steel Bracket

Multi-Position 
Swivel and Tilt Mounting

Features a fully adjustable swivel/tilt bracket for road legal low beam function.
Perfect for aftermarket bullbars that may obstruct factory fitted low beam headlights.

HL250 - Coloured Box
Part Number

273mm
250mm

62mm
72mm

78.5mm
273mm

250mm

62mm
72mm

78.5mm
Suface Mount Lamp with Adjustable Bracket.
Bracket mount with supplied stainless steel fittings. 
Adjust bracket to suit bull bar for low beam function. 
Please refer to ADR 13/00 for mounting instructions. 
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Function Low Beam

Size 106mm x 106mm x 147mm

Voltage Multivolt 10-32V

LED Qty 1 x 17W
Colour Temp 5600K
Lumens Low 430lm Effective
Cable 40cm with H4 Plug

Draw Low
@13.8V 1.77A
@28V 0.79A

Approvals Function Category CTA
ECE Low Beam R112 (46/00) 060279

HL92 - Box
Part Number

HL92 SERIES 
90mm Projector Headlights

Retro Fit Projector.
Retro fit to existing globe 
type 90mm Projector sealed 
beam headlamps.

106mm 116mm

106mm

HL92 HL91

106mm147mm 172mm

Mounting Con�guration:  ECE Markings 
Need to be horizontal orientated (Top). 

Mounting Con�guration:  ECE Markings 
Need to be horizontal orientated (Bottom). 

106mm 116mm

106mm

HL92 HL91

106mm147mm 172mm

Mounting Con�guration:  ECE Markings 
Need to be horizontal orientated (Top). 

Mounting Con�guration:  ECE Markings 
Need to be horizontal orientated (Bottom). 
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TIR Series 
Accessory Products

P/N TIR7-CY  
P/N TIR9-CY

Yellow Lens Cover

P/N TIR7-CB  
P/N TIR9-CB

Blue Lens Cover Clear Lens Cover

P/N TIR7-CC  
P/N TIR9-CC

P/N TIRWH1  
Wiring Harness Kit

4 Metres Total Harness Length

Park Function Active

• Magnified Light Intensity for Each LED 

• Focusing Each LED to its Intended Target

• No Light Loss from Glare or Scattered Light

• High Brightness OSRAM LEDs

• 4mm 304 Stainless Steel Bracket

Park Function Active
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189mm 65mm

189mm 175mm

244mm 73mm

241mm 228mm

TIR9 - Twin Blister

TIR7 - Twin Blister
Part Number

Function Driving/Front Position
Voltage Multivolt 9-32V
LED Qty 32 + 4 Front Position
Watts 160
Colour Temp 6500K
Lumens 12,480lm Effective (each)
Cable 200mm with DT Connector

Draw @13.8V @28V
9.2A 4.00A

Approvals Function Approval No.
ECE EMCR10 E9*10R05/01*16217*00

Function Driving/Front Position
Voltage Multivolt 9-32V
LED Qty 37 + 8 Front Position
Watts 185
Colour Temp 6500K
Lumens 13,880lm Effective (each)
Cable 200mm with DT Connector

Draw @13.8V @28V
12.0A 5.30A

Approvals Function Approval No.
ECE EMCR10 E9*10R05/01*16217*00

Part Number

189mm 65mm

189mm 175mm

244mm 73mm

241mm 228mm

7"

TIR SERIES 
High Powered driving Lamps

9"
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Function Single Beam
Voltage Multivolt 9-32V
LED Qty 9 x 3 Watt/Cluster Per Chip
Plug 200mm with Spade Terminal
Colour Temp 6500K
Lumens 5000lm Effective (Pair)

Draw @13.8V
1.6A

Function Single Beam
Voltage Multivolt 9-32V
LED Qty 9 x 3 Watt/Cluster Per Chip
Plug 200mm with Spade Terminal
Colour Temp 6500K
Lumens 5000lm Effective (Pair)

Draw @13.8V
1.6A

Function High/Low Beam
Voltage Multivolt 9-32V
LED Qty 9 x 3 Watt/Cluster Per Chip
Plug 200mm with H4 Plug
Colour Temp 6500K
Lumens 5000lm Effective (Pair)

Draw @13.8V
1.6A

ENIG/Immersion  
Gold Circuit Board 
for Efficient Heat 

Transfer

HDF Aluminium 
Aerospace Alloy 

for Heat Stability

Rubber Weather 
Seal for Added 

Protection

Compact Fanless 
Heatsink Module
for Greater Heat 

Dissipation

Polycarbonate 
Socket for Strength 

and Durability

COB LED Technology 
Low Consumption 

Greater Light OutputThese lamps offer a superior brightness with 
exceptionally clean white light that is up to 80% 
more energy efficient than the original halogen 
style globes. These new upgrade kits contain two 
LED globes that are easily installed with appropriate 
plug connectors. The base is manufactured using 
heavy duty aviation grade aluminium. Fanless 
heat-sink design ensures efficient heat dissipation 
so you know these lamps will not overheat the 
circuitry giving you up to 30,000-hours duty cycle. 

H3-5000LM - Twin Blister
Part Number

H4-5000LM - Twin Blister
Part Number

H1-5000LM - Twin Blister
Part Number

Fitting Instructions
Note: Original manufacturers rubber or plastic lamp dust covers may need to be modified or adjusted to accommodate these lamps.  
These Headlights are designed for off road use only. Canbus modules maybe required to eliminate dashboard error messages, flickering, 
non power faults and are sold separately.
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Function Single Beam
Voltage Multivolt 9-32V
LED Qty 9 x 3 Watt/Cluster Per Chip
Plug 200mm with H8,9,11 Plug
Colour Temp 6500K
Lumens 5000lm Effective (Pair)

Draw @13.8V
1.6A

Function Single Beam
Voltage Multivolt 9-32V
LED Qty 9 x 3 Watt/Cluster Per Chip
Plug 200mm with HB3 Plug
Colour Temp 6500K
Lumens 5000lm Effective (Pair)

Draw @13.8V
1.6A

Function Single Beam
Voltage Multivolt 9-32V
LED Qty 9 x 3 Watt/Cluster Per Chip
Plug 200mm with HB4 Plug
Colour Temp 6500K
Lumens 5000lm Effective (Pair)

Draw @13.8V
1.6A

Function Single Beam
Voltage Multivolt 9-32V
LED Qty 9 x 3 Watt/Cluster Per Chip
Plug 200mm with H7 Plug
Colour Temp 6500K
Lumens 5000lm Effective (Pair)

Draw @13.8V
1.6A

Canbus Module
See Page 212

Canbus Module
See Page 212

P/N H4CANBUS - Twin Blister P/N H7CANBUS - Twin Blister

H7-5000LM - Twin Blister
Part Number

HB3-5000LM - Twin Blister
Part Number

HB4-5000LM - Twin Blister
Part Number

H8,9,11-5000LM - Twin Blister
Part Number

LED HEADLIGHT KITS 
5000 Effective Lumens Combined
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DRLHOTDOG-2 - Twin Blister

Part Number

Function Daytime Running Lamp 
Accessory Module

Suits 80AW, and 175AWTB2
Size 105mm x 25mm
Voltage 12/24 Volt
Cable 200mm either side

THE DRL Module, when used in conjunction with the 80AW  
and the 175AWTB enables Daytime Running Lamp Function.

Wire Colour 
Red - DRL 

Brown - Position (Headlight) 
Yellow - Indicator

White - Earth   

175AWTB2 - Twin Blister
Part Number

80mm

32.5mm

45mm

40mm

27mm

56mm

225mm

200mm

80mm

32.5mm

45mm

40mm

27mm

56mm

225mm

200mm

80AW - 12V, Blister
Part Numbers

To use as Daytime Running Lamp 
You must use DRLHOTDOG below

To use as Daytime Running Lamp 
You must use DRLHOTDOG below

80mm

32.5mm

45mm

40mm

27mm

56mm

225mm

200mm

80mm

32.5mm

45mm

40mm

27mm

56mm

225mm

200mm

To be used in conjunction with LED Autolamps range of daytime running lamps. Converts them into 
an ECE Approved functioning DRL. 1) Vehicle Start - DRL on, 2) Indicator On - DRL dims, 3) Headlight 

80 Series 
Front Indicator/Position/DRL

175 Series 
Front Indicator/Position/DRL

Function Front Indicator/Position/Daytime 
Running Lamp (DRLHOTDOG to be used)

Size 80mm Round x 40mm
Voltage 12 Volt or 24 Volt
LED Qty 15 (DRL), 19 (Indicator)
Cable 40cm

Draw Indicator Position DRL
@13.8V 0.32A 0.03A TBA

Approvals Function Category CTA
ECE Front Indicator 6/00 1a 060217
ECE Position 49/00 060217
ECE DRL 76/00 060217

Function Front Indicator/Position/Daytime  
Running Lamp (DRLHOTDOG to be used)

Size 225mm x 56mm x 27mm
Voltage 12 Volt Only
LED Qty 24 (DRL), 15 (Indicator)
Cable 40cm

Draw Indicator Position DRL
@13.8V 0.26A 0.02A 0.22A

Approvals Function Category CTA
ECE Indicator 6/00 1a 060223
ECE Position 49/00 060223
ECE Daytime 76/00 060223

Inactive

Inactive
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LEDRL2 - Twin Blister Kit

Part Number
Waterproof 

Plugs

Front View
Top View200mm

19mm25mm 44mm

LEDRL2, ensuring safe motoring with enhanced daytime visibility. The LEDRL2 Road Approved 
Daytime Running Lamps are designed to switch on automatically with the ignition and then turn off 

automatically when the park or headlamp functions are activated. 

Waterproof 
Plugs

Front View
Top View200mm

19mm25mm 44mm

LEDRL2 - Lamp/Harness Kit 
Daytime Running Lamps

Function Daytime Running Lamp
Size 200mm x 25mm x 19mm
Voltage Multivolt 12-24V
LED Qty 14
Colour Temp 5000k
Lumens 140lm Effective
Cable Supplied Wiring Loom

Draw @13.8V @28V
0.17A 0.09A

Approvals Function Category CTA
ECE DRL 76/00 060273
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Front Indicator and Position

200 Series 
Front Indicator/Position

235 Series 
Front Indicator

Function Front Indicator/Position
Size 200mm x 50mm x 28mm
Voltage 12 Volt or 24 Volt
Cable 40cm

Draw Indicator Position
@13.8V 0.12A 0.01A
@28V 0.08A 0.02A

Approvals Function Category CTA
ADR Indicator 6/00 Cat1 060202
ADR Position 49/00 060202

200CAW - 12V, Bulk Box
200CAW24 - 24V, Bulk Box 

Part Numbers

Function Front Indicator
Size 237mm x 25mm x 3mm
Voltage 12 Volt Only
Cable 40cm

Draw Indicator
@13.8V 0.19A
@28V 0.10A

Approvals Function Category CTA
ADR Indicator 6/00 Cat1 044226

235CAT1  - Single Blister

Part Number

200mm

50mm

28mm

160mm

200mm

200mm

92mm

134mm28mm

42mm

160mm

84mm

160mm

200mm

50mm

28mm

160mm

200mm

200mm

92mm

134mm28mm

42mm

160mm

84mm

160mm

237mm
25mm

Cut Out 203mm x 19mm

216mm

3mm

237mm
25mm

Cut Out 203mm x 19mm

216mm

3mm

237mm
25mm

Cut Out 203mm x 19mm

216mm

3mm

89mm

30mm

78.5mm

8mm

89mm

30mm

78.5mm

8mm

Function Front Indicator/Front Position
Size 89mm x 30mm x 8mm
Voltage Multivolt 12-24V
Cable 25cm

Draw
@13.8V 0.07A
@28V 0.05A

Approvals Function Category CTA
ECE Front Indicator 6/00 Cat1 060266
ECE Front Position 49/00 061180

Surface Mount with 3M Tape and Screws
Mount horizontally onto a flat surface using 3M tape and screws 
supplied. Please refer to ADR 13/00 for mounting instructions.

Inactive

Inactive

Inactive

Inactive

Recessed Mount - Screw Fix
Recess mount onto flat surface horizontally. Push lamp and grommet into 
cutout (cut out 203mm x 19mm) in mounting surface, run wires through 
back and fix with screws. Can also be mounted using surface mounting 
brackets sold separately. Please refer to ADR 13/00 for mounting instructions. 

Surface Mount - Screw Fix
Horizontally surface mount bracket, run wires 
through back and clip lens into place. Please refer 
to ADR 13/00 for mounting instructions. 

11FWMB-2 - Twin Blister
11FWMB-3AMP - Bulk, 3AMP Plug

11CAT1M-2 - Twin Blister
11CAT1M-3AMP - Bulk, 3AMP Plug

Part Numbers

Part Numbers
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Front Indicator/Front Position

Function Front Indicator/Position
Size 285mm x 25mm x 10mm
Voltage 12 Volt or 24 Volt
Cable 8.5cm

Draw Indicator Position
@13.8V 0.20A 0.03A
@28V 0.10A 0.02A

Approvals Function Category CTA
ADR Indicator 6/00 Cat1 060115
ADR Position 49/00 060115

285CAW12 - 12V, Blister
285CAW24 - 24V, Blister  

Part Numbers

266mm

25mm

285mm
10mm

266mm

25mm

285mm
10mm

266mm

25mm

285mm
10mm

266mm

25mm

285mm
10mm

Front Direction Indicator & Front Position

Function Front Indicator
Size 285mm x 25mm x 10mm
Voltage 12 Volt or 24 Volt
Cable 8.5cm 

Draw Indicator
@13.8V 0.20A
@28V 0.10A

Approvals Function Category CTA
ECE Indicator 6/00 Cat1 060122

285CAT12 - 12V, Blister
285CAT24 - 24V, Blister  

Part Numbers

Front Direction Indicator

Surface Mount - Screw Fix
Mount horizontally. Remove end caps, then fix to flat surface with screws 
supplied then refit end caps. Please refer to ADR 13/00 for mounting 
instructions.

Surface Mount - Screw Fix
Mount horizontally. Remove end caps, then fix to flat surface with screws 
supplied then refit end caps. Please refer to ADR 13/00 for mounting 
instructions.

1. Insert the tip of the screw driver into 
the slot highlighted in red.

Back of the 285series

2. Twist away from the clip GENTLY!
Until the end cap unclips.

2. Twist away from the clip GENTLY!
Until the end cap unclips on the other 
side.

1. Insert the tip of the screw driver into 
the slot highlighted in red.

Back of the 285series

2. Twist away from the clip GENTLY!
Until the end cap unclips.

2. Twist away from the clip GENTLY!
Until the end cap unclips on the other 
side.
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Function Front Indicator/Position
Size 135mm x 38mm x 24 mm
Voltage 12 Volt Only
Cable 20cm

Draw Indicator Position
@13.8V 0.25A 0.04A

Approvals Function Category CTA
ECE Indicator 6/00 1a 060229
ECE Position 49/00 060229135AW2 - 12V, Twin Blister

Part Number

Front Direction Indicator & Front Position

Front Direction Indicator Function Front Indicator
Size 135mm x 38mm x 24 mm
Voltage 12 Volt or 24 Volt
Cable 40cm

Draw Indicator
@13.8V 0.39A
@28V 0.17A

Approvals Function Category CTA
ADR Indicator 12V 6/00 Cat1 060203
ADR Indicator 24V 6/00 Cat1 060203

135CAT1 - 12V, Blister
135CAT124 - 24V, Blister

Part Numbers

135 Series 
Front Indicator Lamp

135 Series 
Front Indicator/Front Position

135mm

470mm

80mm

38mm

133mm

36mm

24mm

175mm 175mm
30mm

10mm

70mm

Cut Out
Grommet 

135mm

470mm

80mm

38mm

133mm

36mm

24mm

175mm 175mm
30mm

10mm

70mm

135mm

470mm

80mm

38mm

133mm

36mm

24mm

175mm 175mm
30mm

10mm

70mm

135mm

470mm

80mm

38mm

133mm

36mm

24mm

175mm 175mm
30mm

10mm

70mm

Cut Out
Grommet 

135mm

470mm

80mm

38mm

133mm

36mm

24mm

175mm 175mm
30mm

10mm

70mm

135mm

470mm

80mm

38mm

133mm

36mm

24mm

175mm 175mm
30mm

10mm

70mm

Surface Mount Bracket Clip in Lamp (Grommet Available)
Surface mount horizontally with screws or plugs provided, or recess mount 
with grommet (Cut out size 133mm x 36mm) run wires through back and clip 
lens into place. Accessory P/N 135G-1 - Rubber Grommet

Surface Mount Bracket Clip in Lamp (Grommet Available)
Surface mount horizontally with screws or plugs provided, or recess mount 
with grommet (Cut out size 133mm x 36mm) run wires through back and clip 
lens into place. Accessory P/N 135G-1 - Rubber Grommet

Inactive

Inactive
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24mm

158mm
175mm

50mm

• Low Profile Design
• Shock, Dust & Water Proof
• 5 Year Warranty

175AW/2 - Twin Blister
175AW-3AMP - 3AMP Plug, Bulk
176AW - 24˚ Angle, Bulk
176AW-3AMP - 24˚ Angle, 3AMP Plug, Bulk

Part Number

Function Front Indicator/Position
Size 175mm x 50mm x 24mm
Voltage 12 Volt Only
Cable 40cm

Draw Indicator Position
@13.8V 0.32A 0.03A

Approvals Function Category CTA
ADR-175 Indicator 6/00 Cat1 060239
ADR-175 Position 49/00 060239
ADR-176 Indicator 6/00 Cat1 061204
ADR-176 Position 49/00 061204

175 Series 
Bracket Mount
Clip in Lens

Front Direction Indicator & Front Position

175A/2 - Twin Blister

Part Number

Function Front Indicator
Size 175mm x 50mm x 24mm
Voltage 12 Volt Only
Cable 40cm

Draw Indicator
@13.8V 0.11A

Approvals Function Category CTA
ECE Indicator 6/00 Cat1 060285

Front Direction Indicator

175/176 SERIES 
Front Indicator/Front Position

Inactive

Inactive



148

H
a
za

rd
/W

a
rn

in
g
/E

m
e
rg

e
n

cy

A heavy rated vehicle that carries or is designed to carry large items that are unable to be separated is 
referred to as an Overmass Oversize (OSOM) vehicle. In most circumstances, OSOM vehicles require specific 
warning devices and lighting that comply with NHVR (National Heavy Vehicle Regulator) recommendations.
 
By using a warning light for this purpose it must emit a yellow coloured light that has a rotating and flashing 
effect. A flash rate of 120 to 200 FPM and a power output of at least 25 watts when using LED technology 
is also required.

 
The following lamps are all compliant to these requirements, as set out by the NHVR.  As well are thoroughly 
tested and certified to SAEJ845 Class 1 standards, which is the highest possible standard in this regard. 

Overmass Oversize Warning Lighting 

Compatible Products

145 Series, see page 149

LB246 Series, see page 158-159
LB380 Series, see page 160-161
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144AMF 145ASRM

130mm

97mm

12
0
o

91mm

144mm

Function Strobe/Rotate Beacon
Size 144mm Round x 91mm
Voltage 11-32 Volt
Cable 30cm
Flash Rate 90 FPM/130 RPM
Lens/Base Polycarbonate/Aluminium

Draw @13.8V @28V
Strobe 0.70A 0.46A
Rotate 0.46A 0.23A

Approvals Category
SAE J845 Class 1 Rotate
SAE J845 Class 2 Strobe

Strobe/Override Rotating Multifunction Beacon

145ASRM - Blister
Part Number

CLASS 1CLASS 1
SSAEAE//J845J845

Function Amber Strobe Beacon
Size 130mm Round x 97mm
Voltage 12-32 Volt
Cable 19cm
Flash Rate 87 FPM
Lens/Base Polycarbonate/Nylon

Draw @13.8V @28V
0.71A 0.28A

Approvals Category
SAE J845 Class 1144AMF - Blister

Part Number

CLASS 1CLASS 1
SSAEAE//J845J845

Screw Surface Mount
Fixed mount - Run cable through hole 
in mounting surface, fix beacon using 
bolts supplied.

145/144 SERIES 
Strobe/Rotating Beacons

The lamp has 4 wires, one for Earth (Black), one for Strobe (Red), one for rotating (Yellow) and one for Synchronisation 
(White). If only one function is to be used then you would connect that colour wire for the function required either 
strobe or rotate. To get the full benefit of the dual function feature simply connect all these wires to a 3-way switch. 
The lamps electronics is set up for Strobe (Red) and the Rotating (Yellow) overrides the strobe function. Another 
alternative wiring option is the Strobe (Red) wire can be connected to the ignition switch so that the strobe function 
is engaged while the vehicle is running. A separate two-way switch is required for the Rotating (Yellow) feature. 
When this switch is turned on the strobe function is disabled, the rotating function is activated. 
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LRB130 - Single Blister

Part Number

Function Amber Rotating Beacon
Size 144mm Round x 96mm
Voltage 10-30 Volt
Cable 40cm
Flash Rate 188 RPM
Lens Polycarbonate

Draw @13.8V @28V
0.45A 0.22A

Approvals Category
SAE J845 Class 2

LRB145 - Single Blister

Part Number

53mm 96mm

130mm

12
0
o ∅5

∅130±0.5
∅130

∅144

∅6.5

12
0
o

144mm

53mm 96mm

130mm

12
0
o ∅5

∅130±0.5
∅130

∅144

∅6.5

12
0
o

144mm

Function Amber Rotating Beacon
Size 130mm Round x 53mm
Voltage 10-30 Volt
Cable 40cm
Flash Rate 150 RPM
Lens Polycarbonate

Draw @13.8V @28V
0.11A 0.07A

Approvals Category
SAE J845 Class 3

LRB SERIES 
Rotating Effect Beacons

Fixed Screw Mount
Run wires through hole in fixing surface or 
from the side of the base. 

Fixed Screw Mount
Run wires through hole in fixing surface or 
from the side of the base. 
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Function Amber Strobe Beacon
Size 130mm Round x 97mm
Voltage 11-48 Volt
Cable 3.6m Retractable Plug
Flash Rate 82-92 FPM
Lens/Base Polycarbonate/Nylon

Draw @13.8V @28V
0.39A 0.19A

Approvals Category
SAE J845 Class 2

Function Amber Strobe Beacon
Size 130mm Round x 97mm
Voltage 11-48 Volt
Cable 20cm
Flash Rate 82-92 FPM
Lens/Base Polycarbonate/Nylon

Draw @13.8V @28V
0.39A 0.19A

Approvals Category
SAE J845 Class 2

130mm

97mm

120 o

130mm

97mm

120 o

130mm

97mm

120 o

130mm

97mm

120 o

128AMF - Blister

Part Number

128AMM - Blister

Part Number

Magnetic 
Suction 
Mount

128 SERIES 
Strobe Beacons

Fixed Screw Mount
Fix to mounting surface using 
stainless steel bolts supplied.

Magnetic Suction Mount
Place onto flat metal surface and run retractable cord to 
power source within vehicle. Temporary fit, not designed 
for permanent fit on moving vehicles. Not for highway use.
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Function Amber Strobe Beacon
Size 175mm Round x 148mm
Voltage 10-30 Volt
Flash Rate Quad/Double
Lens/Base Polycarbonate/Polycarbonate

Draw @13.8V @28V
0.6A 0.6A

Approvals Category
ECE R65 Class 1

Function Amber Strobe Beacon
Size 207mm Round x 148mm
Voltage 10-30 Volt
Flash Rate Quad/Double
Lens/Base Polycarbonate/Polycarbonate

Draw @13.8V @28V
0.6A 0.6A

Approvals Category
ECE R65 Class 1

DIN 
Mount
Flexible 
Rubber

DIN 
Mount

120mm

148mm

180mm

187mm

175mm

148mm

207mm

148mm

120mm

148mm

180mm

187mm

175mm

148mm

207mm

148mm

EQPR65ABM-DM EQPR65ABM-FD

EQPR65ABM-DM - Box
Part Number

EQPR65ABM-FD - Box
Part Number

EQPR65 SERIES 
DIN Mount Strobe Beacons

DIN Mount
Requires powered 
DIN pole mount.
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RSB130 RSB165

Function Strobe/Rotate Beacon
Size 130mm Round x 118mm
Voltage 10-30 Volt
Lens/Base Polycarbonate/Nylon

Draw @13.8V @28V
Strobe 1.44A 0.73A
Rotate 0.71A 0.36A

Approvals Category
SAE J845 Class 1

Function Strobe/Rotate Beacon
Size 165mm Round x 114mm
Voltage 10-30 Volt
Lens/Base Polycarbonate/Nylon

Draw @13.8V @28V
Strobe 2.01A 0.96A
Rotate 0.72A 0.36A

Approvals Category
SAE J845 Class 1

114mm

130mm

118mm

165mm

114mm

130mm

118mm

165mm

RSB165 - Box
Part Number

RSB130 - Box
Part Number

CLASS 1CLASS 1
SSAEAE//J845J845

CLASS 1CLASS 1
SSAEAE//J845J845

RSB SERIES 
Multiple Strobe/Rotate Beacons 
with 10 Selectable Flash Patterns

Fixed Screw Mount
Run cable through hole in 
mounting surface, fix beacon 
using bolts supplied.
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MB12AM - Single Blister

MB12AMC - Single Blister

Function Amber Strobe Beacon
Size 96mm Round x 64mm
Voltage 10-48 Volt
Cable 40cm
Flash Rate 45 FPM
Lens/Base Polycarbonate/Aluminium

Draw @13.8V @28V
1.00A 1.00A

Approvals Category
SAE J845 Class 1

Function Amber Strobe Beacon
Size 96mm Round x 64mm
Voltage 10-48 Volt
Cable 40cm
Flash Rate 45 FPM
Lens/Base Polycarbonate/Aluminium

Draw @13.8V @28V
1.00A 1.00A

Approvals Category
SAE J845 Class 1

Part Number

Part Number

The Smallest Compact 360° Warning Device 
in Australia Ideal for Mine Bars

The Smallest Compact 360° Warning Device with 
Clear Lens in Australia Ideal for Mine Bars

64mm 96mm

96mm

Amber Lens

Clear Lens

CLASS 1CLASS 1
SSAEAE//J845J845

CLASS 1CLASS 1
SSAEAE//J845J845

MB SERIES 
Mini Strobe Beacons

Active

Active

Fixed Screw Mount
Run wires through hole in fixing 
surface or from the side of the 
base. Attach with screws provided.
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Function Green Trafficator Lamp
Size 140mm x 83mm
Voltage 12 Volt Only
LED Qty 48
Cable 10cm

Draw @12V
0.42A

83G - Box
Part Number

Clear When  
Inactive

Function Red Trafficator Lamp
Size 140mm x 83mm
Voltage 12 Volt Only
LED Qty 48
Cable 10cm

Draw @12V
0.42A

83R - Box
Part Number

Clear When  
Inactive

Function Amber Trafficator Lamp
Size 140mm x 83mm
Voltage 12 Volt Only
LED Qty 48
Cable 10cm

Draw @12V
0.42A

Certification AS 41952-2006

83A - Box
Part Number Clear When  

Inactive

Australian Regulatory Approved  
for Arrow Boards

140mm83mm

83 SERIES 
Trafficator/Arrow Board

Fixed Screw Mount
Fit to flat surface with three rivets supplied ensuring 
4 inch “O” ring is positioned under base to ensure 
vibration resistance. Run wires from back of lamp.
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Emergency BarsEmergency Bars

LB252ACM - Box
Part Number

LB621ACM - Box
Part Number

Active

Active

Function Amber Emergency Bar
Size 252mm x 150mm x 45mm
Voltage Multivolt 10-30V
LED Qty 30
Cable 50cm
Mount Bracket/Single Bolt
Flash Pattern Quad
Lens/Base Polycarbonate

Draw @12V @24V
2.25A 1.07A

Approvals
SAE/J845 Class 1

ECE EMC R10 10R-05.E9.16401

Function Amber Emergency Bar
Size 621mm x 206mm x 50mm
Voltage Multivolt 10-30V
LED Qty 96
Cable 50cm
Mount 4 Point Bracket
Flash Pattern 10 Selectable
Lens/Base Polycarbonate

Draw @12V @24V
3.0A 1.6A

Approvals
SAE/J845 Class 1

ECE EMC R10 10R-05.E9.16401

252.5mm 115mm

150mm
45mm

20mm

252.5mm 115mm

150mm
45mm

20mm

252.5mm 115mm

150mm
45mm

20mm

Surface  Mount
Fix to level mounting surface with 
bolt for LB252ACM or 4 point steel 
mounting base and Fittings Supplied 
for all others.

Letting those around you know of a critical or precarious situation is essential to all breakdown, 
working, or responding vehicles in today’s traffic. Becoming more prevalent and certainly more 
required now is intensely bright warning lights atop these vehicles. LED has answered this issue 
by adding a range of heavy-duty amber 
emergency bars with SAE/J845 Class 1 
compliance for brightness and intensity.
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LB862ACM - Box
Part Number

LB1103ACM - Box
Part Number

LB1345ACM - Box
Part Number

Active

Active

Active

1345mm
1103mm

862mm
621mm

85mm
50mm

206mm

1345mm
1103mm

862mm
621mm

85mm
50mm

206mm

LB SERIES 
Module Design Emergency Bar

Function Amber Emergency Bar
Size 862mm x 206mm x 50mm
Voltage Multivolt 10-30V
LED Qty 128
Cable 50cm
Mount 4 Point Bracket
Flash Pattern 10 Selectable
Lens/Base Polycarbonate

Draw @12V @24V
4.0A 2.2A

Approvals
SAE/J845 Class 1

ECE EMC R10 10R-05.E9.16401

Function Amber Emergency Bar
Size 1103mm x 206mm x 50mm
Voltage Multivolt 10-30V
LED Qty 160
Cable 50cm
Mount 4 Point Bracket
Flash Pattern 10 Selectable
Lens/Base Polycarbonate

Draw @12V @24V
4.92A 2.7A

Approvals
SAE/J845 Class 1

ECE EMC R10 10R-05.E9.16401

Function Amber Emergency Bar
Size 1345mm x 206mm x 50mm
Voltage Multivolt 10-30V
LED Qty 192
Cable 50cm
Mount 4 Point Bracket
Flash Pattern 10 Selectable
Lens/Base Polycarbonate

Draw @12V @24V
5.88A 3.2A

Approvals
SAE/J845 Class 1

ECE EMC R10 10R-05.E9.16401
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246mm

172mm

64mm

49mm

380mm

172mm

64mm

49mm

64mm37mm

37mm

37mm

37mm49mm

64mm

49mm

Active

Function Amber Emergency Minibar
Size 246mm x 172mm x 37mm
Voltage Multivolt 10-30V
LED Qty 30
Cable 45cm
Mount Single Bolt
Flash Patterns 18 Selectable
Lens/Base Polycarbonate/ABS

Draw @12V @24V
1.63A 0.56A

Approvals
SAE/J845 Class 1

ECE EMC R10 10R-05.E1.058189

LB246AM - Coloured Box
Part Number

Active

Function Amber Emergency Minibar
Size 246mm x 172mm x 37mm
Voltage Multivolt 10-30V
LED Qty 30
Cable 45cm
Mount Single Bolt
Flash Patterns 18 Selectable
Lens/Base Polycarbonate/ABS

Draw @12V @24V
1.63A 0.56A

Approvals
SAE/J845 Class 1

ECE EMC R10 10R-05.E1.058189

LB246ATM - Coloured Box
Part Number

Active

Function Amber Emergency Minibar
Size 246mm x 172mm x 37mm
Voltage Multivolt 10-30V
LED Qty 30
Cable 45cm
Mount Single Bolt
Flash Patterns 18 Selectable
Lens/Base Polycarbonate/ABS

Draw @12V @24V
1.63A 0.56A

Approvals
SAE/J845 Class 1

ECE EMC R10 10R-05.E1.058189

LB246ACM - Coloured Box
Part Number

Accessory 
4 Point Adjustable 

Mounting Feet

P/N 246BKT

LB 246 SERIES 
Emergency Minibars 
Surface Mount

Surface Mount
Bolt Mount - Fix to level mounting  
surface with base and fittings 
supplied.



159

H
a
za

rd
/W

a
rn

in
g
/E

m
e
rg

e
n

cy

On/Off & Pattern 
Selection Switch on Plug

On/Off & Pattern 
Selection Switch on Plug

246mm

172mm

64mm

49mm

380mm

172mm

64mm

49mm64mm37mm

37mm

37mm

37mm49mm

64mm

49mm

Active

Function Amber Emergency Minibar
Size 246mm x 172mm x 37mm
Voltage Multivolt 10-30V
LED Qty 30
Cable 3m with 12 Volt Plug
Mount Dual Vacuum Magnetic
Flash Patterns 18 Selectable
Lens/Base Polycarbonate/ABS

Draw @12V @24V
1.63A 0.56A

Approvals
SAE/J845 Class 1

ECE EMC R10 10R-05.E1.058189
LB246AMM - Coloured Box
Part Number

On/Off & Pattern 
Selection Switch on Plug

Active

Function Amber Emergency Minibar
Size 246mm x 172mm x 37mm
Voltage Multivolt 10-30V
LED Qty 30
Cable 3m with 12 Volt Plug
Mount Dual Vacuum Magnetic
Flash Patterns 18 Selectable
Lens/Base Polycarbonate/ABS

Draw @12V @24V
1.63A 0.56A

Approvals
SAE/J845 Class 1

ECE EMC R10 10R-05.E1.058189
LB246ACMM - Coloured Box
Part Number

Active

Function Amber Emergency Minibar
Size 246mm x 172mm x 37mm
Voltage Multivolt 10-30V
LED Qty 30
Cable 3m with 12 Volt Plug
Mount Dual Vacuum Magnetic
Flash Patterns 18 Selectable
Lens/Base Polycarbonate/ABS

Draw @12V @24V
1.63A 0.56A

Approvals
SAE/J845 Class 1

ECE EMC R10 10R-05.E1.058189
LB246ATMM - Coloured Box
Part Number

Accessory 
4 Point Adjustable 

Mounting Feet

P/N 246BKT

LB 246 SERIES 
Emergency Minibars 
Magnetic Mount

Surface Mount
Magnetic Mount - Ensure clean 
level surface, place in desired position. 
Temporary fit, not designed for 
permanent fit on moving vehicles. 
Max Speed Rating 100km/h.
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246mm

172mm

64mm

49mm

380mm

172mm

64mm

49mm

64mm37mm

37mm

37mm

37mm49mm

64mm

49mm

Accessory 
4 Point Adjustable 

Mounting Feet

P/N 246BKT

ActiveLB380AM - Coloured Box
Part Number

ActiveLB380ATM - Coloured Box
Part Number

ActiveLB380ACM - Coloured Box
Part Number

Function Amber Emergency Minibar
Size 380mm x 172mm x 37mm
Voltage Multivolt 10-30V
LED Qty 42
Cable 45cm
Mount Single Bolt
Flash Patterns 18 Selectable
Lens/Base Polycarbonate/ABS

Draw @12V @24V
2.51A 0.56A

Approvals
SAE/J845 Class 1

ECE EMC R10 10R-05.E1.058189

Function Amber Emergency Minibar
Size 380mm x 172mm x 37mm
Voltage Multivolt 10-30V
LED Qty 42
Cable 45cm
Mount Single Bolt
Flash Patterns 18 Selectable
Lens/Base Polycarbonate/ABS

Draw @12V @24V
2.51A 0.56A

Approvals
SAE/J845 Class 1

ECE EMC R10 10R-05.E1.058189

Function Amber Emergency Minibar
Size 380mm x 172mm x 37mm
Voltage Multivolt 10-30V
LED Qty 42
Cable 45cm
Mount Single Bolt
Flash Patterns 18 Selectable
Lens/Base Polycarbonate/ABS

Draw @12V @24V
2.51A 0.56A

Approvals
SAE/J845 Class 1

ECE EMC R10 10R-05.E1.058189

LB 380 SERIES 
Emergency Minibars 
Surface Mount

Surface Mount
Bolt Mount - Fix to level mounting  
surface with base and fittings 
supplied.
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246mm

172mm

64mm

49mm

380mm

172mm

64mm

49mm64mm37mm

37mm

37mm

37mm49mm

64mm

49mm

Function Amber Emergency Minibar
Size 380mm x 172mm x 37mm
Voltage Multivolt 10-30V
LED Qty 42
Cable 3m with 12 Volt Plug
Mount Dual Vacuum Magnetic
Flash Patterns 18 Selectable
Lens/Base Polycarbonate/ABS

Draw @12V @24V
2.51A 0.56A

Approvals
SAE/J845 Class 1

ECE EMC R10 10R-05.E1.058189

Function Amber Emergency Minibar
Size 380mm x 172mm x 37mm
Voltage Multivolt 10-30V
LED Qty 42
Cable 3m with 12 Volt Plug
Mount Dual Vacuum Magnetic
Flash Patterns 18 Selectable
Lens/Base Polycarbonate/ABS

Draw @12V @24V
2.51A 0.56A

Approvals
SAE/J845 Class 1

ECE EMC R10 10R-05.E1.058189

On/Off & Pattern 
Selection Switch on Plug

On/Off & Pattern 
Selection Switch on Plug

On/Off & Pattern 
Selection Switch on Plug

Active
LB380AMM - Coloured Box
Part Number

ActiveLB380ACMM - Coloured Box
Part Number

ActiveLB380ATMM - Coloured Box
Part Number

Function Amber Emergency Minibar
Size 380mm x 172mm x 37mm
Voltage Multivolt 10-30V
LED Qty 42
Cable 3m with 12 Volt Plug
Mount Dual Vacuum Magnetic
Flash Patterns 18 Selectable
Lens/Base Polycarbonate/ABS

Draw @12V @24V
2.51A 0.56A

Approvals
SAE/J845 Class 1

ECE EMC R10 10R-05.E1.058189

Accessory 
4 Point Adjustable 

Mounting Feet

P/N 246BKT

LB 380 SERIES 
Emergency Minibars 
Magnetic Mount

Surface Mount
Magnetic Mount - Ensure clean 
level surface, place in desired position. 
Temporary fit, not designed for 
permanent fit on moving vehicles. 
Max Speed Rating 100km/h.
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• High Brightness LEDs
• Heavy Duty Build
• 5 Year Warranty

Function Amber Emergency Bar
Size 356mm x 210mm x 45mm
Voltage Multivolt 10-30V
LED Qty 36
Cable 50cm
Flash Patterns 19 Selectable
Lens/Base Polycarbonate/ABS

Draw @13.8V @28V
2.4A 1.3A

Approvals Function Approval
ECE Single/Quad Flash R65

Function Amber Emergency Bar
Size 743mm x 271mm x 45mm
Voltage Multivolt 10-30V
LED Qty 72
Cable 50cm
Flash Patterns 19 Selectable
Lens/Base Polycarbonate/ABS

Draw @13.8V @28V
4.5A 2.3A

Approvals Function Approval
ECE Single/Quad Flash R65

LB356ACM - Box
Part Number

LB744ACM - Box
Part Number

LB964ACM - Box
Part Number

Active

Active

Active

LB Series 
Low Profile
Surface Mount 

356mm

210mm

45mm

964mm

271mm

608mm

45mm
99mm

743mm

271mm

45mm

388mm

99mm

Function Amber Emergency Bar
Size 964mm x 271mm x 45mm
Voltage Multivolt 10-30V
LED Qty 90
Cable 50cm
Flash Patterns 19 Selectable
Lens/Base Polycarbonate/ABS

Draw @13.8V @28V
5.8A 2.9A

Approvals Function Approval
ECE Single/Quad Flash R65

LB 380 SERIES 
Emergency Bar 
Surface Mount

Surface  Mount
Fix to level mounting  
surface with base and  
fittings supplied.
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Function Magenta Warning Lamp
Size 131mm x 30mm x 8mm
Voltage Multivolt 12-24V
LED Qty 6
Cable 25cm
Flash Patterns 14 Selectable

Draw @12V @24V
Constant 0.29A 0.15A
Strobe 0.72-0.005A 0.36-0.008A

Function Magenta Warning Beacon
Size 130mm Round x 97mm
Voltage 11-30 Volt
Cable 20cm
Flash Rate 82-92 FPM
Lens/Base Polycarbonate/Nylon
Fitting Fixed Screw Mount

Draw @13.8V @28V
0.39A 0.19A

120035MGM - Blister
Part Number

128MGM - Blister
Part Number

8mm

131mm

30mm

120mm

8mm

131mm

30mm

120mm

120035 SERIES 
Magenta Warning Lamps

128 SERIES 
Magenta Strobe Beacon

Screw Surface  Mount
Mount horizontally or vertically 
onto a flat surface using 3M tape 
and screws supplied.

130mm

97mm

120 o

Screw Surface Mount
Fix to mounting surface  
using stainless steel bolts 
supplied.
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Flash Selection Instructions

1. Connect Red wire to power and Black wire to earth to power the lamp.

2. Tap Brown wire to power to cycle through the flash patterns. 

3. Hold Brown wire to power for 7 seconds to reset to the start (Constant Flash Pattern #1).

Simultaneous or Alternating Flash (when using multiple units)

1. To enter grouping mode, connect all Red and Brown wires together, then connect to                                 
    power. Each lamp will flash to identify which group they belong to.

    Single Flash = Group 1, Double Flash = Group 2.

2. While maintaining power to Red wires, remove the Brown wires from power.

3. To change groups, tap Brown wire to power.

    Lamps that are set to the same group will flash simultaneously.   
    Lamps that are in opposite groups will alternate flash.

4. Once lamps are in desired group, disconnect Red wires from power then reconnect to  
    power to exit grouping mode.

5. Connect all brown wires together to synchronise lamps. (Hold all brown wires to power for       
    7 seconds to reset all flash patterns to start)

NOTE: Maximum of 20 lamps can be Synchronised together.

Letting those around you know of a critical or precarious 
situation is essential to all breakdown, working, or 
responding vehicles in today’s traffic. Becoming more 
prevalent and certainly more required now is intensely 
bright warning lights on these vehicles. LED has answered 
this by adding a range of heavy-duty coloured emergency 
strobe lamps that are SAE/J595 Class 1 compliance for 
brightness and intensity as well as inbuilt with selectable 
flash patterns. These lamps are super bright with a smooth 
low profile compact fit that makes them perfect for any 
emergency application.

• High Brightness LEDs

• Selectable Flash Patterns

• Synchronise Up to 20 Lamps

• Compact Low Profile Design

• 3m Tape/Screw Fitting

• 3 Year Warranty
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Function Red Emergency Lamp
Size 89mm x 30mm x 8mm
Voltage Multivolt 12-24V
LED Qty 3
Cable 25cm
Flash Patterns 11 Selectable

Draw @13.8V @28V
Constant 0.40A 0.18A
Strobe 0.20A 0.10A

Approvals SAE/J595 Class 1

120033RM - Blister
Part Number Clear Lens  

When Inactive

Function White Emergency Lamp
Size 89mm x 30mm x 8mm
Voltage Multivolt 12-24V
LED Qty 3
Cable 25cm
Flash Patterns 11 Selectable

Draw @13.8V @28V
Constant 0.40A 0.18A
Strobe 0.20A 0.10A

Approvals SAE/J595 Class 1

120033WM - Blister
Part Number Clear Lens  

When Inactive

Function Green Emergency Lamp
Size 89mm x 30mm x 8mm
Voltage Multivolt 12-24V
LED Qty 3
Cable 25cm
Flash Patterns 11 Selectable

Draw @13.8V @28V
Constant 0.40A 0.18A
Strobe 0.20A 0.10A

Approvals Nil

120033GM - Blister
Part Number Clear Lens  

When Inactive

89mm

30mm

78.5mm

8mm

89mm

30mm

78.5mm

8mm

Function Amber Emergency Lamp
Size 89mm x 30mm x 8mm
Voltage Multivolt 12-24V
LED Qty 3
Cable 25cm
Flash Patterns 11 Selectable

Draw @13.8V @28V
Constant 0.40A 0.18A
Strobe 0.20A 0.10A

Approvals SAE/J595 Class 1

120033AM - Blister
120033AMB - Bulk

Part Numbers Clear Lens  
When Inactive

Screw/3M Tape Surface Mount
Mount horizontally or vertically onto a 
flat surface using 3M tape and screws 
supplied.

120033 SERIES 
Emergency Strobe Lamps 
11 Selectable Patterns
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• Low Profile Only 8mm
• 11 Selectable Flash Patterns
• 3 Year Warranty

120034 Series 
Emergency Lamps
3M/Screw Mount

Function Blue Emergency Lamp
Size 98mm x 30mm x 8mm
Voltage Multivolt 12-24V
LED Qty 4
Cable 25cm
Flash Patterns 11 Selectable

Draw @12V @24V
Constant 0.27A 0.15A
Strobe 0.60-0.005A 0.34-0.008A

Approvals SAE/J595 Class 1

Function White Emergency Lamp
Size 98mm x 30mm x 8mm
Voltage Multivolt 12-24V
LED Qty 4
Cable 25cm
Flash Patterns 11 Selectable

Draw @12V @24V
Constant 0.27A 0.15A
Strobe 0.60-0.005A 0.34-0.008A

Approvals SAE/J595 Class 1

Function Green Emergency Lamp
Size 98mm x 30mm x 8mm
Voltage Multivolt 12-24V
LED Qty 4 
Cable 25cm
Flash Patterns 11 Selectable

Draw @12V @24V
Constant 0.27A 0.15A
Strobe 0.60-0.005A 0.34-0.008A

Approvals Nil

120034BM - Blister
Part Number

120034WM - Blister
Part Number

120034GM - Blister
Part Number

Clear Lens  
When Inactive

Clear Lens  
When Inactive

Clear Lens  
When Inactive

Function Amber Emergency Lamp
Size 98mm x 30mm x 8mm
Voltage Multivolt 12-24V
LED Qty 4
Cable 25cm
Flash Patterns 11 Selectable

Draw @12V @24V
Constant 0.27A 0.15A
Strobe 0.60-0.005A 0.34-0.008A

Approvals SAE/J595 Class 1
120034AM - Blister
Part Number Clear Lens  

When Inactive

Function Red Emergency Lamp
Size 98mm x 30mm x 8mm
Voltage Multivolt 12-24V
LED Qty 4
Cable 25cm
Flash Patterns 11 Selectable

Draw @12V @24V
Constant 0.27A 0.15A
Strobe 0.60-0.005A 0.34-0.008A

Approvals SAE/J595 Class 1
120034RM - Blister
Part Number Clear Lens  

When Inactive

8mm

98mm

87.5mm

30mm

120034 SERIES 
Emergency Strobe Lamps 
11 Selectable Patterns

Screw/3M Tape Surface Mount
Mount horizontally or vertically onto a 
flat surface using 3M tape and screws 
supplied.

8mm

98mm

87.5mm

30mm
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• Low Profile Only 8mm
• 14 Selectable Flash Patterns
• 3 Year Warranty

Function Blue Emergency Lamp
Size 131mm x 30mm x 8mm
Voltage Multivolt 12-24V
LED Qty 6
Cable 25cm
Flash Patterns 14 Selectable

Draw @12V @24V
Constant 0.29A 0.15A
Strobe 0.72-0.005A 0.36-0.008A

Approvals SAE/J595 Class 1

Function White Emergency Lamp
Size 131mm x 30mm x 8mm
Voltage Multivolt 12-24V
LED Qty 6
Cable 25cm
Flash Patterns 14 Selectable

Draw @12V @24V
Constant 0.29A 0.15A
Strobe 0.72-0.005A 0.36-0.008A

Approvals SAE/J595 Class 1

Function Red/Blue Emergency Lamp
Size 131mm x 30mm x 8mm
Voltage Multivolt 12-24V
LED Qty 6
Cable 25cm
Flash Patterns 14 Selectable

Draw @12V @24V
Constant 0.29A 0.15A
Strobe 0.72-0.005A 0.36-0.008A

Approvals SAE/J595 Class 1

120035BM - Blister
Part Number

120035WM - Blister
Part Number

120035RBM - Blister
Part Number

120035 Series 
Emergency Lamps
3M/Screw Mount

Clear Lens  
When Inactive

Clear Lens  
When Inactive

Clear Lens  
When Inactive

Function Amber Emergency Lamp
Size 131mm x 30mm x 8mm
Voltage Multivolt 12-24V
LED Qty 6 
Cable 25cm
Flash Patterns 14 Selectable

Draw @12V @24V
Constant 0.29A 0.15A
Strobe 0.72-0.005A 0.36-0.008A

Approvals SAE/J595 Class 1120035AM - Blister
Part Number Clear Lens  

When Inactive

Function Red Emergency Lamp
Size 131mm x 30mm x 8mm
Voltage Multivolt 12-24V
LED Qty 6
Cable 25cm
Flash Patterns 14 Selectable

Draw @12V @24V
Constant 0.29A 0.15A
Strobe 0.72-0.005A 0.36-0.008A

Approvals SAE/J595 Class 1
120035RM - Blister
Part Number Clear Lens  

When Inactive

8mm

131mm

30mm

120mm

8mm

131mm

30mm

120mm

120035 SERIES 
Emergency Strobe Lamps 
14 Selectable Patterns

Screw/3M Tape Surface Mount
Mount horizontally or vertically onto a 
flat surface using 3M tape and screws 
supplied.
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Function Amber Emergency Strobe Lamp
Size 93mm x 36mm x 25mm
Voltage Multivolt 12-24V
LED Qty 3
Cable 19cm
Flash Patterns Strobe or Constant

Draw @12V @24V
Constant 0.24A 0.07A
Strobe 0.03A 0.02-0.15A

Approvals ECE R10 E13 SAE. W08

93AM - Blister
Part Number

Function Blue Emergency Strobe Lamp
Size 93mm x 36mm x 25mm
Voltage Multivolt 12-24V
LED Qty 3
Cable 19cm
Flash Patterns Strobe or Constant

Draw @12V @24V
Constant 0.24A 0.07A
Strobe 0.03A 0.02A-0.15A

Approvals ECE R10 E13 SAE. W08

93BM - Blister
Part Number

Function Green Emergency Strobe Lamp
Size 93mm x 36mm x 25mm
Voltage Multivolt 12-24V
LED Qty 3
Cable 19cm
Flash Patterns Strobe or Constant

Draw @12V @24V
Constant 0.24A 0.07A
Strobe 0.03A 0.02A-0.15A

Approvals ECE R10 E13 SAE. W08

93GM - Blister
Part Number

Right Angle  
Bracket

P/N 93B1B

25mm 36mm

93mm
86.5mm

Function Red Emergency Strobe Lamp
Size 93mm x 36mm x 25mm
Voltage Multivolt 12-24V
LED Qty 3
Cable 19cm
Flash Patterns Strobe or Constant

Draw @12V @24V
Constant 0.24A 0.07A
Strobe 0.03A 0.02A-0.15A

Approvals ECE R10 E13 SAE. W08

93RM - Blister
Part Number

93 SERIES 
Emergency Strobe Lamps

Surface  Mount - Screw Fix
Horizontally mount onto flat surface with screws 
provided using flange and foam gasket.  
Constant -  Red power constant wire.  
Synchronise -  Join all yellow wires together.

25mm 36mm

93mm
86.5mm
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112mm

74mm

23mm 37mm

Function Amber Emergency Lamp
Size 112mm x 37mm x 23mm
Voltage Multivolt 12-24V
LED Qty 3
Cable 18cm
Flash Patterns 12 Selectable

Draw @12V @24V
Constant 0.13A 0.11A
Strobe 0.10A-0.34A 0.01A-0.12A

Approvals ECE R10 E6 10R04.0473

90AM - Blister
Part Number

Function Red Emergency Lamp
Size 112mm x 37mm x 23mm
Voltage Multivolt 12-24V
LED Qty 3
Cable 18cm
Flash Patterns 12 Selectable

Draw @12V @24V
Constant 0.13A 0.11A
Strobe 0.10A-0.34A 0.01A-0.12A

Approvals ECE R10 E6 10R04.0473
90RM - Blister
Part Number

Function Blue Emergency Lamp
Size 112mm x 37mm x 23mm
Voltage Multivolt 12-24V
LED Qty 3
Cable 18cm
Flash Patterns 12 Selectable

Draw @12V @24V
Constant 0.13A 0.11A
Strobe 0.10A-0.34A 0.01A-0.12A

Approvals ECE R10 E6 10R04.0473

90BM - Blister
Part Number

Function White Emergency Lamp
Size 112mm x 37mm x 23mm
Voltage Multivolt 12-24V
LED Qty 3
Cable 18cm
Flash Patterns 12 Selectable

Draw @12V @24V
Constant 0.13A 0.11A
Strobe 0.10A-0.34A 0.01A-0.12A

Approvals ECE R10 E6 10R04.0473

90WM - Blister
Part Number

Function Green Emergency Lamp
Size 112mm x 37mm x 23mm
Voltage Multivolt 12-24V
LED Qty 3
Cable 18cm
Flash Patterns 12 Selectable

Draw @12V @24V
Constant 0.13A 0.11A
Strobe 0.10A-0.34A 0.01A-0.12A

Approvals ECE R10 E6 10R04.0473

90GM - Blister
Part Number

90 SERIES 
Emergency Strobe Lamps 
12 Flash Patterns 180° Beam Angle

Surface  Mount - Screw Fix
Horizontally mount onto flat surface  with screws provided using flange and foam gasket. 
Yellow - Synchronising (Optional) [1 sec next pattern] [3 sec previous] [5 sec steady] [6 sec + off]. 
Connect yellow wires of all lamps together for synchronisation. White - Low Power [Connect 
white wire to black wire for low power, strobe functions only]  Red - Power, Black - Earth.
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Pedestrian safety in the workplace is at the forefront of the development with our latest forklift safety 
lighting range. You are required to have installed reversing alarms and rotating beacons as per the Australian/
New Zealand standards. Yet, in a busy and noisy working environment, the addition of an early warning forklift 
safety lamp gives pedestrians the advantage of a first visual warning of the vehicles working area and alerting 
to possible danger. Specifically designed to be fitted to a forklift, scissor lift, or excavation type vehicles, our 
range offers both blue and red high powered light output as well as several different lighting patterns. They 
are robustly manufactured by using a die-cast alloy body and a virtually indestructible polycarbonate lens with 
an IP67 100% water and dustproof rating, ensuring long reliability and almost no machine downtime. Create 
a safer operating workspace by adding a forklift safety lamp to your fleet. 

• Forklift Warning Safety Zone
• 4.5 Metre Light Projection
• 3 Year Warranty

117mm

93mm

111mm 76mm 73mm 56mm61mm

73mm 58mm

117mm

93mm

111mm 76mm 73mm 56mm61mm

73mm 58mm

Function Red Semi-Circle Beam
Size 117mm x 93mm x 111mm
Voltage 10-80 Volt
LED Qty 1
Cable 27cm
Lens/Base Polycarbonate/Aluminium

Draw @10V @80V
0.90A 0.18A

Approvals Approval No.
ECE R10 10R06/00.22071.00

FLT05 - Bulk
Part Number

Screw Surface  Mount
Bolt to rear of vehicle using adjustable bracket mount. 
Angle lamp to your desired safety distance point or 
zone, then tighten. 
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117mm

93mm

111mm 76mm 73mm 56mm61mm

73mm 58mm

117mm

93mm

111mm 76mm 73mm 56mm61mm

73mm 58mm

120mm 76mm
73mm

82mm 89mm

74mm120mm 76mm
73mm

82mm 89mm

74mm

Function Red Square Beam
Size 76mm x 89mm x 74mm
Voltage 10-94 Volt
LED Qty 4
Cable 45cm
Lens/Base Polycarbonate/Aluminium

Draw @10V @94V
0.67A 0.09A

Approvals Approval No.
ECE R10 10R05.E9.16017

FLT02 - Bulk
Part Number

Function Red Line Beam
Size 76mm x 73mm x 73mm
Voltage 10-94 Volt
LED Qty 3
Cable 37cm
Lens/Base Polycarbonate/Aluminium

Draw @10V @94V
0.48A 0.06A

Approvals Approval No.
ECE R10 10R05.E9.16017

FLT04 - Bulk
Part Number

FORKLIFT WARNING 
4.5 Metre Light Projection 
Adjustable Mounting

Screw Surface  Mount
Bolt to rear of vehicle using adjustable bracket mount. 
Angle lamp to your desired safety distance point or zone, 
then tighten. 
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Function ECE Reverse Lamp 12 Watts
Size 73mm x 73mm x 31mm
Voltage Multivolt 12-24V
LED Qty 4 x 3 Watt
Cable 40cm
Lumens 489lm Effective

Draw @13.8V @28V
0.59A 0.27A

Approvals Function Category CTA
ECE Reverse 1/00 060164

7312BM - Blister
Part Number

75mm 30mm

93mm

73mm 31mm

122mm

100mm

80mm

5mm

75mm

7512BM - Blister
Part Number

Function ECE Reverse Lamp 12 Watts
Size 75mm Round x 30mm
Voltage Multivolt 12-24V
LED Qty 4 x 3 Watt
Cable 40cm
Lumens 489lm Effective

Draw @13.8V @28V
0.59A 0.27A

Approvals Function Category CTA
ECE Reverse 1/00 060165

37lx

5m

0m
5m

15m

5m

15m

25m 50m 75m 100m

0

5m

5m

10m

10m

15m

15m 5m 15m 25m 35m

13040

7312

FL1-FL2

FL39

7451

0

5m

10m

5m 10m 20m 30m 40m 50m 60m 70m

5m

10m

15m

15m

0m

5m

10m

15m

5m 15m 25m 35m0

5m

10m

15m

0m

5m

10m

15m

5m 15m 25m 35m 45m 55m 65m 80m0

5m

10m

15m

ECE Approved 
1/00 Reverse/Flood Lamps

ECE Approved 
1/00 Reverse/Flood Lamps

75mm 30mm

93mm

73mm 31mm

122mm

100mm

80mm

5mm

75mm

37lx

5m

0m
5m

15m

5m

15m

25m 50m 75m 100m

0

5m

5m

10m

10m

15m

15m 5m 15m 25m 35m

13040

7312

FL1-FL2

FL39

7451

0

5m

10m

5m 10m 20m 30m 40m 50m 60m 70m

5m

10m

15m

15m

0m

5m

10m

15m

5m 15m 25m 35m0

5m

10m

15m

0m

5m

10m

15m

5m 15m 25m 35m 45m 55m 65m 80m0

5m

10m

15m

Bolt Bracket Mount
Fix to mounting surface using 
stainless steel bolts and adjustable 
stainless steel bracket supplied.

Bolt Bracket Mount
Fix to mounting surface using 
stainless steel bolts and adjustable 
stainless steel bracket supplied.
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Function Flood Lamp 12 Watts
Size 130mm x 40mm x 43mm
Voltage Multivolt 9-30V
LED Qty 4 x 3 Watt
Cable 33cm
Lumens 480lm Effective

Draw @13.8V @28V
0.59A 0.27A

13040BM - Blister
Part Number

130mm

40mm

43mm 149mm

115mm
92mm

41mm130mm

40mm

43mm 149mm

115mm
92mm

41mm

37lx

5m

0m
5m

15m

5m

15m

25m 50m 75m 100m

0

5m

5m

10m

10m

15m

15m 5m 15m 25m 35m

13040

7312

FL1-FL2

FL39

7451

0

5m

10m

5m 10m 20m 30m 40m 50m 60m 70m

5m

10m

15m

15m

0m

5m

10m

15m

5m 15m 25m 35m0

5m

10m

15m

0m

5m

10m

15m

5m 15m 25m 35m 45m 55m 65m 80m0

5m

10m

15m

Recessed Mounting

73120BM - Blister
Part Number

Function ECE Reverse Lamp 12 Watts
Size 100mm x 100mm x 5mm
Voltage Multivolt 12-24V
LED Qty 4 x 3 Watt
Cable 40cm
Lumens 489lm Effective

Draw @13.8V @28V
0.59A 0.27A

Approvals Function Category CTA
ECE Reverse 1/00 060164

75mm 30mm

75mm

73mm 31mm

73mm

100mm

100mm80mm

75mm 30mm

93mm

73mm 31mm

122mm

100mm

80mm

5mm

75mm

37lx

5m

0m
5m

15m

5m

15m

25m 50m 75m 100m

0

5m

5m

10m

10m

15m

15m 5m 15m 25m 35m

13040

7312

FL1-FL2

FL39

7451

0

5m

10m

5m 10m 20m 30m 40m 50m 60m 70m

5m

10m

15m

15m

0m

5m

10m

15m

5m 15m 25m 35m0

5m

10m

15m

0m

5m

10m

15m

5m 15m 25m 35m 45m 55m 65m 80m0

5m

10m

15m

ECE Approved 
1/00 Reverse/Flood Lamps

13040 SERIES 
Compact Flood/Work Lamps

Recessed Mount Hex Bolt Fix
Mount into cut out 75mm x 75mm with hex 
bolts supplied. Please refer to ADR 13/00 for 
mounting instructions.

Bolt Bracket Mount
Fix to mounting surface using 
stainless steel bolts and adjustable 
stainless steel bracket supplied.
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Function Flood Lamp 27 Watts
Size 115mm Round x 45mm
Voltage Multivolt 9-32V
LED Qty 9 x 3 Watt
Cable 23cm
Lumens 1080lm Effective
Draw @13.8V @28V

1.10A 0.53A

Function Flood Lamp 27 Watts
Size 107mm x 107mm x 45mm
Voltage Multivolt 9-32V
LED Qty 9 x 3 Watt
Cable 23cm
Lumens 1080lm Effective
Draw @13.8V @28V

1.10A 0.53A

FL2 - Blister
Part Number

FL1 - Blister
Part Number

115mm 45mm

128mm

107mm 45mm

128mm

115mm 45mm

128mm

107mm

107mm

45mm

128mm

FL Series Work Lamps 
High Powered Flood Beam

Bolt Bracket Mount
Fix to mounting surface using 
stainless steel bolts and adjustable 
stainless steel bracket supplied.

37lx

5m

0m
5m

15m

5m

15m

25m 50m 75m 100m

0

5m

5m

10m

10m

15m

15m 5m 15m 25m 35m

13040

7312

FL1-FL2

FL39

7451

0

5m

10m

5m 10m 20m 30m 40m 50m 60m 70m

5m

10m

15m

15m

0m

5m

10m

15m

5m 15m 25m 35m0

5m

10m

15m

0m

5m

10m

15m

5m 15m 25m 35m 45m 55m 65m 80m0

5m

10m

15m

115mm 45mm

128mm

107mm 45mm

128mm

115mm 45mm

128mm

107mm 45mm

128mm

FL Series Work Lamps 
High Powered Flood Beam

Bolt Bracket Mount
Fix to mounting surface using 
stainless steel bolts and adjustable 
stainless steel bracket supplied.

37lx

5m

0m
5m

15m

5m

15m

25m 50m 75m 100m

0

5m

5m

10m

10m

15m

15m 5m 15m 25m 35m

13040

7312

FL1-FL2

FL39

7451

0

5m

10m

5m 10m 20m 30m 40m 50m 60m 70m

5m

10m

15m

15m

0m

5m

10m

15m

5m 15m 25m 35m0

5m

10m

15m

0m

5m

10m

15m

5m 15m 25m 35m 45m 55m 65m 80m0

5m

10m

15m
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37lx

5m

0m
5m

15m

5m

15m

25m 50m 75m 100m

0

5m

5m

10m

10m

15m

15m 5m 15m 25m 35m

13040

7312

FL1-FL2

FL39

7451

0

5m

10m

5m 10m 20m 30m 40m 50m 60m 70m

5m

10m

15m

15m

0m

5m

10m

15m

5m 15m 25m 35m0

5m

10m

15m

0m

5m

10m

15m

5m 15m 25m 35m 45m 55m 65m 80m0

5m

10m

15m

Function Flood Lamp 39 Watts
Size 121mm Round x 75mm
Voltage Multivolt 10-30V
LED Qty 13 x 3 Watt
Cable 45cm
Lumens 2400lm Effective

Draw @13.8V @28V
2.11A 1.05A

Function Flood Lamp 48 Watts
Size 109mm x 110mm x 70mm
Voltage Multivolt 10-30V
LED Qty 16 x 3 Watt
Cable 45cm
Lumens 3300lm Effective

Draw @13.8V @28V
2.65A 1.36A

FL39W - Coloured Box
Part Number

FL48W - Coloured Box
Part Number

121mm

121mm

75mm

138mm

109mm

110mm

70mm

137mm

121mm

121mm

75mm

138mm

109mm

110mm

70mm

137mm

FL Series Work Lamps 
High Powered Flood Beam

Bolt Bracket Mount
Fix to mounting surface using 
stainless steel bolts and adjustable 
stainless steel bracket supplied.

37lx

5m

0m
5m

15m

5m

15m

25m 50m 75m 100m

0

5m

5m

10m

10m

15m

15m 5m 15m 25m 35m

13040

7312

FL1-FL2

FL39

7451

0

5m

10m

5m 10m 20m 30m 40m 50m 60m 70m

5m

10m

15m

15m

0m

5m

10m

15m

5m 15m 25m 35m0

5m

10m

15m

0m

5m

10m

15m

5m 15m 25m 35m 45m 55m 65m 80m0

5m

10m

15m

121mm

121mm

75mm

138mm

109mm

110mm

70mm

137mm

121mm

121mm

75mm

138mm

109mm

110mm

70mm

137mm

FL Series Work Lamps 
High Powered Flood Beam

Bolt Bracket Mount
Fix to mounting surface using 
stainless steel bolts and adjustable 
stainless steel bracket supplied.
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HT70 - Blister
Part Number

ON/OFF MOTION SENSOR

Non-Slip Elastic 
Headband

Tilt Adjustable 
Head

Rechargeable 
Micro USB Cable

280 Lumens 
 Main Light

HT RECHARGEABLE SERIES 
Head Position Lamp with Motion Sensor 
Highly Efficient COB Design

Function Adjustable Head Torch
Voltage Rechargeable 3.7V

1500mAh Li-Po Battery
Output High Mode - 280lm, 

Economy Mode - 100lm
Colour Temp 6500K
LED 3W COB LED
Running Time High Power - 2hrs

Economy Mode - 5.5hrs
Charging Time 2.5 Hours



177

L
ig

h
ti

n
g
 S

o
lu

ti
o
n
s

Function 180° Adjustable Work Lamp
Size 94mm  x 80mm x 37mm
Voltage Rechargeable 3.7V

2600mAh Li-ion Battery
Output 1) Spotlight - 250lm, 

2) Low Mode - 100lm,  
3) Mid Mode - 350lm, 
4) High Mode - 700lm

Colour Temp 6500K
Protection IP65
Runtime Spot - 4hrs, High Mode - 3hrs
Charging Time 4 Hours

Function 180° Adjustable Work Lamp
Size 115mm  x 110mm x 41mm
Voltage Rechargeable 3.7V

5200mAh Li-ion Battery
Output 1) Spotlight - 400lm, 

2) Low Mode - 350lm,  
3) Mid Mode - 700lm, 
4) High Mode - 1400lm

Colour Temp 6500K
Protection IP65
Runtime Spot - 7hrs, High Mode - 2hrs
Charging Time 4 Hours

WTB115 - Blister 
Part Number

WTB100 - Blister
Part Number

Super Strong 
Magnet

Super Strong 
Magnet

Rechargeable
USB-C Cable

Rechargeable
USB-C Cable

Impact & Shock
Resistant

Impact & Shock
Resistant

1400 Lumen
Main Light

700 Lumen
Main Light

WTB RECHARGEABLE SERIES 
Dual Spot/Flood Beam Work Light 
Highly Efficient COB Design
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Function 360° Compact Inspection Lamp
Size 174mm x 28mm x 29mm 
Voltage Rechargeable 3.7V

700mAh Li-Po Battery
Output Main Light 200lm, Top Light 120lm
Colour Temp 6500K
LED 2W COB LED (Main Light)

3W SMD LED (Top Light)
Running Time High Power - 2hrs, Top Light - 3hrs
Charging Time 1.5 Hours

PL175 - Blister
Part Number

Function Heavy Duty Compact Inspection Lamp
Size 190mm x 25mm x 35mm
Voltage Rechargeable 3.7V

1100mAh Li-ion Battery
Output High 350lm, Economy 110lm,

Top Light 120lm
Colour Temp 6500K
LED 3W COB LED (Main Light)

3W SMD LED (Top Light)
Running Time High Power - 1.5hrs 

Economy Mode - 5.5hrs
Top Light - 4hrs

Charging Time 3 Hours

PL190 - Blister
Part Number

Rear Pocket
Clip

Top Position 
Torch Lamp

Super Strong 
Magnets

Rechargeable
Micro USB Cable

Impact & Shock
Resistant

350 Lumen
Main Light

Rear Pocket
Clip

Top Position 
Torch Lamp

Super Strong 
Magnet

Rechargeable
Micro USB Cable

Impact & Shock
Resistant

200 Lumen
Main Light

PL RECHARGEABLE SERIES 
Magnetic Pen/Pocket Lights 
Flood Beam with Top Torch
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Function Compact Inspection Lamp
Size 170mm x 22mm x 26mm
Voltage Rechargeable 3.7V

750mAh Li-Po Battery
Output Main Light 120lm, Torch Light 80lm
Colour Temp 6500K
Running Time High Power - 3hrs, Torch - 4.5hrs
Charging Time 2.5 Hours

PL170 - Blister
Part Number

Rear Pocket
Clip

Rechargeable
Micro USB Cable

Bottom Position 
Torch Lamp

Super Strong 
Magnet

Impact & Shock
Resistant

120 Lumen
Main Light

PL RECHARGEABLE SERIES 
Magnetic Pen/Pocket Lights 
Flood Beam with Torch Light
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Function 180° Pivoting Inspection Lamp
Size 190mm x 56mm x 33mm
Voltage Rechargeable 3.7V

2200mAh Li-ion Battery
Output Worklight - 350lm, Top Light - 80lm
Colour Temp 6500K
Protection IP54
Runtime Main Light - 3.5hrs, Top Light - 8hrs
Charging Time 4 Hours

HH190 - Blister
Part Number

7 Position Pivoting 
Base Design

Swivel/Pivot  
Hanging Hook

Top Position 
Torch Lamp

Rechargeable 
Micro USB Cable

Super Strong Dual 
Magnetic Rear Pad

Super Strong 
Magnetic Base

Function 180° Pivoting Inspection Lamp
Size 190mm x 56mm x 33mm
Voltage Rechargeable 3.7V

2200mAh Li-ion Battery
Output Main Light - 350lm, Top Light - 80lm
Colour Temp 6500K
Protection IP54
Running Time Main Light - 3.5hrs, Top Light - 8hrs
Charging Time 4 Hours

HH190-1 - Blister Hang/Stand

Part Number

7 Position Pivoting 
Base Design

Swivel/Pivot  
Hanging Hook

Top Position 
Torch Lamp

Rechargeable 
Micro USB Cable

Super Strong Dual 
Magnetic Rear Pad

240 Volt
Docking Re-charger

HH190 RECHARGEABLE 
Inspection Flood Lamp with Top Light 
Dual Magnet on Base and Rear 
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Rechargeable
Micro USB Cable

Function Flexible Neck Inspection Wand
Size 525mm x 46mm x 67mm  

(250mm Neck)

Voltage Rechargeable 3.7V, 2600mAh  
Li-ion Battery

Output Main Light - 500lm,  
Top Light - 120lm

Colour Temp 6500K
Protection IP54
Running Time Main Light - 2hrs to 16hrs,  

Top Light - 10hrs

Charging Time 4 Hours

HH420 - Blister
Part Number

Swivel/Pivot  
Hanging Hook

Top Position 
Torch Lamp

Super Strong
Magnetic Base

On/Off 
Dimming 
Control  
Wheel
Hold Down  
for 3 Sec to  

Turn Off

Function 120° Pivoting Inspection Wand
Size 340mm x 41mm x 61mm
Voltage Rechargeable 3.7V, 2600mAh  

Li-on Battery

Output Main Light - 300/600lm,  
Top Light - 120lm

Colour Temp 6500K
Protection IP65
Running Time Main Light - Low: 6hrs,  

High: 3hrs, Top Light - 7hrs

Charging Time 4 Hours

HH340 - Blister
Part Number

5 Position Pivoting  
Head Design

Top Position 
Torch Lamp

Super Strong
Magnetic Base

Rechargeable
Micro USB Cable

HH RECHARGEABLE SERIES 
Magnetic Pen/Pocket Lights 
Flood Beam with Torch Light
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76mm

13
m
m

Function Interior/ Exterior Lamp
Size 76mm x 13mm
Voltage Multivolt 10-30V
LED Qty 10
Lumens 220lm Effective
CRI >80
Colour Temp 4500K
Cable 20cm

Draw @13.8V 0.2A7610WM - Blister
Part Number

LUX-Distance Curve

1m

2m

5m

66 LUX Ø19cm

17 LUX Ø38cm

3 LUX Ø95cm

87°

76mm

13
m
m

Hard Wired

By offering a diverse range in interior and exterior lighting, LED have you covered when it 
comes to your lighting decisions. LED Autolamps incorporate high-quality manufacturing, 
matched together with super bright LEDs and low-profile compact designs with choices 
of a switch, PIR (Motion Sensor) , touch sensor, or non-switch lighting 
options. Ideally suited to a caravan, RV, Bus, Trailer, or 
vehicle interior. LED have the product that you 
need.

7610 SERIES 
Surface Mount Interior/Exterior Lamps

Screw Surface Mount - Clip on Bezel
Run wires through hole in mounting surface and then 
fix to flat surface using screws supplied. Clip white 
bezel onto light.
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Function Interior/ Exterior Lamp
Size 131mm x 14mm
Voltage Multivolt 10-30V
LED Qty 87
Lumens 750lm Effective
Colour Temp 4500K
Cable 20cm

Draw @13.8V 0.7A

Function Interior/ Exterior Lamp
Size 131mm x 14mm
Voltage Multivolt 10-30V
LED Qty 87
Lumens 750lm Effective
Colour Temp 4500K
Cable 20cm

Draw @13.8V 0.7A

Function Interior/ Exterior Lamp
Size 131mm x 14mm
Voltage Multivolt 10-30V
LED Qty 87
Lumens 750lm Effective
Colour Temp 4500K
Cable 20cm

Draw @13.8V 0.7A

13118WM - Blister
Part Number

13118WM-SW - Blister
Part Number

13118WM-PIR - Box
Part Number

LUX-Distance Curve

1m

2m

5m

225 LUX Ø24cm

56 LUX Ø48cm

9 LUX Ø121cm

100°

LUX-Distance Curve

1m

2m

5m

225 LUX Ø24cm

56 LUX Ø48cm

9 LUX Ø121cm

100°

LUX-Distance Curve

1m

2m

5m

225 LUX Ø24cm

56 LUX Ø48cm

9 LUX Ø121cm

100°

Non Switch

Touch Switch

Motion Sensor

131mm
12
0°

26mm

9.5mm 83
°

117.5mm

14
m
m

131mm
12
0°

26mm

9.5mm 83
°

117.5mm

14mm

13118 SERIES 
Surface Mount Interior/Exterior Lamps

Surface Mount - Screw Fix
Run wires through hole in mounting surface 
and then fix to flat surface using screws 
supplied. 

Motion sensor detection distance up to 3-5 
metres. 30 Second on delay until no sensor 

detection.
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Function Interior/ Exterior Lamp
Size 166mm x 61mm x 14mm
Voltage Multivolt 10-30V
LED Qty 27
Lumens 240lm Effective
Colour Temp 4500K
Cable 20cm

Draw @13.8V 0.2A

Function Interior/ Exterior Lamp
Size 166mm x 61mm x 14mm
Voltage Multivolt 10-30V
LED Qty 27
Lumens 240lm Effective
Colour Temp 4500K
Cable 20cm

Draw @13.8V 0.2A

LUX-Distance Curve

1m

2m

5m

74 LUX Ø21cm

18 LUX Ø42cm

3 LUX Ø106cm

94°
Function Interior/ Exterior Lamp
Size 166mm x 61mm x 14mm
Voltage Multivolt 10-30V
LED Qty 27
Lumens 240lm Effective
Colour Temp 4500K
Cable 20cm

Draw @13.8V 0.2A

16606WM - Box
Part Number

16606WM-SW - Box
Part Number

16606WM-PIR - Box
Part Number

Motion sensor detection distance up to 3-5 
metres. 30 Second on delay until no sensor 

detection.

LUX-Distance Curve

1m

2m

5m

74 LUX Ø21cm

18 LUX Ø42cm

3 LUX Ø106cm

94°

LUX-Distance Curve

1m

2m

5m

74 LUX Ø21cm

18 LUX Ø42cm

3 LUX Ø106cm

94°

166mm166mm

61mm61mm

14mm14mm

166mm166mm

61mm61mm

14mm14mm

Non Switch

Touch Switch

Motion Sensor

16606 SERIES 
Surface Mount Interior/Exterior Lamps

Surface Mount - Screw Fix
Run wires through hole in mounting surface 
and then fix to flat surface using screws 
supplied. 
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Function Interior/ Exterior Lamp
Size 201mm x 67mm x 14mm
Voltage Multivolt 10-30V
LED Qty 45
Lumens 400lm Effective
Colour Temp 4500K
Cable 20cm

Draw @13.8V 0.3A

Function Interior/ Exterior Lamp
Size 201mm x 67mm x 14mm
Voltage Multivolt 10-30V
LED Qty 45
Lumens 400lm Effective
Colour Temp 4500K
Cable 20cm

Draw @13.8V 0.3A

Function Interior/ Exterior Lamp
Size 201mm x 67mm x 14mm
Voltage Multivolt 10-30V
LED Qty 45
Lumens 400lm Effective
Colour Temp 4500K
Cable 20cm

Draw @13.8V 0.3A

20109WM - Blister
Part Number

20109WM-SW - Blister
Part Number

20109WM-PIR - Box
Part Number

Motion sensor detection distance up to 3-5 
metres. 30 Second on delay until no sensor 

detection.

LUX-Distance Curve

1m

2m

5m

115 LUX Ø23cm

28 LUX Ø46cm

5 LUX Ø114cm

98°

LUX-Distance Curve

1m

2m

5m

115 LUX Ø23cm

28 LUX Ø46cm

5 LUX Ø1148cm

98°

LUX-Distance Curve

1m

2m

5m

115 LUX Ø23cm

28 LUX Ø46cm

5 LUX Ø114cm

98°

201mm201mm

67mm67mm

14mm14mm

201mm201mm

67mm67mm

14mm14mm

Non Switch

Touch Switch

Motion Sensor

20109 SERIES 
Surface Mount Interior/Exterior Lamps

Surface Mount - Screw Fix
Run wires through hole in mounting surface 
and then fix to flat surface using screws 
supplied. 
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1016 1031

66mm

100mm 150mm

116mm

25mm 25mm

10mm 10mm

1016 1031

66mm

100mm 150mm

116mm

25mm 25mm

10mm 10mm

1016 1031

66mm

100mm 150mm

116mm

25mm 25mm

10mm 10mm

1016 1031

66mm

100mm 150mm

116mm

25mm 25mm

10mm 10mm

101211061
266mm 566mm

600mm300mm
25mm 25mm

10mm 10mm

101211061
266mm 566mm

600mm300mm
25mm 25mm

10mm 10mm

101211061
266mm 566mm

600mm300mm
25mm 25mm

10mm 10mm

101211061
266mm 566mm

600mm300mm
25mm 25mm

10mm 10mm

Function Interior Strip Lamp
Size 150mm x 25mm x 10mm
Voltage 12 Volt or 24 Volt
LED Qty 31
Spread 120°
Lumen 90lm
Cable 50cm

Draw @13.8V @28V
0.17A 0.07A

1031 - 12V, Blister
1031/24 - 24V, Blister

Part Numbers
LUX-Distance Curve

1m

2m

5m

128 LUX Ø75cm

56 LUX Ø150cm

40°

Non Switch

Function Interior Strip Lamp
Size 100mm x 25mm x 10mm
Voltage 12 Volt or 24 Volt
LED Qty 16
Spread 120°
Lumen 46lm
Cable 50cm

Draw @13.8V @28V
0.11A 0.05A

1016 - 12V, Blister
1016/24 - 24V, Blister

Part Numbers
LUX-Distance Curve

1m

2m

5m

55 LUX Ø75cm

24 LUX Ø150cm

40°

Non Switch

Function Interior Strip Lamp
Size 300mm x 25mm x 10mm
Voltage 12 Volt or 24 Volt
LED Qty 61
Spread 120°
Lumen 340lm
Cable 50cm

Draw @13.8V @28V
0.31A 0.17A

1061 - 12V, Blister
1061/24 - 24V, Blister

Part Numbers
LUX-Distance Curve

1m

2m

5m

215 LUX Ø75cm

94 LUX Ø150cm

40°

Non Switch

10 SERIES 
Low Profile Slimline Strip Lamps
with 120° Light Spread
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Function Interior Strip Lamp
Size 300mm x 25mm x 10mm
Voltage 12 Volt or 24 Volt
LED Qty 61
Spread 120°
Lumen 340lm Effective
Cable 50cm

Draw @13.8V @28V
0.31A 0.17A

1061/12SW - 12V, Blister
1061/12SWB - 12V, Bulk
1061/24SW - 24V, Blister

Part Numbers
LUX-Distance Curve

1m

2m

5m

215 LUX Ø75cm

94 LUX Ø150cm

40°

Push Button

Function Interior Strip Lamp
Size 600mm x 25mm x 10mm
Voltage 12 Volt or 24 Volt
LED Qty 121
Spread 120°
Lumen 670lm
Cable 50cm

Draw @13.8V @28V
0.58A 0.31A

10121/12SW - 12V, Blister
10121/24SW - 24V, Blister

Part Numbers
LUX-Distance Curve

1m

2m

5m

454 LUX Ø75cm

198 LUX Ø150cm

40°

Push Button

Function Interior Strip Lamp
Size 600mm x 25mm x 10mm
Voltage 12 Volt or 24 Volt
LED Qty 121
Spread 120°
Lumen 670lm
Cable 50cm

Draw @13.8V @28V
0.58A 0.31A

10121 - 12V, Blister
10121/24 - 24V, Blister

Part Numbers
LUX-Distance Curve

1m

2m

5m

454 LUX Ø75cm

198 LUX Ø150cm

40°

Non Switch

10 SERIES 
Low Profile Slimline Strip Lamps
with 120° Light Spread

Screw Surface Mount
Remove bezel, surface mount lamp using screws available, 
run wires through hole and refit bezel by clicking into place. 
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188

40mm

11mm

40mm

410mm

260mmSurface Mount - Screw Fix
By using supplied screws, pop the pre fitted screw 
caps by pushing from the back of the lamp. Fit using 
two exposed fixing points and then reinstall the screw 
caps. Can be wired for On/Off sensor or constant On.

40260MCU - 12V, Blister

Part Numbers

40410MCU - 12V, Blister

Part Numbers

40770MCU - 12V, Blister
Part Numbers

Function Interior Strip Lamp
Size 260mm x 40mm x 11mm
Voltage 12 Volt or 24 Volt
LED Qty 10
Lumens 237lm Effective
Spread 120°
Cable 20cm

Draw @13.8V @28V
0.475A 0.250A

Function Interior Strip Lamp
Size 410mm x 40mm x 11mm
Voltage 12 Volt or 24 Volt
LED Qty 20

Lumens 474lm Effective
Spread 120°
Cable 20cm

Draw @13.8V @28V
0.92A 0.41A

Function Interior Strip Lamp
Size 770mm x 40mm x 11mm
Voltage 12 Volt or 24 Volt
LED Qty 40

Lumens 948lm Effective
Spread 120°
Cable 20cm

Draw @13.8V @28V
1.40A 0.676A

LUX-Distance Curve

1m

2m

5m

1036 LUX Ø75cm

373 LUX Ø150cm

40°

LUX-Distance Curve

1m

2m

5m

611 LUX Ø75cm

220 LUX Ø150cm

40°

LUX-Distance Curve

1m

2m

5m

300 LUX Ø75cm

108 LUX Ø150cm

40°

Touch 
Switch

Touch 
Switch

Touch 
Switch

40 SERIES - Black 
Low Profile Interior Strip Lamps
with 120° Light Spread
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LUX-Distance Curve

1m

2m

5m

611 LUX Ø75cm

220 LUX Ø150cm

40°

LUX-Distance Curve

1m

2m

5m

300 LUX Ø75cm

108 LUX Ø150cm

40°Function Interior Strip Lamp
Size 260mm x 40mm x 11mm
Voltage 12 Volt Only
LED Qty 10

Lumens 237lm Effective
Spread 120°
Cable 20cm

Draw @13.8V
0.475A

Function Interior Strip Lamp
Size 410mm x 40mm x 11mm
Voltage 12 Volt Only
LED Qty 20

Lumens 474lm Effective
Spread 120°
Cable 20cm

Draw @13.8V
0.92A

40260SMCU - Blister

Part Number

40410SMCU - Blister

Part Number

Touch 
Switch

Touch 
Switch

40 SERIES - Silver 
Low Profile Interior Strip Lamps
with 120° Light Spread

189

40mm

770mm
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Surface Mount - Screw Fix
Run wires through hole in mounting 
surface, mount using two screw points, 
then install the screw caps.

Surface Mount - Screw Fix
Remove end caps, then fix to 
flat surface with screws supplied 
then refit end caps.

Function Interior/Exterior Strip Lamp
Size 285mm x 25mm x 10mm
Voltage 12 Volt Only
LED Qty 24
Lumens 189lm Effective
Spread 112°
Cable 8.5cm

Draw @13.8V 0.18A

Function Interior Strip Lamp
Size 662mm x 25mm x 11mm
Voltage Multivolt 12-24 Volt
LED Qty 36

Lumens 394lm Effective
Spread 112°
Cable 20cm

Draw @12V @24V
0.51A 0.26A

LUX-Distance Curve

0.6m

1m 143 LUX Ø305cm

112°

2430BMB - Bulk, Non-Switch
2430BMB-SW - Bulk, Push Button

Part Numbers

285BW12 - Blister

Part Number

Function Interior Strip Lamp
Size 362mm x 25mm x 11mm
Voltage Multivolt 12-24 Volt
LED Qty 18
Lumens 247lm Effective
Spread 112°
Cable 20cm

Draw @12V @24V
0.26A 0.14A

397 LUX

LUX-Distance Curve

0.6m

1m 91 LUX Ø305cm

112°

253 LUX Ø180cm

Ø180cm

25mm

11mm 362mm

25mm

662mm

266mm

25mm

285mm
10mm

266mm

25mm

285mm
10mm

285 SERIES 
Interior/Exterior Strip Lamps

24 SERIES 
Interior Strip Lamps

Push Button Switch

Push Button Switch

Hard Wired

Hard Wired

2460BMB - Bulk, Non-Switch
2460BMB-SW - Bulk, Push Button

Part Numbers
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Function Interior Lamp
Size 76mm Round x 9mm
Voltage 12 Volt Only
LED Qty 15
Cable 29cm
Colour Temp 6500K

Draw @13.8V 0.27A

LUX-Distance Curve

1.0m

2m 11.6 LUX Ø150cm

40°

46 LUX Ø75cm

P/N 75BW

Function Interior Lamp
Size 76mm Round x 9mm
Voltage 12 Volt Only
LED Qty 15
Cable 29cm
Colour Temp 6500K

Draw @13.8V 0.27A7515C - Blister
7515CB - Bulk

Part Numbers

7515 SERIES 
High Brightness Interior Lamps

Surface Mount - Screw Fix
Remove bezel and surface mount using three 
screw points, run wires through hole in mounting 
surface and refit bezel by clicking into place.  
Accessory Bezel P/N 75BW - White Bezel

76mm 9mm 65.5mm

65.5mm

LUX-Distance Curve

1.0m

2m 11.6 LUX Ø150cm

40°

46 LUX Ø75cm

Active

Active7515WB - Bulk
Part Numbers
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23285BLKB - 12V, Bulk

285BKT - 285 Base, Bulk

Part Number

Part Number

Dual Function  
White or Amber

Function Caravan Awning Lamp
Size 293mm x 27mm x 37mm
Voltage 12 Volt
LED Qty 24
Effective 
Lumens

White 210lm
Amber 35lm

Spread 60°

Cable 40cm

Draw White Amber
@13.8V 0.26A 0.12A

293mm

27mm

37mm

285 EXTERIOR SERIES 
Slimline Awning Lamps

Screw Surface Mount
Surface mount base with screws supplied. 
Remove lamp end caps and fit onto base 
with screws supplied then refit end caps.

Active

Active
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144mm

127mm

116mm
29mm

19mm

222mm146mm 197mm

Function Grab Handle Lamp

Size 221mm x 144mm x 29mm

Voltage 12 Volt Only

LED Qty Main 18Pcs Blue 1Pc

Colour Temp 6500K

Cable 22cm

Draw Blue White

@12V 0.03A 0.30A

@24V 0.03A 0.17A

GH12B - Bulk
Part Number

144mm

127mm

116mm
29mm

19mm

222mm146mm 197mm

144mm

127mm

116mm
29mm

19mm

222mm146mm 197mm

CARAVAN GRAB HANDLE 
Light with Blue Night-Light

Recessed Screw Mount
Recess mount with screws supplied,  
cut out size 197mm x 116mm.

Push Button Door Control 
High Brightness Main Light

Blue Night Light

Active
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Remove end caps and fit onto flat surface 
with screws supplied then refit end caps..

Function Caravan Awning Lamp
Size 260mm x 23mm x 24mm
Voltage 12 Volt
LED Qty 18
Lumens 240 Effective
Colour Temp 3000K
Cable 20cm

Draw @13.8V @28V
0.18A 0.09A

Function Caravan Awning Lamp
Size 260mm x 23mm x 24mm
Voltage 12 Volt or 24 Volt
LED Qty 18
Lumens 185 Effective
Colour Temp 3000K
Cable 20cm

Draw @13.8V @28V
0.18A 0.09A

Function Caravan Awning Lamp
Size 260mm x 23mm x 24mm
Voltage 12 Volt
LED Qty 18
Lumens White 178, Amber 87 Effective
Colour Temp 4000K/2000K
Cable 20cm

Draw @13.8V
White 0.37A
Amber 0.18A

260mm

23mm

24mm

23260AWB - 12V, Bulk
Part Numbers

Dual Function  
White or Amber

23260B - 12V, Bulk
Part Numbers

23260BLK - 12V, Blister
23260BLKB - 12V, Bulk
23260/24BLK - 24V, Blister

Part Numbers

23260 SERIES 
Exterior Grade Awning Lamps 
with 60° Light Spread

Surface Mount - Screw Fix
Remove end caps and fit onto flat surface with 
screws supplied then refit end caps. 
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Function Caravan Awning Lamp
Size 443mm x 23mm x 24mm
Voltage 12 Volt
LED Qty 36
Lumens White 365, Amber 180 Effective
Colour Temp 4000K/2000K
Cable 20cm

Draw @13.8V
White 0.72A
Amber 0.37A

Function Caravan Awning Lamp
Size 443mm x 23mm x 24mm
Voltage 12 Volt or 24 Volt 
LED Qty 36
Lumens 500 Effective
Colour Temp 3000K
Cable 20cm

Draw @13.8V @28V
0.41A 0.20A

Function Caravan Awning Lamp
Size 443mm x 23mm x 24mm
Voltage 12 Volt
LED Qty 36
Lumens 385 Effective
Colour Temp 3000K
Cable 20cm

Draw @13.8V @28V
0.41A 0.20A

23mm
443mm

24mm

23450AWB - 12V, Bulk
Part Numbers

Dual Function  
White or Amber

23450 - 12V, Blister
23450/24 - 24V, Blister

Part Numbers

23450BLKB - 12V, Bulk
Part Numbers

23450 SERIES 
Exterior Grade Awning Lamps 
with 60° Light Spread

Surface Mount - Screw Fix
Remove end caps and fit onto flat surface with 
screws supplied then refit end caps. 
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Function Reading Lamp
Size 99mm x 46mm x 69mm
Voltage 12 Volt Only
LED Qty 3 x 1 Watt
Cable 15cm
USB Output Max 1.0A
Lumen 140lm Effective

Draw @13.8V 0.15A

RL60-12B - Silver, Bulk
RL60B-USB - Silver, USB Port, Bulk

Part Numbers

46mm 69mm

99mm

60mm

Function Reading Lamp
Size 114mm x 63mm x 60mm

333mm x 63mm x 60mm
Voltage 12 Volt Only
LED Qty 3 x 2 Watt
Cable 15cm
Lumen 130lm Effective

Draw @13.8V 0.13A

RL120 - Blister 
RL120B - Bulk

Part Numbers

60mm

114mm

63mm

39mm

15mm

60mm

63mm

333mm

RL60BLKB - Black, Bulk
RL60BLKB-USB - Black, USB Port, Bulk

Part Numbers

USB  
Charge  

Port

RL60 SERIES 
Caravan Reading Lamps  
with 60° Tilt and 350° Rotation

RL120/330 SERIES 
Caravan Reading Lamps  
with Flexible Extension

Screw Surface Mount
Run wires through hole in mounting 
surface and then fix to flat surface 
using screws supplied. 

Screw Surface Mount
Run wires through hole in mounting surface and 
then fix to flat surface using screws supplied. 

RL330 - Blister
Part Number
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150mm150mm

56mm56mm

30mm30mm 30mm30mm

155mm155mm

103mm103mm

16mm16mm

56mm56mm

103mm103mm

16mm16mm

41mm41mm 41mm41mm

150mm150mm

56mm56mm

30mm30mm 30mm30mm

155mm155mm

103mm103mm

16mm16mm

56mm56mm

103mm103mm

16mm16mm

41mm41mm 41mm41mm

Function Reading Lamp
Size 150mm x 56mm Round

155mm x 56mm Round
Voltage 12 Volt Only
LED Qty 6 x 1.8 Watt SMD LEDs
Cable 15cm cable
USB Output Max 1.2A
Lumen RL150-90lm/RL151-83lm

Draw @13.8V 0.15A

RL150B - 12V, USB Port, Bulk
Part Numbers

RL151B - 12V, USB Port, Bulk
Part Numbers

USB  
Charge  

Port

USB  
Charge  

Port

Mini Push On/
Off Switch

Mini Push On/
Off Switch

RL15 SERIES 
Caravan Reading Lamps  
with Felxible Neck Extension

Screw Surface Mount
Run wires through hole in mounting 
surface and then fix to mounting surface 
using screws supplied. Place cover over 
screw holes and press down ensuring the 
cover is securely clipped into place.
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Super Compact Design Accent Lighting

68 SERIES COLOURED LAMPS 
Low Prodile Accent Lighting

COURTESY COLOURED LAMPS 
Surface Mounted Accent Lighting

Function Coloured Lamp
Size 58mm x 16mm x 13mm
Voltage 12 Volt Only
Cable 20cm

Draw @13.8V 0.03A

Function Coloured Lamp
Size 100mm x 25mm x 10mm
Voltage 12 Volt Only
Cable 40cm
Draw @13.8V 0.05A

16B12-2 - Twin Blister
Part Number

16G12-2 - Twin Blister
Part Number

68B - Blister
Part Number

68G - Blister
Part Number

Function Red/White Coloured Lamp
Size 86mm x 31mm x 16mm
Voltage Multivolt 12-24V
Cable 40cm
Draw @13.8V 0.04A

86RWMB - Bulk
Part Number

16mm

58mm48mm

13mm16mm

58mm48mm

13mm

Surface Screw Mount
Mount marker lamp horizontally or vertically onto 
a flat surface with screws provided.

86mm

31mm

16mm

86mm

31mm

16mm
Surface Mount Lamp - Clip on Bezel
Surface mount horizontally. Remove stainless steel 
bezel and fit with screw, then clip bezel back into place.

100mm

25mm

10mm

100mm

25mm

10mm 68 Series

Screw Surface Mount
Remove bezel, surface mount lamp using screws available, run wires 
through hole and refit bezel by clicking into place. 

Active
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Red/Green Panel Lighting

35 SERIES COLOURED LAMPS 
Surface Mounted Accent Lighting

35BM - Blister
Part Number

Function Blue Courtesy Lamp
Size 58mm x 35mm x 21mm
Voltage Multivolt 12-24V
Cable 40cm
Draw @13.8V 0.04A

35RM - Blister
Part Number

Function Red Courtesy Lamp
Size 58mm x 35mm x 21mm
Voltage Multivolt 12-24V
Cable 40cm
Draw @13.8V 0.04A

Function Red/Green Coloured Lamp
Size 58mm x 35mm x 21mm
Voltage Multivolt 12-24V
Cable 40cm
Draw @13.8V 0.04A

35GM - Blister
Part Number

Function Green Courtesy Lamp
Size 58mm x 35mm x 21mm
Voltage Multivolt 12-24V
Cable 40cm
Draw @13.8V 0.04A

35AM - Blister
Part Number

Function Amber Courtesy Lamp
Size 58mm x 35mm x 21mm
Voltage Multivolt 12-24V
Cable 40cm
Draw @13.8V 0.04A

Function White Courtesy Lamp
Size 58mm x 35mm x 21mm
Voltage Multivolt 12-24V
Cable 40cm
Draw @13.8V 0.04A

35WM - Blister
Part Number

58mm

35mm

28.50mm

21mm

58mm

35mm

28.50mm

21mm

58mm

35mm

28.50mm

21mm
Bracket Mount - Clip in Lamp
Surface mount bracket, run wires through back and clip lens into place.

58mm

35mm

28.50mm

21mm

58mm

35mm

28.50mm

21mm

58mm

35mm

28.50mm

21mm
Bracket Mount - Clip in Lamp
Surface mount bracket, run wires through back and clip lens into place.

58RGMB - Box of 10
Part Number

Active
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Function White Light Output
Size 36mm
Voltage 12-14.5 Volt
LED Qty 3
Temp 6500K
Lumens 180lm Effective
Draw
@13.8V 0.19A
Base Type SV8-5.8

Function White Light Output
Size 39mm
Voltage 12-14.5 Volt
LED Qty 3
Temp 6500K
Lumens 180lm Effective
Draw
@13.8V 0.19A
Base Type SV8-5.8

Function White Light Output
Size 41mm
Voltage 12-14.5 Volt
LED Qty 3
Temp 6500K
Lumens 180lm Effective
Draw
@13.8V 0.19A
Base Type SV8-5.8

FN36W - Blister
Part Number

FN39W - Blister
Part Number

FN41W - Blister
Part Number

10 YEAR10 YEAR
WARRANTY

10 YEAR10 YEAR
WARRANTY

10 YEAR10 YEAR
WARRANTY

FESTOON GLOBES 
LED Replacement,  
3x Brighter than Standard Halogen
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Function Stop/Tail
Size 18mm x 50mm
Voltage Multivolt 12-24V
LED Qty 18
Lumens Stop - 380lm Effective

Tail - 125lm Effective
Draw @13.8V 0.43A
Base Type BAY15D

Function Indicator
Size 18mm x 50mm
Voltage Multivolt 12-24V
LED Qty 18
Lumens 380lm Effective
Draw @13.8V 0.43A
Base Type BA15S

Function Indicator
Size 18mm x 50mm
Voltage Multivolt 12-24V
LED Qty 18
Lumens 380lm Effective
Draw @13.8V 0.43A
Base Type BAU15S

Function Reverse
Size 18mm x 50mm
Voltage Multivolt 12-24V
LED Qty 18
Lumens 570lm Effective
Draw @13.8V 0.43A
Base Type BA15S

1157RM - Blister
Part Number

1156AM - Blister
Part Number

7057AM - Blister
Part Number

1156WM - Blister
Part Number

10 YEAR10 YEAR
WARRANTY

10 YEAR10 YEAR
WARRANTY

10 YEAR10 YEAR
WARRANTY

10 YEAR10 YEAR
WARRANTY

BAYONET GLOBES 
LED Replacement,  
3x Brighter than Standard Halogen
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Function White Light Output
Size 12mm x 35mm
Voltage Multivolt 12-24V
LED Qty 10
Temp 6500K
Lumens 200lm Effective
Draw
@13.8V 0.16A
Base Type W2.1 x 9.5D

Function White Light Output
Size 15mm x 51mm
Voltage Multivolt 12-24V
LED Qty 15
Temp 6500K
Lumens 570lm Effective
Draw
@13.8V 0.43A
Base Type W2 x 15D

T10WM - Blister
Part Number

T15WM - Blister
Part Number

T10 & T15 WEDGE 
LED Replacement,  
3x Brighter than Standard Halogen

10 YEAR10 YEAR
WARRANTY

10 YEAR10 YEAR
WARRANTY
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Function Indicator
Size 18mm x 58mm
Voltage Multivolt 12-24V
LED Qty 18
Lumens 380lm Effective
Draw
@13.8V 0.43A
Base Type W2.5 x 16D

Function Reverse
Size 18mm x 58mm
Voltage Multivolt 12-24V
LED Qty 18
Lumens 570lm Effective
Draw
@13.8V 0.43A
Base Type W2.5 x 16D

Function Stop/Tail
Size 18mm x 58mm
Voltage Multivolt 12-24V
LED Qty 18
Lumens Stop - 380lm Effective

Tail - 125lm Effective
Draw
@13.8V 0.43A
Base Type W2.5 x 16Q

T20RM - Blister
Part Number

T20AM - Blister
Part Number

T20WM - Blister
Part Number

WEDGE GLOBES 
LED Replacement,  
3x Brighter than Standard Halogen

10 YEAR10 YEAR
WARRANTY

10 YEAR10 YEAR
WARRANTY

10 YEAR10 YEAR
WARRANTY
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Function Search Lamp 60 Watts
Size 192mm x 183mm x 174mm
Voltage Multivolt 10-30V
LED Qty 6 x 10 Watt
Cable 3m with Plug
Lumens Effective 3092

Draw @13.8V @28V
3.04A 1.46A

Approvals Function Approval No.
ECE R10 EMC E9*10R05/01*16688*00

Magnetic 
or Fixed 

Mounting 
Available

192mm

174mm

183mm

192mm

174mm

183mm

10m

-10m

0m

-20m

20m

50m0m 100m 150m 200m 230m

LSL500 - Bulk Box

Part Number

MARINE SEARCH LIGHT 
Spot Beam with 60° Tilt, 360° Rotation
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52WR -  Blister

Part Number

52WG - Blister

Part Number

52WW - Blister

Part Number

Function Portside Lamp, 112.5˚ Beam Angle
Size 76mm x 52mm x 25mm
Voltage Multivolt 12-24 Volt
LED Qty 10
Cable 18cm

Draw @13.8V @28V
0.08A 0.18A

Approvals Standards
ATAC
(Colreg)

Complies with international maritime 
organisation codes and uniform shipping 
standards

Function Starboard Lamp, 112.5˚ Beam Angle
Size 76mm x 52mm x 25mm
Voltage Multivolt 12-24 Volt
LED Qty 10
Cable 18cm

Draw @13.8V @28V
0.12A 0.20A

Approvals Standards
ATAC
(Colreg)

Complies with international maritime 
organisation codes and uniform shipping 
standards

Function Stern/Towing Lamp, 135˚ Beam Angle
Size 76mm x 52mm x 24mm
Voltage Multivolt 12-24 Volt
LED Qty 10
Cable 18cm

Draw @13.8V @28V
0.18A 0.10A

Approvals Standards
ATAC
(Colreg)

Complies with international maritime 
organisation codes and uniform shipping 
standards

Port and 
Starboard

Stern/
Towing76mm

52mm 25mm

76mm

52mm 24mm

76mm

52mm 25mm

76mm

52mm 24mm

76mm

52mm 25mm

76mm

52mm 24mm

76mm

52mm 25mm

76mm

52mm 24mm

• Marine Compliant
• Acidic/Alkaline Resistant 
• 5 Year Warranty

52 Series 
Navigational Lamps

52 SERIES 
Marine Navigational Lamps
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7312WM - Blister
Part Number

Function Flood/Reverse Lamp
Size 73mm x 73mm x 31mm
Voltage Multivolt 12-24V
LED Qty 4 x 3 Watt
Cable 40cm
Lumens 489lm Effective

Draw @13.8V @28V
0.59A 0.27A

Approvals Function Category CTA
ECE Reverse 1/00 060164

7512WM - Blister
Part Number

Function Flood/Reverse Lamp
Size 75mm Round x 30mm
Voltage Multivolt 12-24V
LED Qty 4 x 3 Watt
Cable 40cm
Lumens 489lm Effective

Draw @13.8V @28V
0.59A 0.27A

Approvals Function Category CTA
ECE Reverse 1/00 060165

75mm 30mm

93mm

73mm 31mm

122mm

100mm

80mm

5mm

75mm

75mm 30mm

93mm

73mm 31mm

122mm

100mm

80mm

5mm

75mm

75mm 30mm

93mm

73mm 31mm

122mm

100mm

80mm

5mm

75mm

75mm 30mm

93mm

73mm 31mm

122mm

100mm

80mm

5mm

75mm

13040WM - Blister
Part Number

Function Flood Lamp 12 Watt
Size 130mm x 40mm x 43mm
Voltage Multivolt 12-24V
LED Qty 4 x 3 Watt
Cable 33cm
Lumens 480lm Effective

Draw @13.8V @28V
0.59A 0.27A

130mm

66mm

66mm 65mm

120mm 40mm

43mm 130mm

66mm

66mm 65mm

120mm 40mm

43mm

MARINE FLOOD LAMPS 
High Brightness LEDs
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Function Red Marine Lamp
Size 112mm x 37mm x 23mm
Voltage Multivolt 12-24V
LED Qty 3
Cable 12cm

Draw @13.8V @28V
0.20A 0.19A

91RM - Blister
Part Number

91GM - Blister
Part Number

Function Green Marine Lamp
Size 112mm x 37mm x 23mm
Voltage Multivolt 12-24V
LED Qty 3
Cable 12cm

Draw @13.8V @28V
0.20A 0.19A

112mm

74mm

23mm 37mm

112mm

74mm

23mm 37mm

180° Ultra Wide Angle 
Underwater Lamps

Suface Mount Lamp with Screws.
Fix to falt surface using screws and two 
fixing points.
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Function Interior/ Exterior Lamp
Size 131mm x 14mm
Voltage Multivolt 10-30V
LED Qty 87
Lumens 750lm Effective
Colour Temp 4500K
Cable 20cm

Draw @13.8V
0.7A

13118WM - Blister
Part Number

Non 
Switch

13118WM-SW - Blister
Part Number

Touch 
Switch

13118WM-PIR - Box
Part Number

Motion 
Sensor

131mm
12
0°

26mm

9.5mm 83
°

117.5mm

14
m
m

13
1m
m

12
0°

2
6
m
m9
.5
m
m

83
°

11
7
.5
m
m

14mm

Function Interior Strip Lamp
Size 100mm x 25mm x 10mm

150mm x 25mm x 10mm
300mm x 25mm x 10mm

Voltage 12 Volt or 24 Volt
Spread 120°
Colour Temp 6500K
Cable 50cm

Draw @13.8V @28V
1016 0.11A 0.05A
1031 0.17A 0.07A
1061 0.31A 0.17A

1016 - 12V, Blister
1016/24 - 24V, Blister

Part Numbers

Non Switch

1031 - 12V, Blister
1031/24 - 24V, Blister

Part Numbers
Non Switch

1061 - 12V, Blister
1061/24 - 24V, Blister

Part Numbers Non Switch

• High Brightness LEDs
• Low Profile Only 10mm
• 3 Year Warranty

10 Series 
Marine Lamps
Exterior/Interior

1016 1031

66mm

100mm 150mm

116mm

25mm 25mm

10mm 10mm

1016 1031

66mm

100mm 150mm

116mm

25mm 25mm

10mm 10mm

101211061
266mm 566mm

600mm300mm
25mm 25mm

10mm 10mm

101211061
266mm 566mm

600mm300mm
25mm 25mm

10mm 10mm

1016 1031

66mm

100mm 150mm

116mm

25mm 25mm

10mm 10mm

1016 1031

66mm

100mm 150mm

116mm

25mm 25mm

10mm 10mm

10 SERIES 
Exterior/Interior Lamps

13118 SERIES 
Exterior/Interior Lamps

Motion sensor detection distance 
up to 3-5 metres. 30 Second on 
delay until no sensor detection.
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Function Interior/Exterior Lamp
Size 201mm x 67mm x 14mm
Voltage Multivolt 10-30V
LED Qty 45
Lumens 400lm Effective
Colour Temp 4500K
Cable 20cm

Draw @13.8V
0.3A

20109WM - Blister
Part Number

Non 
Switch

20109WM-SW - Blister
Part Number

Touch 
Switch

20109WM-PIR - Box
Part Number

Motion 
Sensor

Function Interior/Exterior Lamp
Size 166mm x 61mm x 14mm
Voltage Multivolt 10-30V
LED Qty 27
Lumens 240lm Effective
Colour Temp 4500K
Cable 20cm

Draw @13.8V
0.2A

16606WM - Box
Part Number

Non 
Switch

Part Number
16606WM-SW - Box

Touch 
Switch

Part Number

16606WM-PIR - Box

Motion 
Sensor

201mm201mm

67mm67mm

14mm14mm

166mm166mm

61mm61mm

14mm14mm

166mm166mm

61mm61mm

14mm14mm

201mm201mm

67mm67mm

14mm14mm

7610WM - Blister
Part Number

Function Interior/Exterior Lamp
Size 76mm x 13mm
Voltage Multivolt 10-30V
LED Qty 10
Lumens 220lm Effective
Colour Temp 4500K
Cable 20cm

Draw @13.8V
0.2A

76mm

13
m
m

7
6
m
m 13mm

• 100% Water Proof
• Low Profile Design
• 2 Year Warranty

7610 Series 
Marine Lamps
Exterior/Interior

7610 SERIES 
Exterior/Interior Lamps

16606 SERIES 
Exterior/Interior Lamps

20109 SERIES 
Exterior/Interior Lamps

Motion sensor detection distance 
up to 3-5 metres. 30 Second on 
delay until no sensor detection.

Motion sensor detection distance 
up to 3-5 metres. 30 Second on 
delay until no sensor detection.
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SOLR12/400MM - Bulk, 400mm Cable each side

Part Number

Function Load Resistor
Voltage 12 Volt Only 
Power 50 Watt
Resistance 6Ω Ohms
Cable 100mm each side

LR12/2 - Twin Blister
Part Number

Function Load Resistor
Voltage 24 Volt Only
Power 50 Watt
Resistance 24Ω Ohms
Cable 100mm each side

LR24/2 - Twin Blister
Part Number

Function Load Resistor
Voltage 12 Volt Only
Power 21 Watt
Resistance 8Ω Ohms
Cable 100mm each side

LR21W-12/2 - Twin Blister
Part Number

Function Load Resistor
Voltage 12 Volt Only
Power 50 Watt
Resistance 6Ω Ohms
Cable 400mm each side

800mm total 
cable length

LR SERIES 
Dummy Load Resistors 
Fix Dashboard Errors
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LRM-2 - Twin Blister
Part Number

Warning: The resistors/modules can reach temperatures 
up to 170°C, do not mount the resistor on any surface 
that can be melted by the heat of the resistor, this 
includes plastics, hoses or painted surfaces.

Function Multivolt Load Module
Voltage Multivolt 9-32V
Power 21 Watt
Resistance @12.8V - 11.3 Ω Ohms

@28V - 47 Ω Ohms
Watts @12.8V - 14.5W

@28V - 16.68W
Cable 100mm each side

82mm82mm

19mm19mm

64mm64mm

56mm56mm

62mm62mm

Dummy load resistors are designed to draw the same current as a 21 watt globe. They can 
be used on vehicles that have electronic components that are not LED compatible. 

The resistor should ALWAYS be wired between the input wires of the lamp, NOT the 
chassis of the vehicle or trailer. If fitted to the chassis, a bad earth connection is possible, 
and can result in problems with the lighting system of the vehicle.

Indicator Circuit: If fitting to the indicator circuit, fit one lead of the resistor to the 
positive supply side (Yellow wire) and the other lead of the resistor to the negative supply 
or ground input wire (White).

Brake Circuit: If fitting to the brake circuit, fit one lead of the resistor to the positive 
supply side (Red Wire) and the other lead of the resistor to the negative supply or ground 
input wire (White).

Correct Fitting: To fit the resistor, use the crimp terminals supplied (LR12/2, LR24/2, 
LR21W-12/2 or SOLR12/400MM only). Cut the loom and re-connect the cut wires within 
the supplied crimp terminal with one side of the resistor crimped into that terminal. 
Repeat the process for the remaining wire and the other end of the resistor. Use the screw 
points on the resistor/module to secure it to a metal chassis.

LR SERIES 
Multivolt Load Module 
Low Heat Output

• Detects Vehicle Ohm Ω Requirements

• Vehicles that display light failure warning

• Corrects fast flashing indicators

• IP67 Shock/Dust & Waterproof

Join White wire of the module to the earth wire. Join the Yellow/Green wire end of the module to 
the power wire. Must be mounted on metal surfaces, the module can reach temperatures over 100° 
Celsius.

82mm82mm

19mm19mm

64mm64mm

56mm56mm

62mm62mm
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Function CANBUS Module
Size 65mm x 42mm
Voltage 12-14 Volt 
Current 4 Amps Max
Plug H4 Male/Female
Cable 290mm Total Length

Function CANBUS Module
Size 65mm x 42mm
Voltage 12-14 Volt
Current 4 Amps Max
Plug H7 Male/Female
Cable 295mm Total Length

H4CANBUS - Twin Blister
Part Number

H7CANBUS - Twin Blister
Part Number

CANBUS
Headlight Globe Error Solution Eliminates  
LED Flickering and Non Power Faults

The H4CANBUS module eliminates issues associated when fitting LED H4 Headlight bulbs to 
modern vehicles controlled by CANBUS ECU systems. Installation of the H4CANBUS module 
will prevent dashboard error messages, flickering or non function lamps. See Page 140 for 
H4 Headlight Globes

The H7CANBUS module eliminates issues associated when fitting LED H7 Headlight bulbs to 
modern vehicles controlled by CANBUS ECU systems. Installation of the H7CANBUS module 
will prevent dashboard error messages, flickering or non function lamps. See Page 141 for 
H4 Headlight Globes
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Function Adjustable Flasher
Size 30mm x 30mm x 30mm
Voltage 11-15VDC, 22-30VDC
Flash Rate 60-120 Flashes Per Minute

FLR-01 - Single Blister
FLASHER1 - Single Bulk

Part Number

Function LED Warning Canceller
Length 500mm with Plug 

501/T10/194/W5W Fitting
Length 500mm with Deutsch Plugs  

2P/2S Fittings
Voltage 12 Volt, 0.29Amps, 3.2Watt Output

UNIVERSAL LICENCE PLATE  LED WARNING CANCELLER

• Fixes Fast Flash Rate

• Dual Operating Voltage

• Standard 3-Pin Terminals

• 1 Year Warranty

Positive (+) Negative (-)

Switch

+

• Connects to LED Autolamps Plug in cable system.

• Eliminates Canbus Errors when using LEDs

• 12 Volt Only, 0.29Amps, Output 3.2 Watt

• Suits 501, T10, 194, W5W fittings

• Suits Deutsch 2P/2S fittings

• Built in Heat Sink

2 Pin Plug

DT02-2P DT02-2S

501/T10/194/
W5W FittingLED Warning 

Canceler

500mm

500mm

FLR RELAY 
Adjustable Flasher

2PM.5LP - Twin Bulk Pack
Part Number

2PM.5LPDT - Twin Bulk Pack
Part Number
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Function Red Reflex Reflector
Size 90mm x 20mm x 6mm

Approvals Function Category CTA
ECE Reflector 47/00 060072

Function Amber Reflex Reflector
Size 90mm x 20mm x 6mm

Approvals Function Category CTA
ECE Reflector 47/00 060057

Function White Reflex Reflector
Size 90mm x 20mm x 6mm

Approvals Function Category CTA
ECE Reflector 47/00 060071

9020R - Twin Blister
9020RB - Box of 100

Part Numbers

9020A - Twin Blister
9020AB - Box of 100

Part Numbers

9020W - Twin Blister
9020WB - Box of 100

Part Numbers

90mm

20mm 6mm

90mm

20mm 6mm

9020 SERIES REFLECTORS 
3M Tape Mount, Premium Quality

3M Adhesive Surface Mount
Remove tape backing and place onto flat surface, 
apply firm hand pressure to ensure adhesion. Please 
refer to ADR 13/00 for mounting instructions.
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Function Red Reflex Reflector
Size 70mm x 30mm x 6mm

Approvals Function Category CTA
ADR Reflector 47/00 060056

Function Amber Reflex Reflector
Size 70mm x 30mm x 6mm

Approvals Function Category CTA
ADR Reflector 47/00 060131

Function White Reflex Reflector
Size 70mm x 30mm x 6mm

Approvals Function Category CTA
ADR Reflector 47/00 060055

7030R - Twin Blister
7030RB - Box of 100
7030R-50 - Retail Box of 50

Part Numbers

7030A - Twin Blister
7030AB - Box of 100
7030A-50 - Retail Box of 50

Part Numbers

7030W - Twin Blister
7030WB - Box of 100
7030W-50 - Retail Box of 50

Part Numbers

70mm

30mm 6mm

70mm

30mm 6mm

7030 SERIES REFLECTORS 
3M Tape Mount, Premium Quality

3M Adhesive Surface Mount
Remove tape backing and place onto 
flat surface, apply firm hand pressure to 
ensure adhesion. Please refer to ADR 13/00 
for mounting instructions.

Retail Box of 50
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Function Red Reflex Reflector
Size 93mm x 35mm x 7mm

Approvals Function Category CTA
ADR Reflector 47/00 060056

Function Amber Reflex Reflector
Size 93mm x 35mm x 7mm

Approvals Function Category CTA
ADR Reflector 47/00 060131

Function White Reflex Reflector
Size 93mm x 35mm x 7mm

Approvals Function Category CTA
ADR Reflector 47/00 060055

7035R - Twin Blister
7035RB - Box of 100

7035A - Twin Blister
7035AB - Box of 100

7035W - Twin Blister
7035WB - Box of 100

Part Numbers

Part Numbers

Part Numbers

81mm

93mm

35mm 7mm

81mm

93mm

35mm 7mm

7035 SERIES REFLECTORS 
Screw Mount, Premium Quality

Surface Mount - Screw Fix
Fit onto flat surface using screw points 
in bracket. Please refer to ADR 13/00 for 
mounting instructions. 
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Function Red Reflex Reflector
Size 60mm Round x 6.5mm

Approvals Function Category CTA
ECE Reflector 47/00 060260

Function Amber Reflex Reflector
Size 60mm Round x 6.5mm

Approvals Function Category CTA
ECE Reflector 47/00 060171

Function White Reflex Reflector
Size 60mm Round x 6.5mm

Approvals Function Category CTA
ECE Reflector 47/00 060307

66R - Twin Blister
Part Numbers

66A - Twin Blister
Part Numbers

66W - Twin Blister
Part Numbers

6.5mm

60mm

6.5mm

60mm

66 SERIES REFLECTORS 
Screw Mount, Premium Quality

Surface Mount - Screw Fix
Fit onto flat surface using screw points 
in bracket. Please refer to ADR 13/00 for 
mounting instructions. 
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Trusted By Trailer Manufacturers for Over 16 Years

Innovated Harness System 

The key to this system is its ease of fitting. Wiring of a trailer will be completed faster, which is 
perfect for trailer manufacturers, DIY, or non-skilled fitters, saving time and money. No cutting, no 
soldering, no taping, and a professional finish.

Flexibility

The system consists of individual cables for box trailers to large tandem trailers with cable lengths 
up to 8 metres and widths up to 2.1 metres. Boat trailer cable lengths available up to 12 metres. 
All cables have 2 core accessory plugs that enable licence and marker lamps to be added if required.

Cable and Plugs

The Cables and plugs are specially designed with tinned copper terminals, unique sealing plug rings, 
and have waterproof grease added for extra protection. All Cables and Plug sockets are IP67 rated, 
ensuring watertight fully submersible connection.

LED Autolamps Box & Tandem Trailer Harness System

1 Cable with trailer plug

2 Gooseneck to lamp cable (5C)

3 Marker lamp cable and connector

4Lamp to lamp

1 Cable with trailer plug

2 Gooseneck to lamp cable (5C)

3 Marker lamp cable and connector

4 Lamp to lamp (4C)

5 Licence plate lamp cable and connector

5 Licence plate lamp cable  
and connector

• No Tools Required
• No Cutting
• No Splicing

• No Soldering
• No Joiners
• No Tape
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Plug in Harness System

5C370C - 3.7 metre
5C430C - 4.3 metre

Part Numbers

5C610C - 6.1 metre
5C670C - 6.7 metre

5C730C - 7.3 metre
5C800B - 8 metre

5C490C - 4.9 metre
5C550C - 5.5 metre

Gooseneck to Lamp – this cable is fitted from the front of the frame of the trailer to the rear right-hand 
lamp. The male plug to the lamp has an accessory wire for side markers.

4C110C - 1.1 metre
4C130C - 1.3 metre

Part Numbers

Lamp to Lamp – this cable is fitted from the right-hand lamp to the left-hand lamp. The male plug to the 
lamp has an accessory wire for side markers.

4C190C - 1.9 metre
4C210C - 2.1 metre

4C150C - 1.5 metre
4C170C - 1.7 metre

Marker Lamp Cable and Plugs – For fitting marker lamps to the trailer harness system. 

Part No. 41BLMCSBPart No. 35BLM1P

Part No. 2PF2PM

See Marker Lamp 
Section Pages 18-45.

2P to 2PMF Cable Adapters – These adapters allow for the older 2P plug system to be adapted into the 2C 
2 core harness system. The 2PM2PF allows a 2 Pin Truck Harness male plug to adapt to the 2 Pin Small Harness 
female plug. The 2PF2PM allows a 2 Pin Truck Harness female plug to adapt to the 2 Pin Small Harness male plugs.

Licence Lamp Cable and Connector  
The 35BLM1P has a 1-metre cable with a plug 
that fits into the back of the 100/150 and 
275 Lifetime Warranty Lamps (Page 77 & 79). 
Alternatively the 41BLMB2P along with the T 
piece connector can also be used.

Cable System Kits for Trailers 
Easy Off the Shelf Reseller

Part No. TK6X4F
6' x 4' Cable Kit 

Flat Plug

Part No. TK12X6F
12' x 6' Cable Kit 

Flat Plug

5C41 - 7 Pin Flat 5C21 - 7 Pin Small Round 5C81 - 7 Large  Pin Round

Gooseneck to Vehicle with Trailer Plug – this 1-metre cable is fitted to the gooseneck. This cable ends 
with a trailer plug. You can also add the 5C1MB or the 5C1.5MB to extend the trailer plug length.

Part Numbers

Part No. 2PM2PF

Part No. 2PMF1B
1 metre

Part No. 2PMF2B
2 metre

Part No. 2PMF3B
3 metre

Part No. 2PMF4B
4 metre

Part No. 2PMF5B
5 metre

Licence plate lamp cable  
and connector
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Innovated Harness System 

The key to this system is its ease of fitting. Wiring of a trailer will be completed faster, which is 
perfect for trailer manufacturers, DIY, or non-skilled fitters, saving time and money. No cutting, no 
soldering, no taping, and a professional finish.

Flexibility

The system consists of individual cables for box trailers to large tandem trailers with cable lengths 
up to 8 metres and widths up to 2.1 metres. Boat trailer cable lengths available up to 12 metres. 
All cables have 2 core accessory plugs that enable licence and marker lamps to be added if required.

Cable and Plugs

The Cables and plugs are specially designed with tinned copper terminals, unique sealing plug rings, 
and have waterproof grease added for extra protection. All Cables and Plug sockets are IP67 rated, 
ensuring watertight fully submersible connection.

LED Autolamps Boat Trailer Harness System

Functional, Long Lasting Quality, Value for Money

1 Cable with trailer plug

1 Cable with trailer plug

2 Boat cable connector

2
Boat cable connector

3 Boat trailer cable

3 Boat trailer cable

4 Marker lamp cable and connector

4 Marker lamp cable and connector

• No Tools Required
• No Cutting
• No Splicing

• No Soldering
• No Joiners
• No Tape
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Plug in Harness System

• Part No. BCC1
Boat Cable Connector - this three-way connector joins the 
left and right boat trailer cables to the cable with the trailer plug.

5C41 - 7 Pin Flat 5C21 - 7 Pin Small Round 5C81 - 7 Pin Round

 5C1MB - 1 metre  5C1.5MB - 1.5 metre

Gooseneck to Vehicle with Trailer Plug – this 1-metre cable is fitted to the gooseneck. This cable ends 
with a trailer plug. You can also add the 5C1MB or the 5C1.5MB to extend the trailer plug length.

Part Numbers

Part No. BTK8F
8m Cable Kit

Flat Plug

Part No. BTK8UNI
Universal 8m 

Cable Kit

Cable System Kits  

for Boat Trailers,  

Easy Off the  

Shelf Reseller

Boat Trailer Cable - this cable connects each light to the gooseneck area and then plugs into the boat cable 
joiner. The male plug to the lamp has two accessory wires for side markers.

BC400 - 4.0 metre
BC500 - 5.0 metre

Part Numbers

BC700 - 7.0 metre
BC800 - 8.0 metre

BC1000 - 1.0 metreBC560 - 5.6 metre
BC600 - 6.0 metre

Part No. 2PF2PM

2P to 2PMF Cable Adapters – These adapters allow for the older 2P plug system to be adapted into the 2C 
2 core harness system. The 2PM2PF allows a 2 Pin Truck Harness male plug to adapt to the 2 Pin Small Harness 
female plug. The 2PF2PM allows a 2 Pin Truck Harness female plug to adapt to the 2 Pin Small Harness male plugs.

Part No. 2PM2PF

Part No. 2PMF3B
3 metre

Part No. 2PMF4B
4 metre

Part No. 2PMF2B
2 metre

Part No. 2PMF1B
1 metre

Marker Lamp Cable and Plugs – For fitting marker lamps to the trailer harness system. 

See Marker Lamp 
Section Pages 18-45.

Part No. 2PMF5B
5 metre
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Trucks, Trays, Utes and 4x4

Easy Lighting Upgrade for Trays 
Upgrading or fitting LED rear lighting to trays has never been made easier with our new plugin lamp and 
patch cable system. We have made available our most popular rear combination lamps that have been 
prewired with load resistors assisting with fast flashing indicators or error messages and terminated 
with quality Deutsch connectors. The key is to adapt to the vehicles' existing harness system with the 
additional capability to adapt to our existing plugin marker and licence plate lamps.  Benefits include no 
soldering, leading to an increase in productivity, saving time and money. Our comprehensive range of 
vehicle patch cable adapter plugs suiting most popular branded vehicles will not disappoint. 

Bullbar LED Upgrade
The patch harness system makes upgrading or fitting LEDs to vehicle bullbars easy by offering our 
most popular front position/indicator lamps and having them prewired with the suitable harness and 
O.E.M. vehicle connectors. The key is the ability to adapt to the vehicles' existing harness system. D.I.Y. 
installers can also benefit, allowing fabricators to send completed bars out to their customers. With 
our comprehensive range of vehicle patch cable adapters suiting the most popular branded vehicles, a 
solution to almost any application is available

• Add any Light Anywhere in the Harness System

• Replace damaged lighting with minimal downtime

• Heavy Duty Waterproof Cable, Plugs and Connectors

• System Adaptability and Customisation

• All Lights Compliant with ECE or ADR

• RoHS Compliant Cables, Plugs and Lights 

Vehicle Brand Adaptability 
Explicitly designed to be easily and quickly installed without the need to cut, splice, solder, join, or 
tape wire joins. The patch harness system also will reduce fitting times which in turn save fitters time 
and money. This comprehensive patch system is ever-expanding with new brands and adaptability to 
suit. We can also help with bespoke, custom OE or specific requirements making the process entirely 
adaptable for your particular needs. 
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Trucks, Trays, Utes and 4x4

Detailed Patch 
Harness Information 

or Download a 
Digital Copy 

Visit our Website

Side Indicator Upgrade

We have made available our most popular category six side direction indicator prewired with a suitable 
harness and O.E.M. vehicle connectors. A GVM upgrade or a new installation, fitting a category 5/6 
approved side direction indicator to a vehicle, has never been made easier with our new plugin lamp 
and patch cable system.  The key is the ability to adapt to the vehicles' existing harness system. With 
our comprehensive range of vehicle patch cable adapter plugs suiting most popular branded vehicles, 
you will not be disappointed with the choice. 

Driving Light Compatibility

Driving Lighting upgrades has never been made easier with our new plugin lamp and patch cable system. 
The connection requires virtually no wiring using the vehicle-specific patch cable to tap into and isolate 
the high beam signal. We offer an extensive range of vehicle patch cable adapters serving the most 
popular branded vehicles, and you will be satisfied with the options available.

Rigid Body Harnessing System

Our research and development team continually adapt to keep up with as many vehicles as possible.  The 
Rigid body trucks can also benefit from this system, with numerous possibilities to advance your Lighting 
and wiring options.

System Functionality and Adaptability

Explicitly designed to be easily and quickly installed without the need to cut, splice, solder, join or tape 
wire joins. This patch harness system will reduce fitting times which in turn saves fitters time and 
money. This patch system is ever-expanding with new brands and adaptability to suit. We can also 
help with bespoke, custom OE or specific requirements making the process entirely adaptable for your 
particular needs.
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Trucks, Trailers, Rigid

Innovated Harness System 
The key to this system is its flexibility by offering every conceivable option for various lighting functions 
to be added at any point in the truck harness line. 

Flexibility
Cable lengths from 0.25m to 15m combining heavy duty connector covers for every plug and 
connector assembly point with a breaking strain in excess of 25kg, making this a heavy duty robust 
truck harness assembly.

Colour Coded
All assembly plugs are colour coded to its specific function. Example - The Brown plug is for Marker 
Lamps. When requiring a marker lamp, add a brown plug in the harness line, add the desired length 
2 core cable and plug into the desired marker lamp. The Yellow (LHS) or Green (RHS) plug is for Side 
Direction Indicator Lamps. When requiring a Side Direction Indicator lamp, add a yellow or green plug 
whether left or right hand side in the harness line, add the desired length 2 core cable and plug into 
the desired Side Direction Indicator lamp.

• Add any Light Anywhere in the Harness System

• Easily replace damaged lighting with minimal downtime

• Heavy Duty Water Proof Cable, Plugs and Connectors

• Colour Coded Plugs to the colour of the wire function

• All Vehicles and Trailers

• All Lights Compliant with ECE or ADR

• Cable System Compliant with Dangerous Goods (AS2809)

• All Drawings Compatible with Road Train (Page 42-43)

• 5 Year Warranty, Livestock Transport 1 Year Warranty

• RoHS Compliant Cables, Plugs and Lights 

Functional, Long Lasting Quality.
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Trucks, Trailers, Rigid

DG Rating & Road Train
Cables and covers manufactured to comply with DG (Dangerous Goods) Rating. Inspected by Worksafe 
Victoria and in accordance with DG-150424-1, DG-150424-2 in relation to the electrical wiring 
requirements as it applies to dangerous goods road vehicle bulk tankers, in accordance for usage with 
petrol and gas tankers. Cabling and lighting comply with AS2809 parts 1 & 2. You can achieve Road Train 
Compatibility to ADR63 on all drawings using the 7 Core (6mm) RTC cable & plugs. See Page 42-43 for 
more information.

Labour Costs
Designed specifically to be easily and quickly installed without the need to cut, splice, solder, join or tape 
wire joins, reduces fitting times with its simple plug in design allowing skilled or non-skilled fitters to 
complete the install. Expect to reduce lighting assembly labour costs by up to 75%.

Warranty
Five year warranty for all truck & trailer vehicles and a one year warranty for livestock carrying trailers.

Cable and Wire
TWP Cable (Thin wall thermo plastic) and PVC Automotive primary wire complying with SA-J1128, 
Annealed copper wire in compliance with ASTMB3, RoHS compliant Lead free copper wire with operating 
temperature between -40°c to +85°c - Harness system tested to B-Double requirements  when LEDs 
are used. 

Detailed Cable 
Harness & Lighting 
System Information 

or Download a 
Digital Copy 

Visit our Website
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Series Part Number Index

Part No Page

10 Series 186

11 Series 48

11 Series Front 144

12 Series 49

12 ARM 49

16 Series 19

16 Colour 198

23 Series 194-195

24 Series 190

25 Series 50

30 Series 40

35 Series 20-21, 44

35 Colour 199

35 Licence 40

37 Series 22,44

38 Series 23, 45

40 Series 188-189

41 Series 40

42 Series 24-25, 45

44 Series 28

52 Series 204

58 Series 26-27, 44

58RGM 199

60 Series 41

66 Series 217

68 Series 198

69 Series 29

77M - Template 43

77 Series Cab Marker 37

77 Series Cat6 42

80AW 142

80BSTIM 52

80 Singles 52

80 Twin 53

80 Triple 53

80 Quad 53

Part No Page

82 Single 54

82 Triple 56

82 Quad 57

83 Series 155

86 Series 30-31

86RWMB 198

88 Series 55

90 Series 169

91 Series 207

93 Series 168

97 Series 32-33

98 Series 58

99 Series 59

100ARM 77

100BAR 77

100BSTIM 61

100 Singles 60

100 Triple 61

101 Series 78

102 Series 62-63

110 Clear Chrome 65

110 Series 64

113 Series 66

125 Singles 68

125 Twin 69

125 Triple 69

128 Series 151

130 Series 70

131 Series 71

133 Series 72

134 Series 73

135 High Mount 119

135 Single 74

135AW 146

135ARM 74

135CAT1 146

Part No Page

144 Series 149

145ASRM 149

149 Series 75

150ARM 77

150 Series 77

151 Series 78

164 Series 80

174 Series 81

175 Series 144

175AWTB2 142

181 Series 34

200BIRSTME2 83

200BSTIM 83

200BSTIRMB 82

200 Single 82

200 Twin 83

200CAW 144

201 Series 83

207 Series 84

209 Series 85

210 Series 47

211 Series 46

212 Series 46

215 Series 86

216 Series 87

223 Series 94

235AR 89

235BBSTI 89

235CAT1 144

235 Series Sequential 90

235 Series 88

235 Series Bracket 89

235 Series High Mount 119

250 Series 94

275 Series 98-99

275ARM 99

Part No Page

280 Singles 100

280 Twin 100

280 Triple 101

282 Series 102

283 Series 103

284 Series 104

285BAR 96

285BKT 192

285 Front 145

285 High Mount 119

285 Interior/Exterior 190

285 Series 96-97

310 Series 106

355 Series 105

380 Series 92

380 Series Bracket 93

380 Series Sequential 91

385 Series 108

3851 Series 112

3852 Series 112

3853 Series 109

3854 Series 110

38541 Series 109

3855 Series 113

3856 Series 111

3857 Series 113

407 Series 107

420 Series 101

460 Singles 114

460 Triple 115

520 Series 118

530 Series 120-121

595 Single 122, 124

595STIM 125

595 Triple 123, 125

800 Series 39
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Series Part Number Index

Part No Page

805 Series 39

1004 Series 38

1016 Series 186, 208

1031 Series 186, 208

1061 Series 186, 208

1061 Switch 187

3102 Series 43

5025 Series 36, 44

5543 Series 130

5940 Series 131

6434 Series 40

7030 Series 215

7035 Series 216

7312BM 172

7312WM 206

73120BM 173

7512BM 172

7512WM 206

7515 Series 191

7610 182, 209

7922 Series 35

9020 214

10121 Series 187

10121 Switch 187

11CAT1M 144

13040BM 173

13040WM 206

13118 183, 208

2430 190

2460 190

40260 188-189

40410 188-189

40770 188-189

120033 165

120034 166

120035 167

Part No Page

16606 184, 209

20109 185, 209

23285BLKB 192

2PMF Cable 219,221

2PM.5LP 213

4C Cable 219

5C Cable 219

5C81 219, 221

5C21 219, 221

5C41 219, 221

Category 5 Indicator 44-45

Bayonet 201

BC Cable 221

BCC1 221

BTK Kit 221

Boat Trailer Harness 220

CAB12B 37

CAB26B 37

DB Series 51

DL226 132

DL245 133

DRLHOTDOG-2 142

EU38 18

EQPR65ABM 152

Harness System 218

H4 CANBUS 212

H7 CANBUS 212

Festoon 200

FLT Series 170-171

FL1 174

FL2 174

FL39W 175

FL48W 175

FLR-01 213

GH12B 193

H-Globes 140-141

Part No Page

H155 79

HH190 180

HH340 181

HH420 181

HL90 137

HL91 137

HL92 137

HL146 135

HL165 135

HL174 134

HL175 134

HL250 136

HT70 176

J2 Twin 118

J3 Singles 117

J3 Triple 118

Large Harnes System 224

LEDRL2 143

LB252ACM 156

LB621ACM 156

LB862ACM 157

LB1103ACM 157

LB1345ACM 157

LB246 158-159

LB380 160-161

LB356ACM 162

LB744ACM 162

LB964ACM 162

LP1 41

LR12 210

LR21 210

LR24 210

LRM 211

LRB130 150

LRB145 150

LSL500 204

Part No Page

Magenta 163

Maxilamp 126-127

Maxilamp 3 128

Maxilamp 5 129

MB12 154

MC175 134

Patch Harness System 222

PL170 179

PL175 178

PL190 178

RL60 196

RL120 196

RL150 197

RL151 197

RL330 196

RSB130 153

RSB165 153

SO120033RHM   
Centre High Mount 119

TK 6X4 Kit 219

TK 12X6 Kit 219

T10 202

T15 202

T20 203

TIR7 138-139

TIR9 138-139

TIRWH1 138

WTB100 177

WTB115 177
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