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DB Series Rear Combination Lamps

Function Stop/Tail/Indicator with Reflector

Size 150mm x 50mm x 23mm
Voltage 12 Volt
LED Qty 8
Cable 30cm/5m

Draw Stop Tail Indicator
@13.8V 0.65A 0.004A 0.058A

Approvals ECE Stop/Tail, Approval No. 02-R1-S1.16451
ECE Indicator, Approval No. 01-2a.16451
ECE Reflector, Approval No. 02 1A.16451

• Our Lowest Priced Rear Combination Lamp

• Competes with cheap Chinese copies

• 8 x Super Bright LEDs with Enhanced Optics

• High Quality 3M Tape for Fitting

• IP67 Rated

• ECE Australian Road Approved

• 2 Year Warranty 

Lamp Fitting Instructions

1/  Drill a 13mm hole for the wire outlet plug.  

2/  Remove the protective film from the 3M tape.  

3/  Push the cable and plug through the hole.  

4/  Line up the lamp and press firmly.  

5/  The lamp is held securely with high quality 3M tape.

Part Number

DB2 - Twin Blister

DB1-5B - Single Bulk, 5m Cable

Wire Colour 
Red - Stop, Brown - Tail, White - Earth,  
Yellow - Indicator
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